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Product Overview
AP-VP280 Video Phone

« |P based Video Phone Solution

* VoD (Video on Demand) Service

« IPTV Service

* Network Surveillance Service

« High-performance Video, Audio, and Voice Service

* Flexible Videoconferencing Deployment

* Firmware Upgradeable Architecture

* Video Solution with Outstanding Network Service
Capability

« Audio/Video Privacy Protection
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Product Highlights

AP-VP280 Video Phone

Video Conferencing

& V?oIP Telephony
7 Inch LCD Display

Touch Screen, Menu KEY
’ Control, REMOCON
High Performance RISC CPU
‘ & Programmable DSP
High-quality Image
640x480 VGA, 30ftp
64Kbps to 2Mbps
~ State-of-art Signaling
H.323, SIP Dual Stack
s Broadband IP Networking

With dual 10/100Mbps ethernet

A/V Broadcasting, VoD
& Unattended Security

Excellent Voice Quality
G.722/G.711/G.726/G.729

Powerful OSD _

APOS ™Technology
Multimedia Network Protocol

IP based Network Protocol
& Video/Voice Traffic QoS

High-end Video Codec
H.263, MPEG-4, H.264,JPEG
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Multimedia Service

AP-VP280 Video Phone
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APOS Internetworking Technology

AddPac Video Gateway Hardware Platform

Broadband IP Networking

» APOS : AddPac Internetworking Operating System
* OSD : On- Screen Display
* EMS : Element Management System
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Benefits and Features

AP-VP280 Video Phone
« 7 Inch LCD Display, Touch Screen, Remote Controller

- External Video Interface
— Composite (RCA) Video In/Out, S-Video Out
— Audio (RCA) In/Out

* High-performance Video Codec Support
— H.263, MPEG-4, JPEG, and H.264

 High-performance Audio Codec Support
— G.722(16KHz), G.711,G.729,G.723.1 ,etc

 Powerful Image Resolution Support
— QCIF(176x144), CIF(352x288), QVGA(320x240), and VGA(640x480)

« Up to 30fps at 1Mbps with VGA-Resolution(MPEG-4)
* Video Conference Call Support (AddPac MCU Inter-working)
« SIP, H.323 Signaling Support

- Rate Control for Video Traffic QoS
— Ensuring Optimized Quality, Frame Rate with Limited Bandwidth

High-end Error Resilient Against Various Packet Error
AddPac www.addpac.com



DSP

N : RISC
Hardware Specification —
AP-VP280 Video Phone
« RISC Microprocessor Computing Power
« High-end Programmable DSP Hardware Architecture
 Powerful Video Interface
— RCA Video Input/Output, S-Video Output
« High quality Audio and Voice Interface
— Stereo Audio Input & Output Connector
* Network Interface
— Two(2) 10/100Mbps Fast Ethernet
— One(1) RS-232C Console \yp
— One(1) USB 1.0 Interface Jj Touch screen |
« PSTN Interface —
— One(1) FXO(RJ11) interface

=
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Software Service
AP-VP280 Video Phone

Built-in AddPac APOS Internetworking Software

— Scalability, Functionality, and Stability Features
— Video Traffic QoS Control

 Programmable Video, Audio, and Voice Services
— Video Codes, Audio, and Voice Codec

 Firmware Upgradeable DSP Architecture
« OSD (On-screen Display) Function Support
* Industry Standard IP based Network Protocol Features

AddPac www.addpac.com
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Video Service and Feat
AP-VP280 Video Phone

« Various Video Networking Interface
— Composite (RCA), S-Video
* High-performance Video Codec Support
— H.263, MPEG-4, JPEG, and H.264
 Powerful Image Resolution Support
— QCIF(176x144), CIF(352x288), QVGA(320x240), and VGA(640x480)
« Up to 30fps at 1Mbps with VGA-Resolution(MPEG-4)
« 64Kbps to 2Mbps Operating Video Traffic Bandwidth

« Rate Control for Video Traffic QoS
— Ensuring Optimized Quality
— Frame Rate with Limited Bandwidth
 High-end Error Resilient Against Various Packet Error

AddPac www.addpac.com
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Audio & Voice Service and Fe
AP-VP280 Video Phone

 Audio & Voice Networking Interface
— Audio Input/Output Port (2 x 3.5mm Stereo Female Connector)

« VoIP based Signaling Protocol Support
— H.323, SIP Multiple Signaling Protocol Stack
— H.323 Gateway, Gatekeeper Support

« High-performance Audio & Voice Codec Support
— Line IN/OUT : G.726, G.711 Audio Codec, etc

« Enhanced QoS Management Features for Voice Traffics

AddPac www.addpac.com
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Network Service and Feature
AP-VP280 Video Phone

Basic Network Protocols
- ARP, IP, IPv6, TCP, UDP, ICMP, ICMPv6, SCTP, IGMP, MLD

Routing Protocol
- IPv4 : Static
- IPv6 : Static

Service Protocol
- FTP, Telnet, TFTP, DHCP Server/Relay, SNMP Server
- CDP (Cisco Discovery Protocol)
- DNS Resolver , DDNS(nsupdate)
- Bridge
- Syslog
- IP/IPv6 policy control (QoS)
- VPDN (Virtual Provate Dial-up Network : L2TP Server)

AddPac www.addpac.com
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Network Service and Feature
AP-VP280 Video Phone

IPv4/IPv6 Interworking
- NAT/PAT for IPv4
- IP connect (formerly ip-share) and device cascade for IPv4
- IP/IP, IP/GRE tunneling
- NAT-PT
- 6to4, Autoconfig tunneling
IPv4 Address Configuration
- Fixed (Static)
- DHCP
- PPPoE

IPv6 Address Configuration
- Fixed (Static)
- EUI-64
- Autoconfig (Neighbor Advertisement and Solicitation)

AddPac www.addpac.com
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Network Service and Features
AP-VP280 Video Phone

Miscellaneous
- Cisco Style CLI
- Standard & Extended IPv4/IPv6 Access List
- Multi-level User Account Management
- IP accounting
- fsh (Embedded file system shell)
- STUN Client

Addec www.addpac.com
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Network Service and Feature
AP-VP280 Video Phone

SNMP MiBs

- MIB-I

- RMON MIBs (Statistsics, History, Alarm, Hosts Group)

- RFC2465 Management Information Base for IP Version 6:
Textual Conventions and General Group

- RFC2466 Management Information Base for IP Version 6:
ICMPV6 Group

- RFC2452 IP Version 6 Management Information Base for the
Transmission Control Protocol

- RFC2454 IP Version 6 Management Information Base for the
User Datagram Protocol

- AddPac Enterprise MIBs

- efc

AddPac www.addpac.com
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OSD Software Features
AP-VP280 Video Phone OSD Service

Current Date

) Y
Local View 12/01 Mon 18:02

Menu Status

Display

F1 F2 F3
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OSD Software Featu

AP-VP280 Video Phone OSD Se

Conversation View

AddPac

12/01 Mon 18:02

www.addpac.com

IP-PBX Interworking
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OSD Software Featur

AP-VP280 Video Phone OSD Se

Conversation 12/01 Mon 18:02

Broadcasting Service
at conversation mode

Remote

EndCall Trensfer

AddPac www.addpac.com 19



OSD Software Fea

AP-VP280 Video Phone OSD

Menu View

[<p]]

Phonebook  Tool Box AV Setup

\.1.")

Network & Call Applications Remote Setup

"
o

Button Profile  Name Register Contact Group Button List
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OSD Software Fea

AP-VP280 Video Phone OSD

Button Profile

Button Profile 01 Mor CHFSOA Sefrch
(ePivate P30 Search

Add Contact

&
7

Search by Na

EMGA

Backspace

AQgarac

Phonebook Tool

Phone Book

e
o e

Register

Add Contact

View List

up Delete Group

Advance Input Mode

www.addpac.com
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OSD Software Fea

AP-VP280 Video Phone OSD

Phonabook Tool Box

ToolBox

Language Setup Factory Default

_ B — P d Save All
Language Setup 4 L 65 [ 2 asgwor Date&Time Factory Dsfault

[®  Engish Password T § ) Save All
RUSSIAN

Question

I wantto reset?

Input Mode

AddPac www.addpac.com



OSD Software Fea

AP-VP280 Video Phone OSD

ideo Codec

|. Codac
Image size

Frame rate

AddPac

Video Codec

11 10 Ponts 1

Bandwidth 1/0O Ports
Camera Control

Camera

1 WO Ports

|.n Audio Input Port

2 Audio Qutput Port

www.addpac.com
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OSD Software Fea

AP-VP280 Video Phone OSD

Network Setup

VoIP Setup  Asd.Sedvice Malli

LAN
Setup Multiphone Number
VolIP Setup

LAN Setup 3 ¢ Ul Network' Status Additional\Service

Factory Network Status

PN L VolP Setup
DHCP for 1PC ! LAM Link
DHCP for Sever WAN Protocol [ signaiing Setup
Bridge WAN Addrass a
LAN Address 3

IPVE Protocol 4

5  PSTN Prafix N . Input Mode
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OSD Software Feat

AP-VP280 Video Phone OSD S«

Voice Mail
Voice Mail
Applicatioly Setting

File Browser

© edia List

AddPac www.addpac.com

Message

SMS

12/01 Mon 18:02

Application
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OSD Software Fea

AP-VP280 Video Phone OSD ¢

Remote

Remote Bandwidth Video Codec

Bandwidch Remote 1201 Mon 18:02

[ Bandwidch 128-576 | -m

AddPac

VCodec Remote

Image Size CVGA

Frama Rate 30fps

Remote
Reject

www.addpac.com

Remote Setup
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AP-VP280 Video Phone

Application Area

« |P-PBX Video Terminal (SIP, H.323, etc)
« Audio/Video Real-time Broadcasting

* Video on Demand Application

« IPTV Application for Enterprise

« Unattended Surveillance

* Video Telephony
* Video Conference

AddPac www.addpac.com
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Standard IP-PBX Application

AP-VP280 Video Phone
W@\ 10/1o(|)|v| .}_

Media Gateway

~
Elementary

management  |P Network

’ System (WA N )

AP-VP150

E1/T1. EXO WAN Router

WAN Router
.(-‘

VolP Gateway

il
//\

IPNext 700
IP-PBX

=
200 ==

AP-IP150 oo
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Audio/Video Real-time Bro

AP-VP280 Video Phone

Audio and Video Broadcasting Service via
Multicasting IP Network

(Video, Audio/Voice, and more...) -

Management
System

[TV, Amp Speaker]

IP Network "

AddPac
Video Broadcasting Server

[TV, Amp Speaker]
g AV Out £y

AP-VP280
AP-VP280

Addec www.addpac.com 29



Audio/Video Real-time B

AP-VP280 Video Phone

Audio and Voice Broadcasting Service via
Unicasting IP Network

(Video, Audio/Voice, and more...) AP-VP280
Area 2
Relav Server
: AP-VP280
Area 3
Video Broadcasting Serve Relay Server
twork Network
AP-VP280
Area N
elay Server 77T
AP-VP280
IP ork
AP-VP280
www.addpac.com 30



Video on Demand Servic
AP-VP280 Video Phone

AddPac AP-VD1000 VoD Server

ANV Input

' AddPac
AP-MBMS

Multimedia Broadcasting
Management System AddPac Media Encoder

LAN
10/100M

[PC, AddPac Media Player]

AP-VP280

LAN
10/100M

A/V Out (RN

LAN
10/100M

AP-VP280

[TV, Amp Speaker]

AP-VP280

Addh‘ WWw.aaapac.com 31



Video Telephony Applicatic

AP-VP280 Video Phone

Point-to-Point Video Service
(symmetric video quality)

VGA, 30fps, 2Mbps

10/100M 10/100M

[Router]

[Router]

VolIP Service
(H.323, SIP)

VolIP Service
(H.323, SIP)

VGA, 30fps, 2Mbps

AP-VP280 AP-VP280

Multimedia Service
(Video, Audio/Voice, and more...)

Addh‘ www.addpac.com 32



Video Conference
AP-VP280 Video Phone

Multipoint Video Service
(Video, Audio/Voice, and more...)

Built-in MCU Mode [Router]

LAN
10/100M

Addh‘ www.addpac.com

fj LAN =
l 10/100M© IP Network
[Router]
AP-VC2000

WAN

AP-VP280

EY=— L

[Ro ter]

10/100M
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Remocon Specification
AP-VP280 Video Phone

® @ @
“@@@
@ OO®
D ®®
AddPac ®®m®m
Sl ®
OHANY, @
@epy——="
® @ w ®
©) (2] (3) [&) i
0 DISP  VIEN
®
0
an

Remote Commander
Remote Control

No Function No Function

1 CALL/Recent Call 10 | SLOW PLAY, PLAY, PAUSE, STOP

5 e n PREYIOUS, FAST REWARD,
FAST FORWARD, NEXT

3 SpeadDial 12 END

4 Zoom In/Out, Yolume 13 PhoneBook

b5 MEML 14 INFO

5] EXIT 15 ARROW KEY

¥ HOLD 16 NTSC/PAL

8 |%OD, DISPLAY, VIEW Mode, PAN/TILT| 17 PRIVACY

a DEL. REC, MIRROR, Call Status

Addh‘ www.addpac.com 34



Ordering Informatic

AP-VP280 Video Phone Hardware

AP-VP280 Video Phone Main Body
RISC Microprocessor with High-end Programmable DSP Architecture
7 Inch LCD, Built In Camera, Touch Screen, Remote Controller

External Video RCA Input/Output, S-Video Out and 3.5mm Audio
Input/Output

2-ports 10/100Mbps Fast Ethernet and 1-port RS-232C Console
1-Port FXO PSTN Interface
— Including Network Cable Set & Ext. Power Supply, etc.

« Built-in APOS Internetworking Software for AP-VP280
* Including 1 Year Hardware Warranty
* Product Documents

Install and Operation Guide (PDF)

* Pricing
— AddPac Technology Regional Sales Manager
— Authorized Sales and Marketing Representatives

Please Contact www.addpac.com

AddPac www.addpac.com
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AddPac

Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com

www.addpac.com
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