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Network Diagramg
Integrated Door Access Control and Call Control
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Network Diagramg
Legacy PBX Environment 
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Network Diagramg
Legacy IP-PBX Environment 

Door 1

10/100M Legacy 

Line 3000

IP Phone

Door 2 

[Ethernet] lP-PBX [Ethernet]

Video Path 
Voice Path 

AP-VAC50

VLC

LAN, WAN
[Ethernet]

10/100M

Attendant

[Ethernet]

AP-SMP100
Smart Communicator

Door N 10/100Mbps

Door Open By AP-SMP100

AP-VAC50

[Ethernet]

10/100M

Line 3001

IP Phone

[Ethernet]AP-ACS1000

www.addpac.com 5

[ ]
Door Access Control Server
(access control, call control, etc)AP-VAC50 VLC



Network Diagram
Interworking with Smart Communicator
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AP-ACS100 Door Access Control Server

• Door Open By AP-SMP100 Soft key(Feature Code)Door Open By AP-SMP100 Soft key(Feature Code)
• AP-VAC50 security Option 

- Video Display Mute (Local View Only)
• AP-SMP100 security Option 

- Local Camera Mute(Privacy) On/Off
- Support Camera Mute Image
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DACSCS
System Message Flow
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DACS System Message Flowy g
Registration and Keep Alive
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DACP (Door Access Control Protocol) : XML over TCP



DACS System Message Flowy g
Access Privilege and Schedule Download
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DACP Handle Full or Partial Configuration Download 
for Supporting Efficient and Large Scale Network
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for Supporting Efficient and Large Scale Network



DACS System Message Flowy g
RF Card Read/Write and Registration
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DACS System Message Flowy g
Door Open by RF Card or Password
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DACS System Message Flowy g
Door Open by AP-SMP100 Smart Communicator

AP-SMP100
Smart Communicator

AP-VAC50 AP-ACS1000

INVITE
INVITE

1. Visitor : Call to Attendant or a User

200 OK
200 OK

2. Talk to Visitor and Push Door 
Open Soft Ke (Feat re Code)

INFO (DoorOpen)INFO (DoorOpen)

200 OK

Open Soft Key(Feature Code)

200 OK
200 OK

3. Send Notification to Server and
Save the Event to Local Database

www.addpac.com 12



Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com
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