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Product Overview
AP-VIC100 IP Video Intercom Controller

Hi h P f IP Vid I t C t ll S l ti• High Performance IP Video Intercom Controller Solution
• 3x4 Key, 5 Inch TFT Color LCD, Internal MIC & Speaker
• SIP VoIP Signaling Stack Embeddedg g
• High-performance Video/Voice Codec Support

– H.264/MPEG4/H.263, G.722/G.711/G.729/G.723, etc
• Two(2) 10/100Mbps Fast Ethernet• Two(2) 10/100Mbps Fast Ethernet 
• PoE(Power over Ethernet) Support
• High Quality Speaker Phone Features
• Powerful Acoustic Echo Canceller Chip Embedded
• Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)
• Firmware Upgradeable ArchitectureFirmware Upgradeable Architecture
• Advanced Voice QoS Mechanism
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Product Highlightsg g

V²oIP Telephony

AP-VIC100 IP Video Intercom Controller 

p y

IP based Video Intercom Controller
(Video Decoding & Display, 

Door Access Control)

5 Inch LCD Display
WQVGA Video Resolution

Door Access Control)

High Performance RISC CPU
& Programmable DSP

Powerful Acoustic Echo
Canceller

High-quality Image
QVGA(320x240), 30fps
64Kbps to 1Mbps

PoE(Power over Ethernet)
Support 

64Kbps to 1Mbps  

State-of-art Signaling
SIP H 323 Signaling Stack

APOS™Technology
Multimedia Network Protocol

SIP, H.323 Signaling Stack 

Broadband IP Networking 
With Two(2) 10/100Mbps ethernet

IP based Network Protocol
& Video/Voice Traffic QoS 
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High-end Video Codec
H.264, MPEG4, H.263, etc
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Multimedia Service
AP-VIC100 IP Video Intercom Controller

Multimedia Conferencing, and more… Our Customer Application

Video Audio Voice Data

EMS OSD

APOS Internetworking Technology

AddPac Video Intercom Hardware Platform

APOS Internetworking Technology

Broadband IP Networking

• APOS : AddPac Internetworking Operating System
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APOS : AddPac Internetworking Operating System
• OSD : On- Screen Display
• EMS : Element Management System



Hardware Specification RISC

CPUp CPU
High-end

DSP
• RISC+DSP Microprocessor Computing Power

AP-VIC100 IP Video Intercom Controller

RISC+DSP Microprocessor Computing Power
• Audio and Voice Interface

– Internal MIC
– Internal Speaker p
– 3 x 4 key PAD

• Speaker Phone with Acoustic Echo Canceller
• TFT Color LCD Interface 

– 5 Inch LCD, WQVGA Video Resolution
• Network Interface

– Two(2) 10/100Mbps Fast Ethernet 
H d t I t f (A di I /O t)• Headset Interface (Audio In/Out)

• FXO PSTN BackUp Interface : Option
• Power Supply

– Power over Ethernet  : Option
– External Power Supply 
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Hardware Specification RISC

CPUp CPU
High-end

DSPAP-VIC100 IP Video Intercom Controller

5 Inch Color LCD
With touch screen

Soft Keys

Navigation Keys

Function Keys
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Hardware Specification RISC

CPUp CPU
High-end

DSPAP-VIC100 IP Video Intercom Controller 

Audio In/Out
for Headset
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Hardware Specification RISC

CPUp CPU
High-end

DSPAP-VIC100 IP Video Intercom Controller 

Power Inlet

Handset Cable
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LAN0 
10/100Mbps Fast Ethernet 

LAN1 FXO
Power Switch



Software Service

B ilt i AddP APOS I t t ki S ft

AP-VIC100 IP Video Intercom Controller

• Built-in AddPac APOS Internetworking Software
– Scalability, Functionality, and Stability Features
– Video Traffic QoS Control AddPac

• Programmable Video, Audio, and Voice Services
– Video Codes, Audio, and Voice Codec

• Firmware Upgradeable DSP Architecture

APOS

Firmware Upgradeable DSP Architecture
• OSD (On-screen Display) Function Support
• Industry Standard IP based Network Protocol Features
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Video Service and Features

Hi h f Vid C d S t

AP-VIC100 IP Video Intercom Controller

• High-performance Video Codec Support
– H.264,MPEG4,H.263, etc

• Image Resolution Support
– Video Decoding  : VGA(640x480), QVGA(320x240) 

• Up to 30fps with VGA Resolution
• 128Kbps to 1Mbps Operating Video Traffic Bandwidth128Kbps to 1Mbps Operating Video Traffic Bandwidth 
• Rate Control for Video Traffic QoS

– Ensuring Optimized Quality
F R t ith Li it d B d idth– Frame Rate with Limited Bandwidth

• High-end Error Resilient Against Various Packet Error
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Audio & Voice Service and Features

A di & V i N ki I f

AP-VIC100 IP Video Intercom Controller

• Audio & Voice Networking Interface
– Audio In/Out Interface for Headset

• VoIP based Signaling Protocol SupportVoIP based Signaling Protocol Support
– SIP Signaling Protocol Stack

• High-performance Audio & Voice Codec Support
– G.722, G.711, G.729, G.723 Audio Codec

• Enhanced QoS Management Features for Voice Traffics
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Network Service and Features
AP-VIC100 IP Video Intercom Controller

Basic Network Protocols
- ARP, IP, IPv6, TCP, UDP, ICMP, ICMPv6, SCTP, IGMP, MLD
Routing ProtocolRouting Protocol
- IPv4 : Static
- IPv6 : Static

Ser ice ProtocolService Protocol
- FTP, Telnet, TFTP, DHCP Server/Relay, SNMP Server
- CDP (Cisco Discovery Protocol)
- DNS Resolver , DDNS(nsupdate)
- Bridge
- Syslogy g
- IP/IPv6 policy control (QoS)
- VPDN (Virtual Provate Dial-up Network : L2TP Server)
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Network Service and Features

IPv4/IPv6 Interworking

AP-VIC100 IP Video Intercom Controller

IPv4/IPv6 Interworking
- NAT/PAT for IPv4
- IP connect (formerly ip-share) and device cascade for IPv4
- IP/IP, IP/GRE tunneling
- NAT-PT 
- 6to4, Autoconfig tunneling, g g

IPv4 Address Configuration
- Fixed (Static)

DHCP- DHCP
- PPPoE

IPv6 Address Configuration
- Fixed (Static)
- EUI-64
- Autoconfig (Neighbor Advertisement and Solicitation)
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Network Service and Features
AP-VIC100 IP Video Intercom Controller

Miscellaneous
- Cisco Style CLI
- Standard & Extended IPv4/IPv6 Access List- Standard & Extended IPv4/IPv6 Access List
- Multi-level User Account Management
- IP accounting

fsh (Embedded file system shell)- fsh (Embedded file system shell)
- STUN Client
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Network Service and Features
AP-VIC100 IP Video Intercom Controller

SNMP MIBs
- MIB-II 

RMON MIB (St ti ti Hi t Al H t G )- RMON MIBs (Statistics, History, Alarm, Hosts Group)
- RFC2465 Management Information Base for IP Version 6:
Textual Conventions and General Group

- RFC2466 Management Information Base for IP Version 6:
ICMPv6 Group

- RFC2452 IP Version 6 Management Information Base for the g
Transmission Control Protocol

- RFC2454 IP Version 6 Management Information Base for the
User Datagram ProtocolUser Datagram Protocol

- AddPac Enterprise MIBs
- etc
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OSD Software Feature
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OSD Software Features
AP-VIC100 IP Video Intercom Controller

AV Setup OSD 

Volume
Display

Audio Codec

I/O Ports

Video Codec &
Bandwidth
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OSD Software Features
AP-VIC100 IP Video Intercom

Phone Book OSD 

Name

Number Register

Recent Call

Speed Dial
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OSD Software Features
AP-VIC100 IP Video Intercom Controller

Tool Box OSD
(Ring Type, Language Setup, etc) 

Save All

Factory Default

Language Setup

LCD Power Save
Ring TypeRing Type
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OSD Software Features
AP-VIC100 IP Video Intercom Controller

Network Setup OSD
(VoIP, LAN, etc)

Internet

Signaling

Auto Upgrade

Network Status

LAN SetupAuto Upgrade LAN Setup
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AP-VIC100 IP Video Intercom Controller

• Point to Point Application (Simple Application)

Application Area 

• Point-to-Point Application (Simple Application)
• Point-to-Multipoint Application

- All AddPac SolutionAll AddPac Solution 
(Call Manager + Door Access Control Server)

- Legacy PBX EnvironmentLegacy PBX Environment
- Legacy IP-PBX Environment
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Point-to-Point Connection (Simple Appl.)o t to o t Co ect o (S p e pp )

Door Attendant

[Ethernet]

10/100M
LAN, WAN

[Ethernet]

AP-VAC50

Door Open
By DTMF Key 

AP-VIC100
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Integrated Door Access Control and Call Control
(All AddP S l ti )(All AddPac Solution)

Door 1Door 1

10/100M

AP-ACS1000

SMM (Smart 
Multimedia Manager) 
for IP-PBX 
Management

Door 2 

[Ethernet]
AP-VAC50

AP-ACS1000
Door Access Control Server

(access control, call control, etc)

DACM (Door Access 
Control Manager) for 
Access Management

Attendant

[Ethernet]
[Ethernet]

10/100M

[Ethernet]

Door N

AP-VAC50

Door Open
By Touch Screen 

10/100M

LAN, WAN

[Ethernet]

10/100M

Line 3001

IP Phone

[Ethernet]
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AP-VAC50
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Legacy PBX Environment g y

Door 1 AP-ACS1000

10/100M
Legacy

PBX

Line 3000

Analog Phone

FXO,FXS

Door Access Control Server
(access control, call control, etc)

Door 2 

[Ethernet]
AP-VAC50

AVAYA,SAMSUNG

[Ethernet]

Voice Path 

Video Path10/100Mbps

Attendant

LAN, WAN
[Ethernet]

[Ethernet]

10/100M

Video Path 

[Ethernet]

D N

AP-VAC50

Door Open
By Touch Screen 

Door N

[Ethernet]

10/100M

Line 3001

Analog Phone

10/100Mbps 10/100Mbps
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AP-VAC50
[Ethernet]



Legacy IP-PBX Environment g y

Door 1Door 1

10/100M

Legacy

Line 3000

IP Phone

Door 2 

[Ethernet]
Legacy 
lP-PBX

[Ethernet]

Video Path 
Voice Path 

AP-VAC50

Attendant

LAN, WAN
[Ethernet]

[Ethernet]

10/100M

[Ethernet]

Door N

Door Open
By Touch Screen 

AP-VAC50

10/100MbpsDoor N

[Ethernet]

10/100M

Line 3001

IP Phone

AP-ACS1000
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AP-VAC50

[Ethernet]Door Access Control Server
(access control, call control, etc)



Ordering Informationg

• AP-VIC100 IP Video Intercom Controller HardwareAP VIC100 IP Video Intercom Controller Hardware
– AP-VIC100 Video Intercom Controller Main Body
– RISC Microprocessor with High-end Programmable DSP Architecture
– 5 Inch LCD5 Inch LCD
– Internal MIC, Internal Speaker 
– 2-ports 10/100Mbps Fast Ethernet 
– PoE Interface
– Including Network Cable Set & Ext. Power Supply, etc.

• Built-in APOS Internetworking Software for AP-VIC100
• Including 1 Year Hardware Warrantyc ud g ea a d a e a a ty
• Product Documents

– Install and Operation Guide (PDF)
• PricingPricing

– AddPac Technology Regional Sales Manager
– Authorized Sales and Marketing Representatives
– Please Contact www.addpac.com

www.addpac.com 27

ease Co ac addpac co



Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com
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