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SIP Video Door Phone Interworking FeaturesSIP Video Door Phone Interworking Features 
AP-SMP100 HD Soft Video Phone 

• Support HD Video Codec
– MPEC, H.264
– 720p @ 30 fps720p @ 30 fps

• Support easy door controlSupport easy door control
– Configure feature code for controlling SIP Video Door Phone
– After SIP call connecting, click the ‘Door Open’ button.

• Support one-way video call (optional)
– HD soft video phone can see the remote video at outdoor side.
– User at outdoor side can’t see the remote video at indoor side.
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Network Diagram  g
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HD Resolution
AP-SMP100 HD Soft Video Phone 

Support HD Codec

- MPEC, H.264
- 720p @ 30 fps
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Door Control OSD
AP-SMP100 HD Soft Video Phone 

Easy Door Control
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- Click ‘open door’ button.

Configure door control feature code



Ordering Informationg

• AP-SMP100 Smart Multimedia SoftPhone
• Product Documents

– Install and Operation Guide (PDF)
• Pricingg

– AddPac Technology Regional Sales Manager
– Authorized Sales and Marketing Representatives
– Please Contact www.addpac.comp
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Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail : sales@addpac.com
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