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 Network Diagram
* |ntegrated Door Access Control and Call Control
= Reverse Call Door Open

* Direct Call Configuration
= Smart Web — Reverse Call Door Open

« DACS System Message Flow

= Call Flow between Attendant and IP Video Door
Phone
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Network Diagram

Reverse Call Door Open

Attendant -———

|

I T

1 L SR i

d AP-ACS100 Door Access Control Server

__________________

* Door Open Control function when an attendant makes a call to an
external IP Video Door Phone

- Reverse Call Door Open Control
- Reverse Call Door Open Enable/Disable
- Direct Auto Answer
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Indoor Open Control

Smart Web — Reverse Call Door Open

Smart Web Manager

! Indoor Open Control

= Language
= LAM Setup

AddPac Technology
Model : VAC50_G2

= System Time Feature Code ! using 0~9, #,* Type : Server-Client
* Display Manager DACS  172.17.114.20(4080)
= File Browser Door Close Time 2 default 2 sec, 1~180 sec DACS Reagistration : Fail

SIP 1 172.17.114.20(5060)

SIP Registration : Fail
cat s i

= Server SIP

|
= Speed Dial

= Group Dial OpeniClose the door remotely.

= VLC Configuration [ Password

* Media Authentication 7] rF-Card

= Simultaneous Call [C] user-call

Door Access Control @ Dual-Authentication [7] RF-Card + Password

* Senvice Contral

* Indoor Open Contro;%:\__'%i o Apply

= UserList
= Card List
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= Card Registration by "
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* Log *  Received Call Door Open @ Enable ©) Disable « Apply 4
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Miscellaneous (-] Direct Door Open Exacuto

R Reverse Call Door Open
= Device L.ontro o . ..
- Senice Settings for Indoor Open, in receiving a call

Enable / Disable
Direct Auto Answer is applied by checking Enable Button.

Addec www.addpac.com



DACS System Messac

Call Flow between Attendant and IP Vice

AP-VP280 AP-ACS1000 :
(Atteildant) AP-TAS300N
1. Attendant Call to Visitor
INVITE
> INVITE N
Direct
|« 200 OK Auto Answer
200 OK
=
2. Talk to Visitor and Push Door
Open Soft Key(Feature Code)
INFO (DoorO
(DoorOpen) INFO (DoorOpen)
-
3. Check the Reverse Call Door Open
» 200 OK
B 200 OK

4. Send Notification to Server and
Save the Event to Local Database
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Thank you!
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Phone +82.2.568.3848 (KOREA)
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