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Normal Multi-Attendant Call Model
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Normal Multi-Attendant Call Model Signaling FlowNormal Multi Attendant Call Model Signaling Flow
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Multi-Attendant Group Video Call ModelMulti Attendant Group Video Call Model 
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Call Manager + MCU Interworking Protocol StackCall Manager  MCU Interworking Protocol Stack
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Signaling and RTP Flow for Group Video Call Model

Multipoint Video Service

Signaling and  RTP Flow for Group Video Call Model
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AP MC2000AP-MC2000
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Main FeaturesMain Features
AP-MC2000 IP Video MCU 
• IP based Multipoint Audio/Video Mixing Solutionp g
• Support Various Conference System Model(Add-Hoc, Dial-Out, Meet Me)
• Multi-User/Multi-Session Video Conference Support
• Up to 16-Party Video Conference Mode Support 
• H.263, MPEG4, H.264 Video Codec Support
• G 722/G 711/G 726/G 729/G 723 etc Voice Codec Support• G.722/G.711/G.726/G.729/G.723,etc Voice Codec Support
• H.323/SIP VoIP Signaling Support
• H.323 GateKeeper Internal Support 
• External SIP Proxy Server Interworking Support 
• Scalability and Flexibility 
• High-performance Video, Audio, and Voice Service
• Firmware Upgradeable Architecture
• Video Solution with Outstanding Network Service Capability
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• Video Solution with Outstanding Network Service Capability
• Audio/Video Privacy Protection



Hardware SpecificationHardware Specification
AP-MC2000 IP Video MCU

• High Performance Computing Power
• Programmable Hardware Architecture 
• Main Chassis

– Network Interface
• One(1) 10/100/1000Mbps Gigabit Ethernet• One(1) 10/100/1000Mbps Gigabit Ethernet 
• One(1) RS-232C Console (RJ45)
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Hardware Specification RISC

CPUHardware Specification
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