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Smart Web ManagerSmart Web Manager
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Smart Web Managerg
System Information (Main Screen)

Work Space
Display the AP-VAC200 system

Tool Bar
Provide frequently used tool likeDisplay the AP-VAC200 system 

information like as H/W, S/W Version, 
SIP Registration Status, etc

Provide frequently used tool like 
ac System Update, Configuration 
backup, Initialization, Restart, 
Telnet

Information

Main Menu
For easy system setup, 
Provide the various

Information
Display the Current system 
version and status summary

Description
Di l th h l if
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Provide the various 
menu and category

Display the help message if you 
move mouse over main menu



Smart Web Managerg
System - Language

Configuration Language
Korean, English

Currently we just support twoCurrently we just support two 
language only, but we can 
implement some specific 
language according to customer 
requirement
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Smart Web Managerg
System – LAN Setup

Host NameHost Name
Create a representative name for the site to be installed

Static IP
This is Static IP Mode. Specify the addressed IP from the 
service providerservice provider

DHCP
This is Dynamic IP mode which is set at default.
The IP can addressed from the external DHCP server.
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VLAN
Configure VLAN mode and ID.



Smart Web Managerg
System – System time

System TIme
Current time setting 
Support DACS(Door Access 
C t l S ) S dControl Server) Server and
Synchronize
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Smart Web Managerg
System – Display Manager(1) 

Wall Paper
Display Image on Idle Screen , Images are able to set
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Smart Web Managerg
System – Display Manager(2) 

Font & Output Message
Display Setup for Font /Display Setup for Font / 
Massage

Menu Enterance
password
Support Menu Lock 
function with Password
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function with Password



Smart Web Managerg
System – File Browser
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File Browser
Back up / Restore the setting of the system 
software and device



Smart Web Managerg
Call & Media – Server SIP

SIP Server
Primary & Secondary Server, Local Domain Name,
SIP Signaling Port (reboot necessary)
Timer - Register Expire, Session Refresh, Session Expire
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Extension  - User Name, Extension Number, Password



Smart Web Managerg
System – Speed Dial

Speed Dial
Able to use Speed Dial on Menu Screen
Text Dial Image Type
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Text, Dial, Image Type
Speed Button Type – List, Table(Button Map)



Smart Web Managerg
Call & Media – Group Dial

Group Dial
P i Di l fi ti di t G Di lPrimary Dial configuration according to Group Dial.
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Smart Web Managerg
Call & Media – VLC Configuration 
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VLC Configuration
Setup VLC IP Address and Port.



Smart Web Managerg
Call & Media – Media(1)

Camera 
Adjust camera brightness,Adjust camera brightness, 
Contrast and exposure

Audio Gain
Adjust Gain.
Audio Input, Output, Ring, 
DTMP di it d tDTMP digit and tone 
output

Audio I/O
Audio I/O configuration.
Audio Input / Output Port
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Smart Web Managerg
Call & Media – Media(2)

Video Display
SSetup video mute when 
talking with inside video  
phone
If enable, peer party is not 
displayedp y

Auto Answer
Setup and answer
Setup from 1 to 30.
Setup as 0 then auto
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Setup as 0 then auto 
answer will be remove



Smart Web Managerg
Door Access Control – Service Control

Door Access Control Service
Setup the DACS service type : Standalone mode without 
DACS System(AP-ACS1000) or  not 

Event Log
Log – Setup access control server event log.
Storage Period – Setup access control server event log 
storage period
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g p
Max Size Configuration - Setup access control server event 
log max Size.



Smart Web Managerg
Door Access Control – Indoor Open Control

Feature Code
O th d t l b F t C d f l “0”Open the door remotely by Feature Code, for example “0” 
numeric key
Door Close Time
Close Door remotely

Door Open
Able to open Door using Execute button
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Smart Web Managerg
Door Access Control – User List

User List
Register, add and delete the list of available user 
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Smart Web Managerg
Door Access Control – Card List

RF Card List
RF Card List Management.
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Smart Web Managerg
Door Access Control – Card Registration

RF Card Registration
RF Card Recognition and RegistrationRF Card Recognition and Registration.
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Smart Web Managerg
Door Access Control – Fingerprint List

Fingerprint List
Fi i t Li t M tFingerprint List Management
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Smart Web Managerg
Door Access Control – Fingerprint Registration

Fingerprint Registration
Fingerprint Recognition and RegistrationFingerprint Recognition and Registration.
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Smart Web Managerg
Door Access Control – Log

LogLog
Door Access Control event Log
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Smart Web Managerg
Miscellaneous – Ping

PiPing
Verify the outgoing ping to the outside from the device by 
entering IP address and URL
Verify network status of the location in where the terminal 
is located
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Smart Web Managerg
Miscellaneous – Device Control

Device Control
Check the device.
Sensor Input Port 0 – LCD, Keyboard
S I t P t 1 LCD K b dSensor Input Port 1 – LCD, Keyboard
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Smart Web Managerg
Miscellaneous – Service

Device Control
Configure Service.
FTP Ser er(Defa lt Port 21) On/OffFTP Server(Default Port 21) On/Off
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Smart Web Managerg
Miscellaneous – Language Table

Select Language Table at 
Miscellaneous
Select Language Table at 
Miscellaneous
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Smart Web Managerg
Miscellaneous – Language Table

Click on the Read button Click on the Read button 

Select 
Language
Select 
Language

C c o e ead bu o
if you have language 
files to an existing

C c o e ead bu o
if you have language 
files to an existing

g gg g

Select Etc, except  English, Korean, 
Russian
Select Etc, except  English, Korean, 
Russian
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Smart Web Manager
After editing is finished, click the 
Write button for save 
After editing is finished, click the 
Write button for save 

g
Miscellaneous – Language Table

Type in the selected language 
to correspond to the English
Type in the selected language 
to correspond to the Englishto correspond to the English 
table. If you do not input in table 
list, default language for empty 
is English. 

to correspond to the English 
table. If you do not input in table 
list, default language for empty 
is English. 
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Smart Web Managerg
Miscellaneous – Language Table

Edit Utility (Move & Clear)

Simply move your content in the 
language table
Simply move your content in the 
language table

Si l l i hSi l l i hSimply clear  your content in the 
language table
Simply clear  your content in the 
language table
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Select Language at OSDSelect Language at OSD

Select Language at 
System
Select Language at 
SystemSystem System 
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Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com
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