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CLI (Command-Line Interface) Configuration( ) g

VAC# configure terminalVAC# configure terminal
VAC(config)# clock timezone seoul 9

Timezone Config. for each country 

VAC# configure terminalVAC# configure terminal
VAC(config)# dns name-server 8.8.8.8
VAC(config)#

DNS Server Config.

bl dd d ddDue to public open ntp server address is domain name not ip address, user 
should be configure a domain name server at first.

(E l b 8 8 8 8 i dd i f G l bli DNS ’
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(Exampple : above 8.8.8.8 ip address is free open Google public DNS server’s 
address )



CLI (Command-Line Interface) ConfigurationCLI (Command Line Interface) Configuration

VAC# configure terminal
VAC(config)# script ntpdate default
VAC(config-script)# server ip time.bora.net
VAC(config-script)# end
VAC# write
Proceed with write? [confirm]y
B ildi fi tiBuilding configuration...

Public NTP Server Configuration Procedure. 
time.bora.net is public NTP server domain name.
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Smart Web Manager Configurationg g

1. System Menu LAN Setup Menu Click 
2. DNS Server Config.g
3. Apply button Click 
4. Write after Config. is finished
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Smart Web Manager Configurationg g

1 S t M NTP/HTP M Cli k1. System Menu -> NTP/HTP Menu Click 
2. Timezone Config. for each country
3. NTP Server Config. ( Public Open NTP Server or Local NTP Server IP 

Registration)
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Registration)
4. Apply button Click 
5. Write after Config. is finished
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