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 AP-VP280 Video Phone Call Forwarding to Smart
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Smart Door Phone
(Android App.)
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It supports receiving a video call from door side video
door phone by visitor.

It supports opening the door optionally with password.

It supports making a video call to door side video door
phone to see door side.

It supports unidirectional video stream from door phone
or bidirectional video stream to door phone optionally.

It supports standard based SIP signaling protocol.

It supports below voice and video codecs
- Voice Codec : G.711ulaw/alaw, G.726
- Video Codec : H.264, H.263. MPEG4
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SIP Register

Smart Door Phone Application Register to AP-AC
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SIP Video Call Flow

Door Open Flow
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Main screen (landscape)
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Smart Door Phone Ap
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www.addpac.com 10



Application Settings
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Basic setting

(B Advanced Settings
SP SETTINGS
Enable SIP Ping

Periodically Ping to SIP Proxy server for keep ﬁ_

alive or persistency under NAT

Server IP

Set up Server IP and account information for connecting the door

Ping Timer

n

Default is 30 seconds

Alarm

Set up an alarm-tone when you recive the signal from the

Registration Keep Alive Timer Outgoing Call Number

Set up a Number of Qutgoing Ca

Default is 60 seconds

Advanced Audio Quality Settings W

Apply Advanced Audio Quality Settings

Door Open Code

Set up a door open key code (default: 1)

Password

Set up the password to opend the door

Audio Codec

Set up audio codec

Advanced Video Quality Settings ﬁ_

Apply Advanced Video Quality Settings

Show my video

Set up a my video to show

n

Timer

Set up an end-timer for talking

Video Codec

Set up video codec

(G
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Video Phone Call Forwara

Extension (Service Diagram
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Video Phone Call Forwara

(Call Flow Diagram)
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AddPac
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