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Mini Call Manager Featuresg
AP-SH50 Smart Hub for Z sensors 

• General• General
– Support standard SIP protocol
– Support mini call manager(basic call routing manager) for SIP phones
– Support SIP register based authentication– Support SIP register based authentication
– Support smart-phone application(Android & i-Phone) 

for video communication.

Additional Ser ice• Additional Service
– Support hunting group for indoor phones
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IP Video Door Phone to Indoor Video CallIP Video Door Phone to Indoor Video Call

Door Area In Door Area

AP-SH50 Smart Hub for Z sensors 

Indoor Phones
Door 1

SH50

[Ethernet]

[Ethernet]
AP-VAC50 10/100M

Door Open
By Touch Screen 

10/100Mbps
10/100Mbps

LAN, WAN

AP-VAC50

Mobile Area(3G/4G/WiFi)AP
Call Routing Scenario 1 
Door Phone to  Indoor Phone
(+ Door Open Control)(  Door Open Control)
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Intra Indoor Video/Voice Call Scenario

Door Area In Door Area

Intra Indoor Video/Voice Call Scenario
AP-SH50 Smart Hub for Z sensors 

Indoor Phones
Door 1

SH50

[Ethernet]

[Ethernet]
AP-VAC50 10/100M

Door Open
By Touch Screen 

10/100Mbps
10/100Mbps

LAN, WAN

AP-VAC50

Mobile Area(3G/4G/WiFi)AP
Call Routing Scenario 2
Indoor phone to indoor or mobile phone
Mobile phone to indoor or mobile phoneMobile phone to indoor or mobile phone
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Hunting Group CallHunting Group Call

Out Door Area In Door Area

AP-SH50 Smart Hub for Z sensors 

Indoor Phones
Door 1

SH50

[Ethernet]

[Ethernet]
AP-VAC50 10/100M

Door Open
By Touch Screen 

10/100Mbps
10/100Mbps

LAN, WAN

AP-VAC50

Mobile Area(3G/4G/WiFi)AP
Call Routing Scenario 3
door phone to indoor or mobile phone 
simultaneous huntingsimultaneous hunting
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Smart Web Manager for SIP Server Config.
AP-SH50 Smart Hub for Z sensors 

Smart Web Manager for SIP Server Config.

1. Configure SIP Proxy Server
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(SH50 Call Manager)



Contact Configuration (Smart Phone Appl.)Contact Configuration (Smart Phone Appl.)
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1. Execute Smart Home App
2. Connect to SH50 by IP Address

1. Add Contact
2. Lobby is a Door Phone. 1. Communicate with other user 

by touch.



SIP Server Registration (Smart Phone Appl.)SIP Server Registration (Smart Phone Appl.)

1. Configure SIP Proxy Server
(SH50 Call Manager)
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1. Execute Smart Home App
2. Connect to SH50 by IP Address

(SH50 Call Manager)



Ordering InformationOrdering Information

• AP-SH50 Smart Hub Hardware
– AP-SH50 Smart Hub Main Body
– RISC Microprocessor
– 1-Port Zigbee Interface with external antenna
– 1-Port Zwave Interface with external antenna
– 1-port 10/100Mbps Fast Ethernet(RJ45)
– Including Network Cable, Antenna & Ext. Power Supply, etc.

• Built-in APOS Internetworking Software for AP-SH50
• Including 1 Year Hardware Warranty
• Product Documents

– Install and Operation Guide (PDF)
• Pricing

– AddPac Technology Regional Sales Managergy g g
– Authorized Sales and Marketing Representatives
– Please Contact www.addpac.com
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Smart Hub SeriesSmart Hub Series

Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com
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