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Main Page Layout

Main Menu

For easy system setup,
provide the various
menu and category

AddPac

Smart Web Manager

* Metwork Setup
* Language

* NAT

* FPTP

* NTP

* Protocol

* Server SIP

* 3IP Registration
* FXS Extension
* G3M Extension
* DTMFICODEC
* VolP Dial Plan

« GESM Dial Plan
* Static Route

Comen o

| System Information

HAV Version

S Version

MAC Address

VolP Protocol

Voice Interface Module

Registration Status

Supported Codec List

Hetwork Information

WARN LINK Status

* HotLine
LAN LINK Status
. Gain & CID Current Time
* GSMPINs
. Fax System Startup Time
* Berice Workspace
* Filtering Workspace for detailed
* Security action
* SHMP

* WEB Callback
* S Callback

Tool Bar

Provide frequently used
tools like as System
Update, Configuration
Backup, Initialization,
Restart, Telnet

2.0

8.00d

0002.3400.0000

sIP

Gl21s(2)

Registered

Static 172.16.9.16

AddPac Technology
Model : G31002_G2

Information
Display the current
system version and
status summery

mart Web Version : 0.4

fnart Web Build - Mar 24 2010
ice Interface

G(2)3(2)

otocal : SIP

HW Vgrsion : 2.0
Sﬂ.".frsion - 8.00d

100Mkps FULL Duplex Link UP

Link Down

FriJan 1 01:49:57 2010

FriJan 1 00:00:00 2010

0 days 014957
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PO:1(D)

Status : Registered
CurrentCalls: 0 Call

Metwark : Static 172.16.9.16
Iac Address: 0002.a400.0000
Unread Message:

PO:0(0)

Description

main menu

Display the help message
if you move mouse over




System — Network Setup

Host Name

i(;r;;tli : representative name for the site to be Network Setup
I - network Safin A, | AddPac Technology

Sl . s

This is static IP mode. Specify the addressed IP Hy  EE e

from the service provider { IP Address W ABCD t SmartWeb Version : 0.4

H : | SmartWeb Build : Mar 24 2010
i Metwark Mask |255.255.U.U AB.CD N vaice Interface
Tl | suicr© Defautt Rouer[ 2181 AB.cD P sese

i ) i Protocol : SIP
I Frimary DMNS Server H

DMS Server = Status : Registered

I Secondary DMNS Server CurrentCalls: 0 Call

Metwork : Static 172.16.9.16

PPPoE
This is ADSL mode. This mode is used for
addressing IP though authentication from the

modem. L) I Mac Address: 0002.2400.0000
g g o q = me E
At this time, the modem must be configured in a { C PPPoE(ADSL)® i Lbnread Megsage:
q q H F'asswordl | & PO:O(0)
way that the device can be authenticated. LM e S | B o100y

I ST AT ATt s'
DHCP /\=.
This is dynamic IP mode which is set at default.
The IP can addressed from the external DHCP m

' DHCP®!

0 VLAN ojo { | This command sets up WAN

port. The static IP address is to

server. I be af
= GSHFINs H _ : provi UnRead SMS
aC i WWAN Link Control & Speed © 100 o 10 : ESHS('; Messages

VLAN
Configure VLAN mode and ID.

i 1 address ofthe device can be

H . g changed. MAC Address change
T T AR AR EEEEEAEAEEEEEEEEAsEEEEEEEESEEEEEEEEEsEssEEEEEaas s can be used only when

H i necessary. Itis recommended

WAN Link /_ F.'IACtHar_g.rareJ | _| _| _| _| _| to use the address created by
Controls and recognizes WAN port / §. hodress™ i the usernotthe address of the

| crinn

Specify the connection speed of WAN port. device
connection automatically.

«F Apply

MAC
Change MAC address of WAN interface. Without
address entry, use the basic MAC Address.

- AddPac www.addpac.com 4




System - Language

rt Web Manager
|.Configure Language ... ..o QI wormaton
» Metwork Setup - AddPac Technology
T i osEn i Model: GS1002_G2

Configure Language

English, Korea i @ English HW Version : 2.0

3/ Version : §.00d
* TP Smart Web Version : 0.4
Smart Web Build : Mar 24 2010

. Voice Interface

[« ooy | s@s@)

« Protocal Frotocol : SIP

* Server SIP Status : Registered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0{0)
PO:1(0)

* SIP Registration
= FXS Extension
* GSM Extension
= DTMF/CODEC
» VolP Dial Plan

= Z5M Dial Flan

* Static Route

Choose the basiclanguage to

Advanced (-] he applied. English is set at

* 5ain & CID default.

& (O DIK~

Addec www.addpac.com



System - NAT

rt Web Manager

| NAT Static Table

= MNetwork Setup ettt s AddPac Technology

e :  IP Protocol Global Port Local Address Local Port Control : Model: GS1002_G2

s AT HAN Version : 2.0

* PPTF P o S | | | Add : | S Version: 8.00d

« NTP i SmartWeb Version: 0.4

T e T e e e Srnar Web Build : Mar 24 2010
. ‘oice Interface
Pratocal : SIP

NAT Static Table Status : Unregistered
When many PCs are connected to LAN, currentCalls: 0 Call
create a table for delivering TCP/UDP Network © Static 172 16.9.15
portto PC Mac Address: 0002.a400.0000

Unread Message:
P0O:0(0)
PO:1(0)

= DTMF/ICODES
* YolP Dial Plan
* G3M Dial Plan
* Stafic Route

When many FCs are

Advanced (-] connected to LAN, create a

* Gain & CID tahle for delivering TCR/UDP

« GSMPINS IO
* Fax

* Senvice

* Filtering

= Sernrite

Addec www.addpac.com




System - PPTP

mart Web Manager

IEEENNER [ Tunneling

= Metwork Setup AddPac Technaology

o Vs L, Model - GS1002_G2

o NAT * Mone(Disahle Tunneling, default) : HAW Version - 2.0

. PPTP { PPTP{Paint-to-Point Tunneling Protocal) SAN Version : 8.00d

. MTE Usemame | Smart Web Version : 0.4

Smart Web Build : Mar 24 2010
Voice Interface

' None (Mo Authentication) G{2)3(2)
' PAP (PPP Authentication Protocol) £ [ Frofeot - S

o 3 o Status : Unregistered
CHAP(Challenge Handshake Authenticaticn currentcalls: 0 Call
Frotocol)

Metwork : Static 172.16.2.16
™ Mone (default)

FPassword |

et /{Em«ne

Tunneling Mode Authentication

Configure Tunneling mode

T A0 CRETTSTOTT

= 3SM Extension e - o IMac Address: unqz.mun.unnu
« DTMFICODEC Hostname (Use hostname as phone numhber) e E;r;;cll lMessage:
= YolP Dial Plan -

PQO:1(0)

* GSM Dial Plan
= Static Route

« HatLine / Source IFastEthernetDID -]

Tunneling source & destination g I I— . . This is the settings for using
: Destinat : : : 2
Source LAN port & destination IP estination AB.C.D (Tunnel End Point Address) PETP (P aint-to-Paint Tunnaling

Frotocol). Forthe setting to be

« SMPINS : Voice and Data Use Tunnel Interface (default} used for tunneling, please
s Eay /: Service € Voice Use Tunnel Interface, Data Use Ethernet Interface Eon.tamthe RN S O =
. : i evice
Tunneling Service H " Data Use Tunnel Interface, Voice Use Ethernet Interface

Service mode

..............................................................................................................................................

Addec www.addpac.com 7




System - NTP

t Web Manager
I NTP
= Metwork Setup B T ) AddPac Technology
= Language [Madel : GS1002_G2
. NAT © Enable @ Disable : || HAW Version: 2.0
- PPTP {8 Version: 8.00d
« NTP Primary | (Domain i || Smartweb Version: 0.4
: Server Marme or IP Address) i SmartWeb Build : Mar 24 2010
. Voice Interface
| i ey | oman || G080
* Protocol Sener Mame or IP Address) Protocol @ SIP
* Server SIP Status : Unregistered
. istrati I— i i | CurrentCalls: 0 Call
4 Elcpsiitg::gifn meral et L | Network: Static 172.15.9.16
sl ol Hours Offset | | {-23~23 hours) : (0~G0 minute) I'L\-}:rc;;cédr::aesssg:aﬂgﬂeq2.34DD.EIEIEIEI
* DTMFICODEC : 7 i : :
—
* GSM Dial Plan /
* Static Route

- A
NTP

Configure NTP server (s) & Options

* 3ain & CID
* G3MPINs
= Fax

& Dlmmiims

Addec www.addpac.com 8



asic - Protocol

Smart Web Manager

! Protocol

= Metwork Setup

= Language
= MAT

= PPTP

. NTP

« Apply
[ o]

* Protocol
Server SIP

SIF Registration
FXS Extension
G5SM Extension
DTMF/CODEC
VolP Dial Flan
GSM Dial Flan
Static Route
Hot Line

* Gain & CID
G3M PINs
* Fax

& sIP(Session Initiation Protocol)

PR
ensmsmsmaas

Configure VolP signaling protocol
SIP , H.323 (optional)

* Senice
Filtering

= Security
SHMP

WEB Callback
GSM Callback

Miscellaneous

Call Status
System Status
Alarm Status
GEM Status
Call Log
System Log

= Ping

BTS Selection
» (2SN ATS Infa

AddPac

www.addpac.com

AddPac Technology
Model : GS1002_G2
HMW Version : 2.0
SV Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
“oice Interface

G(2)s5(2)
Protocol @ SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0(0)
PO:1(0)

Configure the settings of the

protocol to be used far VolP
communication




asic — SIP Server

Smart Web Manager

= Metwork Setup

* Language E.
* NAT H
- FFTP
« NTP :
* Protocol
+ Server SIP
= SIP Registration
* FXS Extension :
* GSM Extension
= DTMFICODEC :
+ VoIP Dial Plan
+ (GSM Dial Plan :
+ Static Route :
- HotLine :

* (Gain & CID
* GSMPINs
* Fax

* Senice

* Filtering

Advanced (-] *

[ SIP (Session Initiation Protocol)

S% A E s s E s s s s E s NSNS EEEEEaE s EEEEEEEEEEEsEEsssEsEsEEEEEIEEENEENEEEEssEsssssssssssEEEEEEEEEEEEEEssssssss

Use SIP Server? ®ves OMo

Primary SIP Server'® [172.17.116.215 ||5060 | server address (IP or Domain Name) and Port (default 5060)

iSUBU ESer\ter address (IP or Domain Mame) and Port (default S060)

Secondary SIP Server' @ [

Local Domain name &/ ' (SIP userpart of authentication)

SIP Signaling Port &

Register Expiraﬁon'@' | {in seconds, default 60, between 10 to 86400}

Session Re-Fresh'@ O INVITE @ UPDATE

" qenn |
Session Expire'l'lme'@' [1300 | (in seconds, default 1800, between 30 to/36400, 0 = disable)

= Security

* SNMP

* WEB Callback
* G5M Callback

Miscellaneous (-]

« Call Status

= System Status
= Alarm Status
« GEM Status

= Call Log

SIP Server
Primary & Secondary server,
Local domain name,
SIP Signaling Port ( reboot necessary)
Timer
* register expire
* session refresh
* session expire

= System Log
* Ping
* BTS Selection

AddPac

www.addpac.com

AddPac Technology
3 Model : G51002_G2
HW Version : 2.0
H SV Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Voice Interface
: G(2)S(2)
Protocol : SIP
g Status : Unregistered
H CurrentCalls: 0 Call
: Metwork : Static 172.16.9.16
: Mac Address: 0002.2400.0000
Unread Message:
i PO:0(D)
P0:1(0)

e

. Configure the settings for SIP.
Contact your service provider
for the settings

10



Basic — FXS Extension

Smart Web Manager

= Metwork Setup
= Language

= MNAT

= PPTP

* NTP

* Protocal

* Server SIP

= 3IP Registration
* FX5 Extension
* GSM Extension

Port Information
voice port type & physical port

Advanced -]

* Gain & CID
GEM FINs
* Fax

* Senice

= Filtering

= Security

= SMNMP

WEB Callback
G3SM Callback

Miscellaneous @

Call status
System Status
Alarm Status
GEM Status
Call Log
System Log

= Ping

BTS Selection
M ATS Infn

AddPac

[ FXS Extension

Port Information

Port FO P1 B> P3
SLOTO GSM GSM XS FXS
:" FX5 Extension Configration
Index& Port'& Numbers '@ Preference '@ HuntStop & Select®
H 0 02 1234 0 o} F
Delete
; .| Apply

FXS Extension

Configure phone-number for using inter-office
Preference ( 0 : highest )

www.addpac.com

EemsEsEEEEEEEEEEE R R R R R E

g m M MM M MM M MM M M M M M M M M h M M M M MM M MM MMM M MM M M Tt Tt hh T T MMM M T T O T,y

AddPac Technology
Model : GS1002_G2
HAW Version - 2.0
S Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Woice Interface

G{2)5(2)
Protocol @ SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0(0)
PO:(0)

Set up for using FX3 portto

extension number (forwarding
Mo}

11



Basic — GSM Extension

| GSM Extension ==

* Metwork Setup R AddPac Technology
= Language H B iRTTaten E Model : G.S'IUUEJGE
. AT = = HA Version : 2.0
« PPTP ( || SAVVersion : 8.00d
Port PO P1 P2 Pa : || SmartWeb Version: 0.4
Port Information : sLOTO GSM GSM FXS FXS 3| I
. . R T T m I Yoice Interface
voice port type & physical port o | s
: | GSM Extension Configration ! | Protocol - SIP

* Server SIP H Status : Unregistered
- SIP Registration : Index' @ Port@ Numbers & Preference @ HuntStop @ Select@ ) Crrenicalis Odtall
* FXS Extension Metwork : Static 172.16.9.16
= GSM Extension T o X F Mac Address: 0002.a3400.0000
:  Unread Message:
i Delete i PO0ID)
GSM Extension il

Configure GSM phone-number for

receiving a call o SR e I

(usually ‘T"is used for each port)

Setup for using GSM port to
extension number (forwarding

* Gain & CID : T Destination Pattern Digits to Insert Number of Digits to Delete i Noy
« GSM PINS P00 [33 | 3 | [

i ; = [= {it :

* Service PO i [0 :

* Filtering .y T F— S s— ey 5
%y [ roor_]

* SNMP

* WEB Callback
* G3M Callback

Miscellaneous (-]

= Call Status

- System Status GSM Extension with Translation

; g‘::”;::f Used to GSM callback

i Ca”'LOg - The Received CID is not real serving number.
- System Log - The specified translation rule is applied.

* Ping

* BTS Selection
* GSMBTS Info

Addpd www.addpac.com 12




asic — DTMF/CODEC

Web Manager

| DTMF/CODEC

= Metwork Setup s AddPac Technology
Sl oiags B = = = e o i o B B o e e e A e A e R M S e A R SR E e b e S s n . Model - GS1002_G2
Preference 1| None s HW Version : 2.0
CODEC N Prefarence 2| None o S/ Version : 8.00d
Configure voice codec preference : ° i erare e o = : Smart Web Version: 0.4
g Voice CODEC'& - Smart Web Build : Mar 24 2010
( g71 1a, g71 1U, C729, q7231 n q726 : Preference 4 | None v G
Preference 5| Mone M G(2)3(2)
* Protocol Preference § b Protocol - SIP
= Server SIP Status : Unregistered

CurrentCalls: 0 Call
Metwork : Static 172.16.9.16

SIP Registration

g O DTMF relay by In-band voice
FXS Extension H

i =] O DTMF relay by RTP payload defined by RFC 2833 . Mac Address: 0002.2400.0000
T SSMEeasion e @ DTNF relay by Out-of-band signal i | Unread Message:
g DTMFIC_ODEC ) DTWF relay by Cisco out-of-band signal H PO:0(D)
= VoIP Dial Plan PO-1(0)
= G3M Dial Plan
® Static ROUE || ewe e esseemssse e s s e s s e s e e e AN A AN A AN A AN A AN EA R AN NA R AN NARE NN REANANARRSRSNARESRSRERRERER
e [ ooy |
DTMF Configure the settings for GSM
Configure DTMF relay method Diat Ftan andiBsc kple
eanieh (in-band, RFC2833, out-of-band, CISCO type out-of-band)
* GEMPINs
* Fax
« Senice
= Filtering
= Security
“ SMNMP

« WERB Callback
« GEM Callback

Miscellaneous {—]

= Call Status

= System Status
* Alarm Status
» G5M Status

= Call Log

= System Log

= Ping

* BTS Selection
= GSM BTS Info

AddFd www.addpac.com 13




Basic — VolP Dial Plan

t Web Manager

I VolP Dial Plan / Prefix

= Metwork Setup
= Language

= NAT

= PRTP

= NTP

VolP PLAN
Configure translation rule for VOIP Peer.

- first, ‘Number of Digits to Delete’ option is
applied.

- second, ‘Digits to Insert’ option is applied.

(ex) Origin called Number = 123456
Number of Digits to Delete = 2
Digits to Insert = “88”

result = 883456

= Gain & CID

= GSMPINs

« Fax

* Service

= Filtering

= Security

* SMNMP

= WEB Callback
* GSM Callback

= Call Status

= System Status
= Alarm Status
= G3M Status

= Call Log

= System Log

= Ping

= BTS Selection
* 22M ATS Infa

AddPac

Miscellaneous @

Index'e Digits to Insent € Nurmber of Digits to Delate @ Digit Pattern'€) Control €
o 2 0 7 O
Delete
Add
Index @ Prefi @ Planindex & Control @
0 T 2 O
Delete
[0 [«] Apply

Prefix Table
Configure VolP Peer with translation rule.

( Serviced by SIP SERVER)

www.addpac.com

Information

AddPac Technology
Model : GE1002_G2
HW Version : 2.0
S Version : 8.00d
Smart Web Version: 0.4
Smart Web Build : Mar 24 2010
Voice Interface

G{2)8(2)
Protocol : SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.18
Mac Address: 0002.a400.0000
Unread Message
PO:0(0)
PO:1(0)

Configure the settings for the

outbound call of mainfremote
and incoemning E1 and routing

14




Basic — GSM Dial Plan

art Web Manager

| GSM Dial Plan / Prefix

= Metwork Setup ‘
» Language H
* NAT

= PPTP

o NTP

Port Information
voice port type & physical port
P

= SIP Registration
= FX3 Extension
* 55 Extension

VolP PLAN
Configure translation rule for GSM Peer.

- first, ‘Number of Digits to Delete’ option is
applied.

- second, ‘Digits to Insert’ option is applied.

(ex) Origin called Number = 123456
Number of Digits to Delete = 2
Digits to Insert = “88”

result = 883456

= WEB Callback
= G5M Callback

Miscellaneous @

= Call Status

= Systemn Status
= Alarm Status
= GSM Status

* Call Log

* System Log

* Ping

* BTS Selection
* GSMBTS Info

AddPac

Port Infomation

Plan Table &
Index'@ Digits to Ingert® Mumber of Digits to Delete @ DigitPat‘tern'@' Control &
0 1 1 2T F
Delete
[0 [as] | f : | Add

Index'@ Prefix @ 2nd Prefix & Planindex& SlotFort & Control &
o 33 2T 0 0/o |
Delete
[0 [v] [NA[v] [Po0 ] AppIY
Prefix Table

Configure GSM Peer with translation rule.

www.addpac.com

AddPac Technology
Model : G51002_G2
HW Version : 2.0
S Version : 8.00d
Smart Web Version . 0.4
Smart Web Build : Mar 24 2010
Voice Interface

G(2)5(2)
Protocol @ SIF
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0(0)
PO:1(0)

HotLine Setup

15




Basic — Static Route

Smart Web Manager

! Static Route

= Metwork Setup R e A e e R AR R RN R AR AR R R R RN AR R E R RN E NN AR EEEEEEEEAEEEAEEEEETEEEEEEEESEETEEEEEEIEETEESTESTETEEEEEEEEETEETEEEsTEEEEE - AddPac Technology

* Language ! Set Remote Site Call(5-digit number is set to begin *2->*2...) H | st ss
= NAT H H HMW Wersion : 2.0
« PRETP : : SN Version : 8.00d
: Delete Digit : .
= NIP i No  Remote Site IP€ Prefix @ Insert Digit & © I Name of Remote Site @ Answer Addr Gonicol N i [ Smart Web Version 0.4
H H Smart Web Build : Mar 24 2010

SR 172.16.1.1 > 172.16.9.16 0 Factory ¥ = i Voicentetce
: H G(2)8(2)

« Protocal Detete | | | Protocol :SIP
* Server SIP Status : Unregistered
. istrati - 1T 1] 1] 1T 1T 1 H CurrentCalls: 0 Call
. S;(F.s':dgel::?::n . a I I I Il Seny . Metwork : Static 172.16.9.16
= ESM Extension ‘_;_ Mac Address: 0002.a400.0000
+ DTMF/CODEC g e """ mmmmmmmMmmMmmMmmm MMM m mMmMmMm MmMmMMMMmmMmMMMM MM ™™™ B Unread Message:
« VoIP Dial Flan EESEE:
* GSM Dial Plan
= Static Route
:
. Gain&CID Static Route
- GSM PINS Configure Static VolP Peer for using Inter-Office .
- Fax ( Already, | know IP & phone-number)
= Sermice
= Filtering
= Security
* SMMP
* WEB Callback

GEM Callback

Miscellaneous =

« Call Btatus
Systemn Status
Alarm Status
GEM Status
Call Log
Systermn Log

= Ping

BTS Selection
SN ATS Infa

Addec www.addpac.com 16




asic — Hot Line

Web Manager

! Hot Line

= Metwork Setup
= Language

P L L e e

Hot Line Configuration

GEM Extension
DTMFICODEC
* VolP Dial Plan
GEM Dial Flan
Static Route
Hot Line

Advanced -]

Gain & CID

- MAT :
- PPTP : - 2
. NTP H Port Hot Line Mumber & Digit Input Timeout <0~10 sec= &
SOPO(G) [ n
= '
= Protocol : SUEHE |
* Server SIP : Sop2rs
= SIP Registration . 5
= FXS Extension : SOP3(S)

(TR

.

.

asmssssssssssssEssssssssssssssnnnnnnnat

AddPac Technology
Model : G51002_G2
HAV Version : 2.0
SN Version - 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
“oice Interface

G(2)5(2)
Protocol : SIP
Status . Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0(0)
FO:1(0)

Descintion

.

G3M PINs
* Fax

Hot Line
- Used as baby-call(Connection PLAR)

* Senice
Filtering
Security
SHMP

.

.

.

- Timer ( FXS port only : No Digit event is occurred for configured timer value, Auto-Dialing will be started )

= WEB Callback
GSM Callback

Miscellaneous [—]

= Call Status
System Status
Alarm Status
GEM Status
Call Log
System Log

= Ping

BTS Selection
» XSM ATS Infn

AddPac

.

www.addpac.com
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Advanced — Gain & CID

Smart Web Manager

| Gaine

= Metwork Setup
= Language
MAT

PPTP

NTP

* Protocol

Server SIP

SIP Registration
FXS Extension
GEM Extension
DTMF/CODEC
VaolP Dial Plan
GEM Dial Plan
Static Route
Haot Line

Advanced (-]

Gain & CID
GSM PINs
Fax

Service
Filtering
Security
SMNMP

WEB Callback
GSM Callback

Miscellaneous (-]

Call Status
System Status
Alarm Status
GSM Status
Call Log
System Log
Ping

BTS Selection
GSM ATS Info

AddPa

Gain

Fort Caller 1D

[

Port Type InputGain

outputGain

&l m e e e A A A A A N N AN A A A A A N AN A A A N R N N N A A A A NN AN AN NN EEEEEAEsESESEEEESEEsEsESEEEEEEsEsEsgEEssssssEsssEsnEs’

" Apply

FPO:0 GSM

PO GSM

&

FO:2 FXS

]

PO:3 FX5

]

" s s .
S EEEEEEsEEEEEsEEsEsEsEsEsEEEEEEsEEEEEE,

Gain & CID
Configure Input-gain, output-gain and caller-ID.

www.addpac.com

0

YessssssssssssssEsassssssssssssssEsEnnat

AddPac Technology
Model : GS1002_G2
HMW Version : 2.0
S Wersion : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Voice Interface

G(2)5(2)
Frotocol - SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message
PO:0(0)
PO:1(0)

Adjust the input voice volume
from FXS/FXO/EV/EEM to DSP

and the output volume from
DSP to the phone or PSTN line

18



Advanced — GSM PINs

Smart Web Manager

| GSM PINS

« Metwark Setup :"_ .'- AddPac Technology

- Language : § ! Model: GS1002_G2

* NAT PiNs & HAN Version : 2.0

- PPTP i | S Version : 8.00d

* NTP Paort PIN for SIM card { | smartweb Version : 0.4

= Smart Web Build : Mar 24 2010
" PO:0 | Voice Interface
: [ : G182}

- Pratocal Ead | | i Protocol : SIP

* Server SIP o ! status: Unregistered

* SIF Registration :‘~................................................................................................................................................................-': g Liel i

* FXS Extension Metwork : Static 172.16.9.16

» GSM Extension IE [\jac Address: 00?2.8400.0000

*« DTMFICODEC nread Message:

2 PO:0(0)

= VolP Dial Plan e

* GSM Dial Plan GSM PIN

e Configure GSM PIN(Personal Identification Number)
Configure GSM FIMNs

* Gain & CID

= GSM PINs

* Fax

* Senice

* Filtering

= Security

* SMMP

* WEB Callback

* GSM Callback

« Call Status

= System Status

= Alarm Status

* G3SM Status

« Call Log

= System Log

« Ping

* BTS Selection

* 22 RATS Infn

Addec www.addpac.com 19



Advanced - Fax

Smart Web Manager

TR | Fax s I

= Metwork Setup H

= Language

AddPac Technology
Model : GS1002_G2

Smart Web Build : Mar 24 2010

. g I ImomomOnMIInIIIIIIIIIonT Voice Interface
s
= Protocol « Apply Frotocol : SIP

Server SIP Status : Unregistered

SIP Registration CurrentCalls: 0 Call

FXS Extension Metwork : Static 172.16.9.16
GSM Extension Mac Address: 0002.a400.0000

=) H z
D Fax Mode' @®T.38 O nband T.38 O Bypass : HAW Version * 2 0
= PPTP ) H S Wersion : 8.00d
« NTF Fax Rate & O pisable 2400 O 4300 O 7200 @ 9600 O 12000 O 14400 : Smart Web Version : 0.4

.

* DTMF/CODEC FAX. . :;'SI'[?EUU Message:
- VoIP Dial Plan Configure fax mode & rate (VolP Lines) i

GEM Dial Plan
Static Route

Enable or disable T.38/Inband

= Gain & CID protocol and specify Baudrate

= G3SM PINs
= Fax

.

* Senvice

= Filtering

= Security

= SNMP

= WEB Callback
= G3M Callback

Miscellaneous

= Call Status

= System Status
= Alarm Status
= GE5M Status

= Call Log

= System Log

= Ping

= BTS Selection
» (M BTS Infn

Addec www.addpac.com 20




Advanced - Service

Smart Web Manager

! Service [ wormatton ______|

* Metwork Setup & S AddPac Technology

o,

* Language = Model : GS1002_G2

s Enable Telnet Server Port |23 | (default 23, 1-65535) HMW Version : 2.0

= PPTP SMW Version : 8.00d

= NP Enable HTTF Server Port |80 | (default 80, 1-65535) Smart Web Version : 0.4
Smart Web Build : Mar 24 2010

asic | erau . -
S g . . Enable FTP = G(2)S(2)

- Protocol Applicaton Services & Bataion 20 |(default 20, 1-65535) Protocol : SIP

« Server SIP Status : Unregisterad

* SIP Registration Frimary Server [ 1 Part | [(default 514) CurrentCalls: 0 Call

: T MNetworl: : Static 172.16.9.16
= FXS Extension Secondary Server | | Fort (default 514)
« GSM Extension Enable Syslog S - - I Mac Address: 0002.a400.0000

Unread Message:
PO:0(D}
PO:1(0}

Enable or disahle Telnet,

HTTF, FTP and specify the
acess port and Call Hold/
Transfer and Timer .

.

DTMF/CODEC
VolP Dial Plan
GEM Dial Plan
Static Route
HotLine

Gain & CID
GSM PINs
* Fax

Log Command

.

Timer& Inter Digit Time | sec (default 3, 1-600)

Transfer & Hook-Flash & MNot-assigned
Call Service' @
Hald () Hook-Flash & Not-assigned

.

.

SIP Transfer'@ Mode @ blind O Attended

S fEEEsEsaEsEEEEEEEEEEEEEEEEEssssssssssssssssEEEEEEEEEEEEEEssssssssssssssss,
o+

* Service
Filtering
= Security
SMNMP i 1
WEB Callback | o App_l)-' I
GEM Callback

Service

Call Status - Configure application service(Telnet, HTTP, ftp, syslog)
System Status - Configure IDT(Inter Digit Time)
Buinpitinai - Configure Call-Transfer-Mode & Hook-Flash-Usage-Type.

E5M Status
Call Lag - Configure Call-Transfer-Mode.
System Log

= Ping

BTS Selection
GSM BTS Info

Addec www.addpac.com 21
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dvanced

Smart Web Manager

- Filtering

= Metwork Setup
= Language

= NAT

= PFTP

= NTP

I

.
. .

Frotocol

Server SIP

SIP Registration
FX3 Extension
GEM Extension
DTMFICODEC
VolF Dial Flan
GSM Dial Plan
Static Route
Haot Line

Gain & CID
GEM PIMNs

* Fax

= Senice
Filtering
Security
SMNMP

WEB Callback
G3M Callback

Miscellaneous

Call Status
Systemn Status
Alarm Status
GSM Status
call Log
Systern Log

* Ping

BTS Selection
« QS AT Infa

AddPac

| Filtere

FTP Filter

AddPac Technology
Model : GS1002_G2
HMW Version : 2.0

SN Version : 8.00d

Metwork Addr Metwork Mask Control

Add

HTTP Filter

Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Woice Interface

G(2)5(2)
Protocol : SIP
Status : Unregistered
CurrentCalls: 0 Call

Metwork Addr

L ]

Metwork Mask

|

Control

Add

Telnet Filter

Metwork : Static 172.16.9.16
Mac Address: 0002.2400.0000
Unread Message:

PO:0(0}

PO:1(D)

Metwork Addr Metwork Mask Control

Add

ACPTTTTIIII I T

Filter
Configure application service filter with IP & Subnet mask.

www.addpac.com

For FTP, HTTP, Telnet, set up

one IP or IP band for allowing
access

teansmssssssssssssEsEsEssssssEsEsEssssssssssEsEssssssssssssnans®

o
srmsnssnsnnas®
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Advanced - Security

Smart Web Manager

= MNetwork Setup
= Language

= NAT

= FPTP

= NTP

Protocol

Server SIP

SIP Reagistration
FXS Extension
GEM Extension
DTMFICODEC
VolP Dial Plan
GEM Dial Plan
Static Route
Hot Line

Advanced [—]

Gain & CID
GSM PIMNs

* Fax

Sernvice
Filtering
Security
SHMP

WEB Callback
G3M Callback

Miscellaneous -]

Call Status
Systemn Status
Alarm Status
GEM Status
Call Log
Systern Log

* Ping

BTS Selection
GSM BTS Info

AddPac

[}

LI T T )

.

LI I )

.

L I T}

.

.

.

e

| security

o

IP Filtering &

SIP Shutdown'&

« Apply |

WarDialing Filtering &

RN R R AR AR AR AR A A A A AR A A A A AN EA A A EAEEEEAEAEEEAEAEEEAEEEEAEAEANAEAEEEAEAREASAAESASASSESASEAAASSASAESNSNSNSSSSSGSESASASSGsEsEssssssEsEEEEds 3

O Enable @ Disable

O Enable @ Disable

Allow Digit Length{lP to PSTN}'@/I Min = I'u'Iax;\

O Enable @ Disable

Security
- IP Filtering

- WarDialing

- Digit Length

- SIP

: Allowing only the inbound call which is registered to Call-Routing of

the server by static IP.

: Allowing only the inbound call with the number registered to Inter-

Office and phone-number.

: Allowing only the inbound call with the number registered to
Inter-Office and phone-number

. SIP signaling packets are filtered.

www.addpac.com

AddPac Technology
Model : GS1002_G2
HAW Version : 2.0
SN Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Woice Interface

G(2)S(2)
Protocol : SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0(0)
POD:1(0)

Configure the settings for IP

authentication and protocol and
incoming number

23



Advanced

GSM Web Ca

Smart Web Manager

WO W

= Metwork Setup
* Language

* MAT

* PFTP

* MNTP

Calling Number White List
The employee working at the out of office
are usually registered.

* GSM Extension
* DTMF/ICODEC
* YolP Dial Flan
= GSM Dial Plan
» Static Route

* HotLine

WEB Callback
The employee working at the out of office
can use web call agent.

v 5aln & o0
* GSMPIMs
* Fax

s Sponiics

Status Viewer
Display real-time call staus.

* WEB Callback
* 55N Callback

AddPac

I GSM WEB Callback | womavon

......................................................................................................................................... 5 AddPac Technalagy
P Model: GS1002_G2

HAN Version : 2.0

E : SMW Version : 8.00d

index @ DialPattern'@ Caontrol Smart Web Version : 0.4

E : Smart Web Build : Mar 24 2010

Calling Number Whitelist &

. 0 01022234444 (] Voice Interface

A Delete ! Protocol: SIP

Status : Unregistered

ID 'I I Add CurrentCalls: 0 Call

E ; MNetwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:00Y
PO:1(0)

Execute GSM call senvice
i : function and Configure call
i senice whitelist

Destination Numbers & Source Numbers & Control

/ call Fail

www.addpac.com 24



Advanced — GSM Callbac

Smart Web Manager

|

GSM Callback

AddPac Technology
GSM Ca"ba(:k . Model : GS1002_G2
The employee working at the out of i Calling Number Whitelist & } Hw version 20
office can use this function. : { | SW Version :8.00d
] Group' @ Index & DialPattern & Control & i Smart\Web Version:0.4
. :  Smart Web Build : Mar 24 2010
- The Call received from GSM network 3 0 123T ] i voice Interface
is automatically disconnected. 0 i c@s@
: elete t  Protocol : SIP
- GSM gateway calls to the calling | Pl
number. H | | i CurrentCalls: 0 Call
= FXS Extension . . Metwork : Static 172.16.9.16
« GSM Extension i X ., Mac Address: 0002.a400.0000
A - . Callback® :  Unread Message:
Calling Number White List ] P PO:0()
The employee working at the out of office GSM Port@ My Number@ T T | Foio
are usually reqistered. : _
PO:1 Execute GSM callback function
. Gain & CID i whitelist
o GSM PlNB ® e e NN RN EE AR RN RN S SN SN NN SN EE NN SN NN SN NN NSNS EEEEAEEEEEEESEEEEEENENEENENEEEENENEEEEAEEEEEEEEEEEEEEEEEEE .
* Fax Apply
= Service
* Filtering
b g Callback
- WEB Callback The white list group is adapted to specific GSM port
* GSM Callback

Miscellaneous (-]

* Call Status

= System Status
= Alarm Status
= G3M Status

= Call Log

= System Log

= Ping

* BTS Selection

s« QOM AT Infa

Addh‘ www.addpac.com 25




Miscellaneous — Call Statu

Smart Web Manager

! call Status

= Metwork Setup e -, % AddPac Technology
= Language Port Status (Analog) Model - GS‘I 002_G2
* NAT H H HAN Version : 2.0
= / S/W Version : 8.00d
H Slot FPort Group H e
Analog POI’t Smart Web Vel.'slon :0.4
R | tlme dIS Ia about H Fort o0 1) 20) 30 H Smart Web Build : Mar 24 2010
ea play m sLoTOo Status I I I I Ueicelmarace
analog port status i e : G(2)8(2)
t. ” tat : e = = g ] H Protocol : SIP
(occupa fenl, el US). H Status : Unregistered
Provide a spec|fic port T e e B B B B A R R A SR R AR SR R AR SR A RE SR SRR R SR RARAARERARR AR RRARANS RARRan RaRRan nnnES K CurrentCalls: 0 Call
blocking function Unblock Block Network : Static 172.16.9.16
Mac Address: 0002.a400.0000
- DTWMF/CODEC Connection State 1 (Connected) (Disconnected || Blocked) Unread Message:
R Call State: | (idle) (Ring || Dial} (Called) (Calling) (Blocked) EE:SEE;
N GSr\“ Dlal Plan '"Ca“‘?latl.‘l!‘:‘ ------------------------------------------------------------------------------------------------------------------------------------------ »
* Static Route : H
: Port® | Direction®| Established Time'& Calling Nurmber Called Number® | CODEC® Src/Dest. P& | :
Active Call Status ;erify port Sttaﬂllls afﬂd rettfie"e
. . = g e present call information
Real-time display about i :

Current aCthe Ca” StatUS ...........................................................................................................................................................
(calling party addr, called
party addr. Codec, etc)

= Securiy

= SMNMP

= WEB Callback
* GSM Callback

Miscellaneous -}

= Call Status
Systemn Status
Alarm Status
GSM Status
Call Log
System Log

= Ping

BTS Selection

s 2 ATS Infa

Addec www.addpac.com 26




Miscellaneous — System S

Smart Web Manager

= Metwork Setup

I System Statuse [ wiormaton |

AddPac Technology

. .

* Language *, | Model: GS1002_G2
. NAT Voice Port L HAW Version: 2.0
« PPTP + SMWVersion:8.00d
- NTP Port LineType Status InGain OutGain TieType TieDigits CallNum Tcalled Tealling *  SmartWeb Version : 0.4
t Smart\Web Build : Mar 24 2010
o/ 0 GSM Idle [u] [i] none -1 =1 =1 % voice Interface
. of 1 GSM Idle [u] 1] none -1 =1 =1 E
sys':?m Status . . o 2 XS Idle 0 0 not-line EEED -1 -1 . i GlsE
- voice port status & information o/ 3 FiS Idle 0 0 none -1 - iy ! Protocol : SIP
- SIP-UA status & information g St Hniegisiorad
. . = CurrentCalls: 0 Call
- gateway status & information SIP-UA I Network: Static 172.16.9.1
- system utilization information i MacAddress: 0002.3400.0000
Froxyserver Registration Information = Unread Message:
proxyserver registration option = eléd L P0:0(0)
= VolP Dial Plan Proxyserver list : H PU:’I(U}
= GSM Dial Plan : g
Server address Port Priority Domain  Status(LastFailReason) C
= Static Route H
* Hotling 172.17.116.215 s0&0 128 any Failed (Ru:OtherMag) H
Proxy Server registration status : . Verify the present port
= information, Server Register
+ Gain & CID E.164 Userlame Fassword Port Status E status, CPU and Memary
- usage
* GSMFINs 1005 1005 HONE o 2 Registered E 5
. Fax 33 33 HONE o/ a Failed :
: SeNIF:e SIP UR Timer counters :
* Filtering retry counter = 10 F
= Security SIP UR Timer values :
= SNMP tretry (gip retry timer) = 500 msec. -
« WEB Callback tlntewgl (slp retry.m.ax interval timer) = 4 sec. H
treg (sip register timer) = &0 sec. L
= GSM Callback tregtry (sip register retry timer) = 20 sec. :
texpires (gip invite expire timer) = 180 sec. E
7 taipping (sip ping timer) = 45 sec. '
Min-SE = 1800 sec. H
* Call Status Session-Expires = 1800 sec. _
* System Status SIP DNS SRV Query : Disable H
= Alarm Status SIF Call Transfer Mode : Basic
« GSM Status SIF Media Channel Start Mode : Default .
SIP Relieble Provisional Response Option : Supported with wvalue <100rel> E
* Call Log SIP Response Option : default -
= System Log SIP Local Domain : NULL L
« Ping i SIP Specizl Char : NULL :
e % 5IF Routing Method of Incoming Call : Default _.'
cihaev i “SIF Remote-Barty-ID : Dissbled &
* (G5M RTS Infn 0 (T @ Bruten v e o T o o o o B M S MG NGRS NNAESEESEE s aaReausssannnanuunent®’
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Miscellaneous — Alarm Sta

t Web Manager

= Metwork Setup

= Language
= NAT

= PPTP

= NTP

= Protocol
Server SIP

Static Route
Hot Line

* Gain & CID
= G5MPIMs
= Fax

* Senice

= Filtering

* Security

= SMMP

* Call Status

* GSM Status
= Call Log

= Systermn Log
= Ping

AddPa

SIF Registration
FX& Extension
G3M Extension
DTMFICODEC
YolP Dial Flan
GEM Dial Flan

Advanced -}

= WEB Callback
* GSM Callback

Miscellane ous -}

= System Status
= Alarm Status

= BTS Selection
» 2SM ATS Infn

Interface Down Counter =0
H323 Reaqister Fail Counter =0
SIP Register Fail Counter =0

[ o]

Alarm Status

- Interface Down count

- H323 register fail counter
- SIP register fail counter

www.addpac.com

Information

AddPac Technology
Model : GE1002_G2
HW Version : 2.0
3/W Version : 5.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Voice Interface

G(2)5(2)
Protocol : SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.3400.0000
Unread Message:
PO:0(0)
FO:1(0)

Werify the physical failure of
LAM, H.323 1 SIP Register Fail
by increasing counter
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Miscellaneous — GSM Stat

Smart Web Manager

| Gsm status

* Metwork Setup AddPac Technology
Si e e s " | Model - GS1002_G2
o MAT GSM Port Status & Information=' ! HAW Version : 2.0
« PETP H T SAW Version : 8.00d
= NTP Device Infomration Accouting (Used/QuotalFree) Smart Web Version: 0.4
H Port My Phone Number' @ I SmartWeb Build - Mar 24 2010
— Register Status & Signal Strength'@ Voice Quota(secs}'@) SMS Quota(E.A.}'@' : Voice Interface
' PO:0 REG 0dB 0/36000/ 36000 0/300/300 : C@3@)
« Protocol : Protocol : SIP
« Server SIP : POI REG 0dB 0r-11-1 0/-11-1 i Status : Unregistered
+ SIF Registration CurrentCalls: 0 Call
+ EXS Extension T T e e o Metwark - Static 172.16.9.16
« @SM Extension Mac Address: 0002.3400.0000
* DTWFICODEC g;rgg}' Messa0e:
* VaolP DI.EII Flan PO-1(0)
* 3SM Dial Flan GSM Status

Static Route

- my number

- GSM register status

g Diaplay GSM wirel tat
~GSM signal strengt

— - Account information

- GSMPINS * voice quota (used / quota / free )
- Fax * SMS quota (used / quota / free )
= Senice

= Filtering

* Security

= SMNMP

= WEB Callback
= 55K Callback

Miscellaneous -}

* Call Status

= Systemn Status

* Alarm Status

* GSM Status

= Call Log

= Systern Log

= Ping

= BTS Selection
GEM RATS Info

Addec www.addpac.com




Miscellaneous — Call Log

Smart Web Manager

! call Log

= Metwork Setup
= Language

Descript CallingPartyNum CalledPartyNum

Ay 0 W sSSP T P R P B e ot e e o e e T e A e R e g e e i T T e S

« PFTP
« NTP

* Protocol

* Server SIP

* SIP
Registration

* FXS Extension
* GSM Extension
* DTMF/CODEC
* VolP Dial Plan
* 35M Dial Plan
» Static Route

* HotLine

= Gain & CID

* G5MPINs

* Fax

* Service

= Filtering

= Security

* SNMP

* WEB Callback
* 35M Callback

Miscellaneous

* Call Status

= System Status
= Alarm Status
* GSM Status

= Call Log

= System Log

* Ping

AddPac

Call Log
Show call history information
* call number
* event time
* description
* calling number
* called number
* remote IP information
* call setup time
* call duration
* call clear reason

www.addpac.com
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Miscellaneous — System

Smart Web Manager

| system Loge

= Metwork Setup - earans erarnen AddPac Technology
= Language Maodel : GS1002_G2

4

H 3

= NAT E command logging buffers (messages logged) é HM Version - 2.0

- PPTP R e P T T H SMW Version : 8.00d

e B o i .. IO { | smanwenversion - 0.4
i | Smart Web Build : Mar 24 2010
: — Voice Interface

c@se

= Protocol Protacol : SIP

= Server SIP Status - Unregistered

= SIP Registration CurrentCalls: 0 Call

Metwork : Static 172 16.9.16

FX5 Extension

4 Mac Address: 0002.2400.0000
= GSM Ext
= DTMFIC;;SE.? System LOg Unread Message:
- Vol Dial Plan - command log zgfgg;
et - system alarm log ( ex : interface down)

Static Route

Retrieve the system log

= Gain & CID

= GSM PINs

= Fax

= Senice

= Filtering

= Security

= SMNMP

= WEB Callback
= GSM Callback

Miscellaneous

= Call Status
Systemn Status
Alarm Status
GSM Status
Call Log
System Log

= Ping

BTS Selection
GSM BTS Info

Addec www.addpac.com 31




iIscellaneous - Ping

Web Manager

= Metwork Setup
= Language
= NAT

PING
You can diagnose network
status by PING.

Protocol

Server SIP

SIP Registration
FX5 Extension
GEM Extension
DTMFICODEC
VolP Dial Plan
GEM Dial Plan
Static Route
Haot Line

* Gain & CID

* GSMPINs

* Fax

* Sernvice

* Filtering

= Security
SMNMP

WEB Callback
GSM Callback

Miscellaneous

Call Status
Systemn Status
Alarm Status
GEM Status
Call Log
Systermn Log

= Ping

BTS Selection
38M ATS Info

AddPac

| Pinge

Host address

Start

.

e S

PING
Show real time ping status.

www.addpac.com

AddPac Technology
Model : GS1002_G2
HMW Version : 2.0
SN Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
“oice Interface

G(2)S(2)
Protocol @ SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.a400.0000
Unread Message:
PO:0{0)
PO:1(0)

Verify the physical failure of
LAM, H.323 / SIP Register Fail
by increasing counter
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Miscellaneous — BTS Selec

Smart Web Manager

| GSM/BTS Control | wformation |

= Metwork Setup AddFac Technology

P L T L L T T T L L T LT LU LT L L L LI LT LT T LTI LE LT LT TR TITLELELT) Model : GS1002_G2

= Language 1

= NAT Port BTS Selction Mode BCCH RSSI & Timer P HA Version : 2.0
= PETF H S/ Version : 5.00d
- NTP 00 i LR A ieec) P || SmartWeb Version: 0.4
Auto TIEA 258 -1(sec) Srmart Web Build : Mar 24 2010
~ o H Voice Interface
— e il =
- Protacal i Protocol : SIP
- Server SIP Apply i Status : Unregistered
* SIP Registration @ eefesesessesesestsssfesistssssssesssssssiessssssssesissssssssessssssssessssssssesssissssssesesssssseississssstssissssssssessssssssssssssssssssssssssesesst || CUMTEMICaIISI0 Call
= FX3 Extension Metwork : Static 172.16.9.16
- CSM Extension Mac Address: 0002.a400.0000
= DTMF/CODEC g;f;;? Message:
= VolP Dial Plan <

33M Dial Plan
Static Route

Configure BTS selection mode

BTS control

- Gain&CID Configure BTS selection option

= GSMPIMs * AUtO mode

* Fax

= Sernvice * forced BCCH

» Filtering * forced RSSI level

= Security

= SMMP

WEB Callback
GSM Callback

Miscellaneous

= Call Status
Systern Status
Alarm Status
G3M Status
Call Log
System Log

= Ping

BTS Selection
GSM BTS Info
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Miscellaneous — GSM BT

Smart Web Manager

| GSM BCCH Cell Infomation e
= Metwork Setup AddPac Technology
= Language Model : G31002_G2
= NAT HAN Version : 2.0
= PPTP S Version : 8.00d
pe T e eI ST PO LT - D P L
E PORT 0:0 PORT 01 : Snjaﬂ‘.'\ﬂeb Build : Mar 24 2010
. : : oice Interface
= Protocal Protocol : SIP
« Server SIP 1 :m 1 : Status : Unregistered
= SIP Registration BSIC -1 CurrentCalls: 0 Call
= FXS Exlension BCCH -1 Metwork : Static 172.16.9.16
H RSSI -1 : H ;
= 3SM Extension : Lac -1 LAC 1 LAC -1 < % LAC A H I'Lv":ac.ﬂ\dddrr‘ess. 0002.3400.0000
] ca o 1 o1 '- i1 H nread Message
= DTMF/CODEC : Sl e e, e | | e
* VolIP Dial Plan : BCCH -1 BCCH -1 BCCH -1 BCCH -1 H PO-1(0)
* GSM Dial Plan RSSI -’; . RSSI ; RSSI ; RSSI ; 2
* Static Route
LAC -1 LAC -1 LAC -1 LAC -1
3 cl i cl =1 Cl =1 cl = H Verify GSM wireless signal
Adv d : BSIC -1 BSIC -1 BSIC -1 BSIC -1 H
Cromncos oIS e e - soe -
- Gain & CID ] RSS! ; RSS! -‘1 RSS! ; RSS! -‘1 :
= GSMPINs Bsic -1 £ © msic -1 i
= Fax BCCH -1 BCCH -1
* Service R55I !1 R55I !1
= Filtering : H
= Security H
5 SNrdP ‘."- --------------------------------------------------------------------------------------------------------------------------------
= WEB Callback
= 35M Callback
Miscellaneous e BCCH Cell Information
- Call Status Shows serving cell information ( center circle) and
fisastem Sialds neighboring cell information.
* Alarm Status o i .
B ; LAC : Location Area Code
= CallLog Cl : Cell ID
* System Log * BSIC : Basic Station ID Code
% ;::S o *BCCH : Broadcast Control Channel
. election
* . H H
i RSSI : Receiver Signal Strength

Addh‘ www.addpac.com 34



LCR — Black & White List

Smart Web Manager

| GSM LCR / Black List & White List

= Metwork Setup \ AddPac Technology
e BT T P R E PP T LT e T e e e TR e e EE R TR k.. | Model: GS1002_G2
. NAT -' BlackList'® % HAW Version: 2.0
- PRTP : i s Version : 8.00d
- NTP Index'@ DialPattern & Control ¢ Smart Web Version : 0.4

H t | Smart Web Build : Mar 24 2010

- : 0 8887 | ! Voice Interface
Liic S I i c@se
* Protocol : Delete i Protocol : SIP
= Server SIP H N - 1 Status : Unregistered
- SIP Registration (0 [+] Add i currentCalls: 0 Call
+ FXS Extension : i Network: Static 17216.9.15
» 3SM Extension : - _ [:'::Fe.zfildrzlleeiBSZaUQUSE.aA-UU.UUUU
* DTMF/CODEC _ . : .
* VolIP Dial Plan - = : ;g;:gg:
* GSM Dial Plan Index'& DialPattern & Control
« Static Route : :
Delete i Configure black & white list

Advanced (-] ) .
- Gain & CID : [0 [v] i Apply

= GSMPINS El
= Fax R AR AR AR EERENREASEASRSANSASASRASRSASEASNSRNSASANSASRSANSASNARNSASANSASRSANSASNANNSASSNSASSASNSANSASASASSNSNSSASASANSANASSNSSSNSSAGSSSASAGSSGSESEEESEAEES
= Senvice

= Filtering

= Security

= SNMP

= WEB Callback

* GSM Callback LCR Black & White List

- Black List : The patterns are disallowed GSM outbound call.
White List : The patterns are allowed GSM outbound call.

= Call Status
Systemn Status
Alarm Status
GEM Status
Call Log
Systemn Log

* Ping

BTE Selection
GSM ATS Info

Addec www.addpac.com 35




LCR — Time Interval

Smart Web Manager

| GSM LCR / Time Interval Group

= Metwork Setup
= Language

* NAT

-« PFTP K
= NTP

Timelnterval @

Control &

O

StartTime(hh:mm) & EndTime(hh:mm)&

Weekdays 00:00 2359

B

sic

* Protocol Delete

Server SIP ! ; .
SIF Registration 0 . Elﬂ

* FXS Extension

GSM Extension D EDNDOEOCNEODOANADCAAACCNDCCNEODDANOANCADACADOCROODANDADCALCOAO OO ADONCODGADCADODDOEOODE0NL 100G
DTMF/CODEC
VolP Dial Plan
GSM Dial Flan
Static Route
HotLine

Advanced -}

= Gain & CID
GSM PINs

* Fax

= Senice
Filtering
Security
SMMP

WEB Callback
GSM Callback

Miscellaneous -}

= Call Status

= System Status
Alarm Status
GSM Status
Call Log
System Log

= Ping

BTS Selection
22M RATS Infn

AddPac

Add

Time Interval
GSM outbound call is restricted by Time Interval

www.addpac.com

AddFPac Technology
Model : 331002_G2
HW Version : 2.0
S/W Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Voice Interface

G(2)3(2)
Frotocol @ SIP
Status : Unreagistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.2400.0000
Unread Message
PO:0{0)
PO:1(0)

Configure time interval group
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LCR - Tariff Group

Smart Web Manager

| GSM LCR / Tariff Group

= Metwork Setup AddPac Technology
« Language Model : GS1002_G2

n Tariff Group & HAW Version : 2.0
=T = = R TPy aTrEraraisssareresesesssssssssse SCTTTTTT TP EITITTTTTrrrrreres SCTTTTTT TP EITITTTrTrrrrreres . SN Version : 8.00d
= NTP : . Restore Call Limit Accouting Period Free Quota Smart Web Version : 0.4
Group @ Time Group' @ & : 2 =t = =t = —:  Control Smart Web Build : Mar 24 2010
. : Pl Type® RestoreDay@'; First(sec)® Others(sec) @' Voice(min)& SMS(EA)L : Vaice Interface
i - 15 : 20 10 : — — : G(2)5(2)
- Protocol Y : : : O Protocol : SIP
* Server SIP Status : Unregistered
« SIP Registration HE A CurrentCalls: 0 Call
; - 5 - - HE H Metwork : Static 172.16.9.16
* FXS Ext H i I H H H
* GSM Exfennssni]onn : :dally > 1 i _’ : ” | - - . nid Mac Address: 0002.a400.0000
................................ e issssssssssssssnsesssssssnnaana® tansnssnsssssssnsnnnnnEnnnnnnnnat Unread Message:
Time Interval Group / \ e
e q q FO:1(0)
Time interval Group is
adapted tO thIS tariff Fort& . H TariﬁGroup'@' :
group. m| U I :
Tariff group is H - H Configure tariff group
Advanced e " g
o PO:1 adapted to specific ;
Restore call limit o GSM port.
Quota restore time
PO:3
= Security
PP
Accounting Period Free quota
Used to voice call. q . .
. (ex) Free quota information.
) . rren information i
- configured as First (30 seconds ) Others(10 seconds ) Current Usage information is
supported at GSM Status.
first connect -- 30 seconds are accounted.
after 30 seconds -- 10 seconds are additionally accounted.
after 10 seconds — 10 seconds are additionally accounted.
and so on.
BTS Selection
= GSM RTS Info

Addh‘ www.addpac.com
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LCR — LCR Test

Smart Web Manager

= Metwork Setup
= Language

* MAT

* PPTP

= NTP

LCR Test
LCR simulator

= SIP Registration
* FX3S Extension
* GSM Extension

LCR Test
Show real time simulation status.

ST TRO e

* HotLine

Advanced (-]

* Gain &CID

P LN S TN P

AddPac

! caller: @ EEEE

FLR U N Y

i Called Number: &

| LCR Teste

4= | CR : - src digits : 8888(GSM) -= dst digits : 9999(GSM)

8= LCR . — MatchAllProcess After Sorted

6= LCR: =0= id(3048) dest(T) prefer(0) selected(0}
7=LCR . —Trying : =0= id(3048} dest(T)

8= LCR : — Error : Qutbound White Group(id: 1) UnMatched

9= CR:

10= LCR : — Result : Fail

11=LCR:

12=LCR:

13=LCR:

www.addpac.com

AddPac Technology
Model : G51002_G2
HMW Wersion : 2.0
SN Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Woice Interface

GI(2)5(2)
Praotocol ; SIP
Status : Unregistered
CurrentZalls: 0 Call
Metwark : Static 172.15.9.16
Mac Address: 0002.a400.0000
Unread Message:
P0:0(0)
PO:1(0)

LCR Test
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SMS — Inbox

Smart Web Manager

= Metwork Setup
= Language

* NAT

* PFTP

= NTP

Basic

* Protocol

* Server SIP

* SIP Registration
FX5 Extension
GSM Extension
DTMF/CODEC
VolP Dial Plan
GEM Dial Plan
Static Route
Hot Line

Advanced @

= Gain & CID

* G5M PINs

* Fax

= Senice
Filtering
Security
SMNMP

= WEB Callback
GEM Callback

Miscellaneous @

* Call Status

= System Status
* Alarm Status
GEM Status
Call Log
Systemn Log

= Ping

BTS Selection
» M ATS Infn

AddPac

| GSM SMS / InBox

o RN RN N N N A A A A R R R N N A A AR R AR AN AR AR R R AR AN AN AR R RN NN AN EEEEEEEEEEEEEEEEEEEEEEAEEEEEEEEEEEEEEEEEEEEEEEEEEEEEsEEEEEEEEsEEEsEEEEEEEEs

number of messages are 0

Index Sender Received Message

crmsmsEEEEEEEEEEE

4 A A R R R R R AR AR AR R R R R RN R AR R R KRR RN R R R R R R AR A R R R R R R RN A AR R R R R A AN AR E A EEEEEEEEEEAEAEEEEEEEEEEEEEEEEEEEEEEES

GSM SMS / In Box
- total message
- unread messages (Blue color)
- received time
- content

www.addpac.com

CITTPTUTTT TP TPT AT,

Information

AddPac Technology
Model : G51002_G2
HAW Version : 2.0
S/ Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
Woice Interface

G(2)S(2)
Protocol : SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.2400.0000
Unread Message:
PD:0(0)
PO:1(0)
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SMS — SMS New Message

Smart Web Manager

| GSM SMS / New Message

Metwork Setup
Language
MNAT

PPTP

NTP

Protocol

Server SIP

SIP Registration
FXS Extension
GEM Extension
DTMF/CODEC
WolP Dial Flan
GSM Dial Plan
Static Route
HotLine

Gain & CID
GSM PIMNs
Fax

Sernvice
Filtering
Security
SMMP

WEB Callback
G5M Callback

Miscellaneous [—]

Call Status
System Status
Alarm Status
GSM Status
Call Log
Systemn Log
Ping

BTS Selection
22N ATS Infa

AddPac

Phone Mumber |

Message

FPort

Send

New Message
send a new message to the other GSM mobile phone.

www.addpac.com

sassmssssssssnsnna’

e R R N AR A AR R R R RN RN R R R R R R AR R R R R R R AR AR A AR R R R R AR R AR R R K R R R A A AR AR AN AN EEEEEEEEEEEAEAEEEEEEEESESEEESEEEEEEsEEEEEEEEEEE®

AddPac Technology
Model : G51002_G2
HW Version : 2.0
SAW Version : 8.00d
Smart Web Version : 0.4
Smart Web Build : Mar 24 2010
“oice Interface

G(2)5(2)
Protocol : SIP
Status : Unregistered
CurrentCalls: 0 Call
Metwork : Static 172.16.9.16
Mac Address: 0002.2400.0000
Unread Message:
PO:0(0}
PO:1(0)
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GSM Gateway

AddPac

Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com

www.addpac.com
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