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* Motion Sensor Interworking Service for Video
Monitoring Service

 Video Door Phone Side : External Motion Sensor

 PC Side : Smart Video Controller Software and MS-
window based Video Decoder Program such as VLC,
etc

« RTSP(Real Time Streaming Protocol) Protocol
Support

* Multiple Video Decoder & Displayer Controlling
* Application Aware Motion Detection Algorithm
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« Smart Video Controller Features
— MS Window based Program : XP, Vista, Window7 support

— Video: MS Window Program, PC based Video Decoder &
Displayer

— RTSP(Real Time Streaming Protocol) Protocol Support

— Multiple Video Displayer Controlling

— Video Monitoring Service using external motion sensor
. VACS0 Video Monitoring with VLC Player
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Video Monitoring Service
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Video Monitoring Servi
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Smart Video Controller Co

IP Address

Called-Number Port
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* Language q\, {2-\, @— AddPac Technology
= LAN Setup % Model : VACS0_G2
No ] @ @ =
« DACS Called-Number' IP Address Port DACS - 17217 216.250
* System Time 1 1000 17217.117.20 12999 (4080)

= Display Manager DACS Registration : Success
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SIP Registration : Success
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AP-VAC50 Smart Web
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® Internal extension (line) number

® Personal Computer’s IP Address

@ Port Number (Default .19999)



Smart Video Controller
(Cont.)

Smart Video Controller Program Setup

VLC Media Player Program must be pre-installed before Smart Video Controller program setup procedure.

(VLC Player is MS window software that support RTSP based Video Decoder & Display service

Smart Video Controller - InstallShield Wizard [Z|
URL for Setup Status '5-‘
download(VLC 3
Med]a Player) $mart Video Controller is the VLC media player must be installed to work property.
To install VLC media player can be downloaded from the site,
hittp:/ fwensdiclzolan.org/
O)
VLC media player path ( 2
,'i'ed'—.:l'—.s":'i':"-.\(lz?
VLC Media
Player Path
[ <Back | Hewsy J[ Concel |
[Figure 1]

VLC Media Player Install Shield
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Smart Video Controller Install Progress
. .4, Setting .‘
WLC path CProgram FilestideoLANWVLC T @ Program Auto Start at
VLCL port: 19993 . .
©) PC booting time
[¥] &uta Start
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[Figure 3]
Smart Video Controller Setting
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