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 Hunt Call (Multi-Terminal Ringing)

e Call Forwarding

* Door Open using Feature Code

« Emergency Door Open using Feature Codec
e Video Mute (Privacy) Control
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Call Hunt
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AP-ACS1000
Door Access Control Server
(RF card, access control, call manager, etc)
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Benefits are

When main secretary is busy or in
absence, the others can response to the
visitor’s call.

This service extends to WAN, Mobile or
PSTN via VoIP Service Provider.




Signaling Flow

(Video Door Phone to ACS to

Simultaneous Ring Scenario Example

1. A\Visitor call to ‘1000’ RTP Flow

2. ACS calla to 1001, 1002 and 1003 by translation rule Signaling Flow
and simultaneous ring group.

3. Answered by 1003. =

4. VACS50 connects to 1003 and disconnects all other m

calls. /\ Video Phone VP # 1, Number :1001
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Large Scale Network Diagra

(Multiple ACS Environment)
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Call Forwarding
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Call Forwarding Network Servic

AP-VACS50(Visitor)

10/100M
ethernet

Central Management Center 1

AP-VP280(2000)

10/100M
etherne

Central Management Center 2

AP-VP280(3000)

£
LAN

Benefits are

. When main secretary is busy or in
absence, the others can response to the
visitor’s call.

. This service extends to WAN, Mobile or
PSTN via VoIP Service Provider.

AP-ACS1000
Door Access Control Server
(RF card, access control, call manager, etc)
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Signaling Flow
(Video Door Phone to ACS to Vit

Invite

A Line 2000

?-

N

[

1. Visitor Call to User
(Dialing 2000)

100 Trying

»

2. Call Forwarding to Line 3000
(Dialing 3000)

Invite

A Line 3000

100 Trying

v

A

A

180 Ringing

180 Ringing

A

A

200 OK

200 OK

A

A

3. Save the Event to Local
A Database

2. Talk to Visitor and Push
Door Open Slide Button




Door Open using Feature Code
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e Door Open Control by DTMF Number
* Device Control : Alarm Input, Relay Output H/W Port Control
e Alarm Setting
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AP-ACS1000
(Call Manager + Door Access Control Server)

RTP Media(Audio, Video)

SIP Signaling
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PRl Attendant -——— N

IP Video Phone

ieam)

Door Open
By DTMF Key




Signaling Flow
(Video Door Phone to ACS to

A

AP-VAC50 AP-ACS1000 AP-VP280
(Attendant)
1

1. Visitor Call to Attendant

INVITE

> INVITE
200 OK

200 OK ~

2. Talk to Visitor and Push Door
Open Soft Key(Feature Code)

INFO (DoorOpen)

S

INFO (DoorOpen)

<
<«

3. Check Door Open

200 OK

v

200 OK

v

4. Send Notification to Server and
Save the Event to Local Database
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Door Open Control by DTV

(Controlled by Call Center IP Phone

Smart Web Manager

WY

| Service
-
¥ Enable Telnet Server Fort {default 23, 1-65535)

Advanced ) ¥ Enable HTTP Server Part {default 80, 1-65535)

* Port Contral

pEEEEEEEEEEEP Control Port 21 (default 21, 1-65535)
# Service = - ¥/ Enable FTP
.F'.It. EEmmmmmEn’ Applicaton Services & Drata Port 20 (default 20, 1-65535)
* Filtering
* Security Primary Server Port (default 514)
* DGR Secondaty Server Part {default 514)
1# Enable Syslog -
* EMS Log Level | 4-warning v |
Log Cammand | enable ¥ |
Miscellaneous [+]
_ Inter Digit Tirme [ |sec(default3, 1-600)
Timer &
Hook-Flash-Detect ms (default 700, 200-1100)
Transfer "' Hook-Flash'® Mot-assigned
Call Service &
Hold " Hook-Flash '® Not-assigned
SIP Transfer & Mode ®hlindAttended
Hunt Algarism | (0) longest - preference - random ¥
Mew Password
Change Password 1D : root
Confirm Password

S NN NN NN NN NN NN NN NN NN NN SEEENEENNENENSEESENENEENEEEEEEEEEEEEEEEEEEEED
L] L]
. Door Open Control Feature Code CI(D~9,#,*) .
L] L]
]

Feature code

-DTMF feature code for door control.

A d dk -Door is controlled by remote indoor phone.
[ www.addpac.com




Device Control

(Alarm Input, Relay Out Port Cont

rt Web Manager

| Device Control
- Set Door Close Time
_ i default 3 seconds
T o ST Set Door Open Signal (defau )
- Port Enable/Disable Port E Activation Signal E E Release Time(Sec) E
Advanced (4] : 7] : Part0 : ® Up' Down : : 3 E
@ Port 1 : Up® Dawn : N :
Mi:cEIIanenus = '....... =IIIIIIIIIIIIIIIIIIII‘: =IIIIIIIIIIIIIIIIIIII‘:
* Port & Call Status - Set Relay Activation Delay
* Bystem Status Output (Relay Connect) - Set Relay Active Signal - ( Use at Security Mode) I
» Call Lag - Port Enable/Disable Port 0 R I E . e actvalon Delay(oet, 1Mo Celay)
* System Log i@ i Part0 : Up ® Down : 2 :
« Ping : : : : : ¥
= Device Control : ;__':"l__i Port1 : e : : 0 :
TV TERrERFELETELRIELRE, . . : =

AEEEEEEEEEEEEEEEEEERD

- Set Sensor Activation Delay

Input (Sensor Input) —.Set Sensor Active Signal - ( Use at Security Mode)
- Port Enable/Disable Fort . Activation Signal E TCTvalon DETay e et, 00 Delag
I W : Part0 : ® Up'" Down : : 0 :
S e Port 1 s ®up’ Down : s :
Joooood = . : .
 Bppl
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= Port & Call Status
= Systern Status

= Call Log

= Systern Log

= Ping

= Device Control

: = Alarm Setting n
L]
Vasssnnsssnnnnnnnnnnn?d

FAEAY ™

[ Alarm Settings

Port / Description
sEEEEEEEEEEEEEEEEEEEEP
L] L]
T ¥ PartoUp .
- L]
o | | =
) O

- Port Enable/Disable
and Description

L Port1 Up

L Port1 Down

Call State / Description
L Call 1dle

) Caller State

L Callee State

I Connected State

aEEEEEEN

Action

L4

EEssEEEEEEEEE EEEEEEEEEEEEEEE
¥ Dialing 1000 (Phone Mumber .
#| Beep Sound ®'oOn OfF .
| Relay 0 ‘® Connect ' DisConnect :
1+ Relay 1 ‘® Zonnect ' DisConnect :

L]

! Dialing | {FPhone Mumber

Ll Beep Sound " 'On " Off

¥ Relay 0 SConnect "®DisConnect
¥ Relay 1 izonnect "®DisConnect
] Dialing | tPhane Mumben
I !'Beep Sound " 'On " Off
L Relayd ‘Connect " DisConnect
I Relay1 Connect “'DisConnect
] Dialing [ | tPhane Mumben
' Beep Sound “'On " Off
L Relay0 ‘Connect "'DisConnect
L Relay 1 ‘Connect " 'DisConnect
Action
L/ Relayd " 'Connect " 'DisConnect
LI Relay1 " 'Connect " 'DisConnect
L Relayd “Connect ' 'DisConnect
Ll Relay1 “'Connect " DisConnect
LI Relayd " 'Connect " 'DisConnect
L Relay1 “Connect " DisConnect
L Relayd “Connect ' 'DisConnect
L/ Relay1 " 'Connect ' 'DisConnect
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- Set Action when the
Port State is Changed




Emergency Door Open
using Feature Code
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Door Area Indoor Area
- -TT TS Door Access Control Server
I (access control, call control, etc)
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Door Control Server

Video Door Phone

(

Door Access Door Access Door Coritrol
Control Server Control Client Driver

d

Call
Manager

(emergency-door- g S
—2000K open Door Open > ”
Over Transport » Emergency Door Open R
Protocol
INVITE(**11) 0 HTTP
(normal-door- g |
<« 2000K control) > >
) Normal Control .
Over Transport » Normal Door Control R
Protocol
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Video Mute (Privacy)Function
(ex : AP-VAC50)
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Remote View

Local Camera View
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Smart Web Manager

I Media

« Gerver GIP Brightness : S .+ [0 (default 0, between 0-127)
= Spead Lial Contrast - _ . el ] + (default 32, between 0-127)
= Group Dial
= WhS CoRfpumsem e Exposure : - &) (default &, between 0-8)
‘wﬂh...........:

Flicker O B0HZ ® B0 HZ{default)

* Simultaneous Call
7 Apply
Door Access Control
Audio Gain'&

Miscellaneous (+] Input : - ! T } o+

(default 15, hetween 0-31)

output S A T (default 58, between 0-63)
Ring ) . (dlefault 38, between 0-63)
DTMF digit : - - F + (default 3, between 0-63)
Tone : - ez . default 10, between 0-63)
Audio 110'&

Input ®  Mic ©  Line

Output ® Both ©  Speaker ' Line

7 Apply

S : | Video Display
» Video Display ™ _ = | -Mute Enable : display local camera.
B et eeereeeeeane e e uaveseoeiireuaana? | ~Mute Disable : display local camera and remote video.
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Thank you!

AddPac Technology Co., Ltd.
Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com
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