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Main Menu "

For easy system setup,
provide the various
menu and category

AddPac

Smart Web Manager
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= Metwork Setup
= Language
* NTP

* Audio/Nideo
= RTSP
* RTP

Advanced (-]

* Video Port
* Audio Port
* Senice
= Filtering

Miscellaneous (-]

* Ping
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il System Information

HW Version

SV Version

MAC Address
Network Information
VAN LINK Status
Current Time

System Startup Time

System Running Time

N e o -

REV 1.0

852718

0002 adff f428

Static 172.16.54 61

100Mbps FULL Duplex Link UP

Sat Jan 1 05:30:34 2011

Sat.Jan 1 00:00:00 2011

0 days 05:30:34

Workspace
System Information

Workspace for detailed action

@AddPac Tehchnology , all rights reserved.
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Main Menu

For easy system setup,

provide the various
menu and category

Information
Display the current
system version and
status summery
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AddPac Technology

Model : AV3500_G2

HAW Version: 1.0

SMW Version: 8.52T18

Smart Web Version : 8.41.0.3
Smart Web Build : Oct13 2011
Metwork : Static 172.16.54.61
Mac Address: 0002.a4ff428

——
—— )}

Description

Display the help
message if you move
mouse over main menu




Host Name
Create a representative name for the
site to be installed

I * MNTP

Static IP
This is static IP mode. Specify the
addressed IP from the service provider

|

PPPoE

This is ADSL mode. This mode is used
for addressing IP though authentication
from the modem.

At this time, the modem must be
configured in a way that the device can
be authenticated.

| - Fing

DHCP

This is dynamic IP mode which is set at
default. The IP can addressed from the
external DHCP server.

WAN Link

Controls and recognizes WAN port
Specify the connection speed of WAN
port. connection automatically.
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AddPac Technology
Model : AV3500_G2
HW Version : 1.0

S/W Version : 8.52T18
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Paddress  [I72185487  apcD ‘I Smart Web Version: 8.41.0.2

SR 00 | SmartWeb Build: Oct 13 2011
1 Netwark Mask ke AB.CD I Network: Static 172.16.54.64
: @ Static P& Default Routerl‘l 72.16.1.1 AB.CD : Mac Address: 0002 adff {428
1 I ; 1
Frimary DNS Server
1 DNS Server & 1 _
| [ ssconcanyons Serer )
N o e =
£ = e e e e e -,I This command sets up WAN
: ) Usemame| 1 port. The static IP address.iato
1 ' PPPOE(ADSL) Y 1 be assigned from the service
| Password I ’I provider and you can enter the
gy Sy Uy U ———— A
- .

o o assinged IF address. For

DHCP and PFPOE, the IP
address of the device can be
changed. MAC Address change
can be used only when
necessary . ltis recommended

1| WAN Link Control & Speed 100 to use the address created by
:  Manual the user notthe address of the
| Duplex © full  half device
e —————
e e e e ¢
1
| MAC({Hardware)
1 Address® I 1 1 1 1 1 e
]
e e e = .

[~ Enable QoS (optional)

Bandwidth : I Kbps (default auto, 48-4096)
FPPS: I pps (default auto, 50-2000) .

MAC

& Apply “....| QoS Control _ Change MAC address of WAN
‘l Supported by Bandwidth and

PPS(Packet Per Second) conditions. the basic MAC Address.

interface. Without address entry, use

www.addpac.com



Smart Web Manager
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! Configure Language

I
* Language : =
* NTP 1| # English

Basic (-] e,

* Audio/Video e

* Netwaork Setup e —————,—,—,—,—,—,—,—,,—,—,—,—,—,—,—,,—,—,—,—,—,—,—,,—,—,—,—,—,—,—,Y—,—,—,—,—,—_,—,—,—— -

. Appl -
RTSF Configure Language

CRTE English, Korea

Advanced (-]

* Video Port
* Audio Port
* Senice
* Filtering

Miscellaneous (-]

* Ping

EwddPac Tehchnology , all rights reserved.

AddPac Technology

Model : AV3500_G2

HW Version : 1.0

S0 Version : 8.52T18

Smart Web Version : 8.41.0.3
SmartWeb Build : Oct 13 2011
Metwork : Static 172.16.54.61
Mac Address: 0002 a4f f428

Choose the basiclanguage to
ke applied. English is set at
default.
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Smart Web Manager
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- — -

S
e = NP Y ST
1
= MNetwork Setup : 1  AddPac Technology
* Language 1 o & o : Model ;: AV3500_G2
0
- NTP : Enable ® Disable I HAVVersion: 10
i 1 s version:8.52T13
: Primary Server | (Domain Mame or IP Address) 1 Smart Web Version: 8.41.0.3
asic © I | SmartWeb Build : Oct 13 2011
. 1 - i
* Audio/Video 1 NTP Secondary Server I (Domain Name or IP Address) : Network : Static 172.16.54.61
» RTSP 1 | MacAddress: 0002.a4ff {428
1 1
* RTP
: Interval (1~72 hours) : -
- ' | .
1
Advanced 1
: Hours Offset I :l (-23~23 hours) : (0~60 minute) : Setup Time Saver of Gateway
* Video Port \ 1]
» Audio Port N g
» Senvice ...".
= Filtering .
pply E
NAT Static Table
] When many PCs are connected to LAN, create a
iscellaneous R
d table for delivering TCP/UDP port to PC
* Ping
@AddPac Tehchnology, all rights reserved.
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Smart Web Manager

www._ad om

* Metwork Setup
* Language
* NTP

* Audio/Video
* RTSP
* RTP

Advanced

I

* Video Port
+ Audio Port
* Senvice
* Filtering

I

Miscellaneous

* Ping

= Video setup

Channel

video0/0:0

videoD/0:1

Audio setup

Channel

audic0/0 Ig?‘Hu vl

« Apply

Video Input
Video Input Select

. . HD-SDI, HDMI, Composite
| Audio / Video Setup : i

@ NTSC € PAL :
______________________________________________________ _
-----------------------------------------------------------------N\
i
Codec Bandwidthikbps) Picture size Frame rate(fps) I-frame Interval(second)  Max-conn :
|n264 =] [1o24 72080 =] |30 | v =l | ]
1
[n2ss =] [1024 [6aocaze =] [30 =] o=l | H
T T e T e e e e e e e ———— e e e e 1
¢ Y :
1
H Video Setup
Codec : Channel Video 0/0:0, Video 0/0:1
: Setup Codec, Bandwidth, Picture Size,
I Frame Rate, I-Frame Interval in
________ J accordance with channel.
Audio Setup
Setup Channel Audio 0/0 Sound and
Codec

©iddPac Tehchnology , all rights reserved.

AddPac Technology

Model : AV3500_5G2

HAW Version : 1.0

S Version : 8.52T18

Smart Web Version : 8.41.0.3
Smart Web Build : Oct 13 2011
MNetwork : Static 172.16.54.61
Mac Address: 0002.a4fT.1428
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RTSP Operation
Setup RTSP Operation

Smart Web Manager
W W W com Select

Server(Encorder)/Client(Decoder)and
| RTSP Setup Setup.
RTSP Port Number e oo B ﬂi‘if?:\fggﬂ”ﬂ"'g
. i . |
Setup RTSP Port : RTSP Operation ' Semver (Encoder) ¢ Client (Decoder) : AW Version - 1.0
(Default : 554) .:=============================================================:.; S/ Version - 8.52T18
3 @:-.] RTSP Port Number 554 (default 554, 1-65535) I | SmartWeb Version : 8.41.0.3
I esre gy iy sy =) SmartWeb Build : Oct 13 2011
I Network: Static 172.16.54.61
1 RTSP Server & stat ' stop O restart
RTSP Server R e e e e e e e e e e e e ] MacAddress: 0002 aéff428
You may setup server movement when < e e e e e e e e S
L7 == I RTSP Stream 1
RTSP Operation is setup as s : : _
& Descripti
server(Encoder) i Index URL Video Channel Audio Channel 1 SEL ]
Start / Stop / Restart P : - - - : Configure the basic settings for
, i 1 Jridea1 [videooi:0 x| none [~ | the RTSF operation
—=usiaBod a0 2 [video2 Jvideotso:1 x| [none =l 1
RTSP Stream : :
You may setup currently enabled l\ Delete | |
RTSP Stream URL and channel : e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e =
information. Select Live Videol select a ',. _____________________________________________________________ \I
video in web. You may check through : Insert RTSP Stream I
Smart Viewer. i :
: Index(1-256) URL Yideo Channel  Audio Channel 1
I
i [ |nane x| |none =] Insert :
S rd
Insert RTSP Stream
¥ heply Setup RTSP stream.
Enter RTSP Stream Video/Audio Channel, URL
©AddPac Tehchnology, all rights reseved. | and setup Stream Session
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RTSP Operation

Smart Web Manager .
- -om Setup RTSP operation

www_addpac.c

Select server(Encorder)/Client(Decoder)
7 | RTSP Setup and setup.
* Network Setup _______________________________________E__________________________.. AddPac Technology
* Language : ) _ 1 Model : AV3500_G2
suze L e e e ] Hwversion:10
RTSP Port Number :"""""""";5'4 """"""""""""""""""""""""""""""" 3 [| S version: 8.52T18
You may setup RTSP Port 1 RTSP Port ! Smart Web Version :8.41.03
Default : 554) e e o o Tttt o P T Tt o Tttt Smart Web Build - Oct 13 2011
( i I RTSP Client \| Metwork : Static 172.16.54.61
: : Mac Address: 00023411428
Advanced ) i Video output & HD-3DI © HDMI € composite !
1 o
Video Port ! Remote IP address [ weco !
= Audio Port : ] Configure the basic settings for
* Senice | _ | the RTSP operation
« Filtering : Session Session name I— :
: 1
) - I
Miscellaneous ® : Media transport & RTP over UDP " RTP over RTSP :
. Pi 1
Ping | RTSP client run " start * stop :
\ /
N———————-———————————————————————-—————————————_——————————-———————l
Insert RTSP Stream
« Apply You may setup RTSP stream.
Enter RTSP stream Video/Audio Channel, URL
P allt and setup stream session

AddPac www.addpac.com 9
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Select Video Port

System @ l Video Port Conﬁguration Select video port and setup
« Network Setup e e —————————— y | AddPacTechnalogy
* Language 1| Select Video Port & videoD/0 : Model : AV3500_G2
* NTP e ) HW Version : 1.0

(e e o eooe—=== A | SMW\Version : 8.52T18

. i | Smartweb Version: 84103
: Input Select & HD-3DI ¢ HOMI € Compaosite © SD-SDI I SmartWeb Build : Oct 13 2011
* AudioNideo 1 ] ! Network: Static 172.16.54.61
. RTSP || Input Brightness [fo (default 128, 0-255) 1 Machddress: 0002 a4ff 1428
. 1 1
RTF 11" Input Constrast 25 (default 84, 0-127) 1

1 ' 1

| -
Advanced =0 | InputH-offset [po (default 8, 2-254) i

1 1
* Video Port 1 Input v-offset [19 (default 18, 1-255) !
* Audio Port i :
= Senvice : :
* Filtering L
Miscellaneous (-} Video Port Configuration
.« Ping ' Apply Setup video input / output port detail

setup
@iddPac Tehchnology , all rights resenved.
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t Web Manager
Select Audio Port

| Audio Port Configuration Select audio port and setup

= Language : Select Audio Port & audialin

I
I

: Input Select " mic © line & S0 (default mic)
1

* AudioMideo O
* RTSP
= RTP Audio Port Configuration

Setup Audio Input / Output Port

= Video Port
* Audio Port
= Semice
= Filtering

Miscellaneous (-]

* Fing

@AddPac Tehchnology | all rights reserved.

= Network Setup P e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e ———————

o WTE | . . .

AddPac Technology

Madel : AV3500_G2

HAN Version : 1.0

SAN Version : 8.52T18

Smart Web Version : 8.41.0.3
Smart Web Build : Oct 13 2011
MNetwork : Static 172.16.54.61
Mac Address: 0002 a4fff428

Addh‘ www.addpac.com
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Smart Web Manager

I Service

= Metwork Setup - - - S-S - -SSR -S-S------- - --t-t -~ AddPac Technology

[ i .
= Language Model - AV3500_G2
;L I ¥ Enable Telnet ServerPot  [3 (default 23, 1-65535) { | HAWVersion: 10

! | siwversion: 852118
Basi : . ¥ Enable HTTP Server Port ISU (default 80, 1-65535) 1 Smart Web Version : 8.41.0.3

asic i | Applicaton Senvices & | Smartweb Build: 0ct 13 2011
* Audioni ! I Network: Static 172.16.54.61
AudiolNideo etworl

I 1 -
- RTSP i [ Enable FTP Control Por (default 21, 1-65535) | Macaddress: 0002 a4fi 428
< RTP i Data Port [207 (qefauit 20, 1-85535) :

A o o e o e i e e )

=
Advanced (-] . i
Service Enable or disable Telnet,
: x“’:" E"g Telnet, HTTP, FTP Enable/Disable , Port Number Setting HTTF, FTE a”g ;pﬁcfltgf
* AUdIO FO acess poran a a
_ pey (Default Port - Telnet(23), HTTP(80), FTP(21) portand

* Service Transfer and Timer .
* Filtering

I

Miscellaneous

* Ping

@AddPac Tehchnology | all rights reserved.
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Smart Web Manager

www_ad

AddPac Technology

/

HAN Version : 1.0
SAW Version : 8.287

Smart Web Version : 8.41.0.3
Smart Web Build : Jun 12011
MNetwork : Static 172.16.54.110
Mac Address: 0002.a4ff.fad0

For FTP, HTTF, Telnet, setup
one IP or IP band for allowing
3ccess

Filter
I Filtere Configure application service filter with IP & Subnet mask.
= Metwork Setup -
* Language e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e  — — — — —————————————— Model : AVED0D_G2
« NTP ll FTP Filter
1
i Metwork Addr Metwork Mask Control
* RTSP : | | Add
i
Advanced (-] : HTTP Filter
* Video Port :
* Audio Port 1 Metwork Addr Metwork Mask Control
* Senice :
« Filtering I | | gad
1
1
Miscellaneous o : Telnet Filter
* Ping !
: Metwork Addr Metwork Mask Control
1
1 [ [ Add
\Y
\i_____-_-____-_-_____-______-______-____-_-_-_-_-_-_-_-_-_-_-_’
@AddPac Tehchnology , all rights reserved.

N ——————————————————————— -

/

AddPac
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Smart Web Manager

» Metwork Setup
* Language
= NTP

* Audio/video
« RTSP
« RTP

Advanced (-]

= Video Port
= Audio Port
* Service
= Filtering

Miscellaneous (-]

* Ping

Filter
Configure application service filter with IP & Subnet mask.

SR —————————————————

~,

: \

,I Filtere \
1

H 1
I i
I FTPFilter 1
H 1
i I
1 Network Addr Network Mask Contral :
H [
1 | | Add :
H [
i 1
1 HTTP Filter H
H 1
i I
1 Metwork Addr Metwork Mask Contral :
H [
1 | | Add :
H [
i 1
I Telnet Filter H
H 1
i I
1 Network Addr Network Mask Control :
H [
1 [ [ Add :
\ /
\s 'I

www.addpac.com

AddPac Technology

Model : AV3500_32

HAW Version : 1.0

S/ Version : 8.52T18

Smart Web Version : 8.41.0.3
Smart Web Build : Oct 13 2011
Metwork : Static 172.16.54.61
Mac Address: 0002.a4ff428

For FTP, HTTF, Telnet, setup
one P or IP band for allowing
access

14
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| Pings

= Metwork Setup
* Language
= NTP

Basic

I

= Audio/ideo
* RTSP
* RTP

I

e

Advanced

* Video Port
= Audio Port
* Senvice
= Filtering

Miscellaneous

I

* Ping

AddPac
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PING
You can diagnose network status by PING.

N ————————————————— T ————————————  h—— ————————————————————————— - - -

Host address

- ———

PING 172.16.1.1 (17 .
64 bytes from 172.16.1.1; icmp_seq=0 =255 time=0 ms
G4 bytes from 172.16.1.1: icmp_seq=1 =255 time=0 ms
G4 bytes from 172.16.1.1: icmp_seq=2 =255 time=0 ms
64 bytes from 172.16.1.1; icmp_seq=3 =255 time=0 ms
G4 bytes from 172.16.1.1; icmp_seq=4 =255 time=0 ms

— 172.16.1.1 ping statistics —
5 packets transmitted, 5 packets received, 0% packet loss’
round-trip minfava/max = 0/0/0 ms

LU ———————

o

PING
Show real time ping status.

=wddPac Tehchnology , all rights reserved.
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AddPac Technology

Model - AV3500_G2

H/W Version : 1.0

SAV Version - 8.52T18

Smart Web Version : 8.41.0.3
Smart Web Build : Oct 13 2011
Netwaork : Static 172.16.54.61
Mac Address: 0002.a4ff.f428

Verify the outgoing Ping to the
outside from the device by
entering IP address and URL
Werify network status of the
location in where the terminal
is located

15
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Thank you!
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Sales and Marketing

Phone +82.2.568.3848 (KOREA)
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