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Main Page LayoutMain Page Layout

Tool BarTool Bar
Provide frequently used 
tools like as System 
Update, Configuration 
Backup, Initialization, 
Restart, Telnet

Information
Display the current 
system version and 
status summery Main Menu

For easy system setup, 
provide the variousprovide the various 
menu and category

Description
Display the help message 
if you move mouse over 

imain menu

Workspace
Workspace for detailed 
action 
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System – Network SetupSystem Network Setup

Host Name
Create a representative name for the site to be 
installed

Static IP
This is static IP mode. Specify the addressed IP 
from the service provider

PPP EPPPoE
This is ADSL mode. This mode is used for 
addressing IP though authentication from the 
modem.
At this time, the modem must be configured in a 
way that the device can be authenticated.

DHCP
This is dynamic IP mode which is set at default. 
The IP can addressed from the external DHCP 
server.

VLAN
Configure VLAN mode and ID.

WAN LinkWAN Link
Controls and recognizes WAN port 
Specify the connection speed of WAN port. 
connection automatically.

MAC
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MAC
Change MAC address of WAN interface. Without 
address entry, use the basic MAC Address.



System - LanguageSystem Language

C fi LConfigure Language
English, Korea, Portugal
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System - NATSystem NAT

NAT Static Table
When many PCs are connected to LAN, 
create a table for delivering TCP/UDP 
port to PC
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System - TimeSystem Time

Time 
Configure time difference of local 
region based on GMT
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Basic - ProtocolBasic Protocol

Configure VoIP signaling protocol
SIP H 323SIP , H.323 
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Basic – SIP ServerBasic SIP Server

SIP Server
Primary & Secondary server,
L l d iLocal domain name,
SIP Signaling Port ( reboot  necessary)
Timer

* register expire
* session refresh
* session expire
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Basic – H.323 ServerBasic H.323 Server

H.323 Server
Primary & Secondary Gatekeeper
H.323 ID
H.323 Signaling Port ( reboot  necessary)
H.323 Call Start Mode

* fast
* slow

H.323 Tunnel mode
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Basic – SIP RegistrationBasic SIP Registration

SIP Registration
Configure user extension number for 
registering into SIP Proxy serverregistering into SIP Proxy server

* E.164 Number
* User Name
* User Password
* Display Name
* Hunt Stop
* Registration g
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Basic – H.323 RegistrationBasic H.323 Registration

H.323 Registration
Configure user extension number for 
registering into Gatekeeper

* Number
* Hunt Stop
* Registration
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Basic – FXS ExtensionBasic FXS Extension

FXS Extension
Configure phone-number for  using inter-office

Port Information
voice port type & physical port 

Preference ( 0 : highest )
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Basic – DTMF/CODECBasic DTMF/CODEC

CODEC
Configure voice codec preferenceConfigure  voice codec preference
( g711a, g711u, g729, g7231, g726) DTMF

Configure  DTMF relay method
( in-band, RFC2833,  out-of-band, CISCO type out-of-band)
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Basic – VoIP Dial PlanBasic VoIP Dial Plan

VoIP PLAN
Configure  translation  rule for VOIP Peer.
- first,  ‘Number of Digits to Delete’ option is 

li dapplied.
- second, ‘Digits to Insert’ option is applied.

(ex)    Origin called Number  = 123456
Number of Digits to Delete = 2
Digits to Insert = “88”

Prefix Table
Configure VoIP Peer  with  translation rule.
( Serviced by SIP SERVER)
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--------------------------------------------
result  =  883456



Basic – Static RouteBasic Static Route

St ti R tStatic Route
Configure Static  VoIP Peer for  using Inter-Office .
( Already, I know IP & phone-number)
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Basic – Hot LineBasic Hot Line

Hot Line
Used as baby call (Connection PLAR)- Used as baby-call (Connection PLAR)

- Timer ( FXS port only : No Digit event is occurred for  configured timer value, 
Auto-Dialing will be started )
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Advanced – Gain & CIDAdvanced Gain & CID

Gain & CID
Configure Input-gain, output-gain  and caller-ID.g p g , p g
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Advanced - FaxAdvanced Fax

FAXFAX
Configure fax mode & rate (VoIP Lines)
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Advanced - ServiceAdvanced Service

Service
* Configure  application service (Telnet, HTTP, ftp, syslog)
* Configure  IDT(Inter Digit Time)
* Configure Call-Transfer-Mode  & Hook-Flash-Usage-Type
* Configure  Call-Transfer-Mode.
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Advanced - FilteringAdvanced Filtering

Filter
Configure application service filter  with IP & Subnet mask.
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Advanced - SecurityAdvanced Security

Security
- IP Filtering    : Allowing only the inbound call which is registered to Call-Routing of

the server by static IP.
- WarDialing    : Allowing only the inbound call with the number registered to Inter-

Office and phone-number.
- Digit Length   : Allowing only the inbound call with the number registered to 

Inter-Office and  phone-number
- SIP                :  SIP signaling packets are filtered.
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Advanced - RadiusAdvanced Radius

Radius
- Configure Radius Service

* R di S
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* Radius Server
* Authentication (User name, Password, Secret Key)
* Accounting (None/ Start-Stop/ Stop-Only) 



Advanced - SNMPAdvanced SNMP

SNMP
- Configure SNMP Service

* SNMP Server 
* C it (R d O l / R d W it )* Community  (Read-Only/ Read-Write)
* Trap (version  v1/v2c, trap IP. Trap Port)
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Advanced - BluetoothAdvanced Bluetooth

Bluetooth Information
Bluetooth Pairing And Connection

* Scan for devices 
Bluetooth Status And Control

* Paired Device Name
* Device Status 
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* Connect Control



Miscellaneous – Call StatusMiscellaneous Call Status

Analog Port
Real-time display about 
analog port status 
(occupation, call status). 
Provide  a specific port 
blocking function

Active Call Status
Real-time display about 
current active call status 
(calling party addr, called 
party addr. Codec, etc)
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Miscellaneous – System StatusMiscellaneous System Status

System Status
- voice port status & information
- SIP-UA status & information
- gateway status & information 
- system utilization information
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Miscellaneous – Call LogMiscellaneous Call Log

C ll LCall Log
Show  call history information

* call number 
* event time
* description
* calling number
* called number called number
* remote IP information
* call setup time
* call duration
* call clear reason

www.addpac.com 28



Miscellaneous – System LogMiscellaneous System Log

System LogSystem Log
- command  log 
- system alarm log ( ex : interface down)
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Miscellaneous - PingMiscellaneous Ping

PINGPING 
You can diagnose network
status by PING.

PING 
Show real time ping status.
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LMS Gateway SeriesLMS Gateway Series

Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com
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