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Video Conference + Document SharingVideo Conference  Document Sharing

H.239 based Document Sharing 
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Video Conference + Video BroadcastingVideo Conference  Video Broadcasting

H.239 based Video Broadcasting 
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4-Party MCU Features4 Party MCU Features
(AP-HCC2000 Full HD Video 
Conference Codec)
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MCU Service and Features (cont..)( )

• Simplified AV Mixing Model

AP-HVC2000 MCU Built-in Two(2)-Channel Full HD Video Conference Codec

• Simplified AV Mixing Model
• Video Codec : H.264, MPEG4, H.263, etc
• Voice Codec : G.722, G.711, etc
• Asymmetric Rate Control between Encoder & Decoder
• Same Conference Layout for All Party

Simplified AV Mixing
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MCU Service and Features (cont..)

Call Manager + MCUCall Manager + MCU

( )
AP-HCC2000 MCU Built-in Full HD Video Conference Codec

PBX
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Transfer

Forward

Call Pickup

Call Park
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Meet-me Ad-hoc
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(AP HCC2000)

Media Service Call Control

Call Park (AP-HCC2000)
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* ATAPI - AddPac Telephony API
* ACCP - AddPac Client Control Protocol

RTP SIP ACCP

www.addpac.com 8
AP-HVC1000 AP-HVC1000 AP-HVC1000



Hardware SpecificationHardware Specification
(AP-HCC2000 Full HD Codec)
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Hardware Specification High 
Performancep
CPU

High-end

DSP

AP-HCC2000 Two(2)-Channel Full HD Video Conference Codec

• High Performance RISC Computing Power DSPg p g
• High-end Programmable DSP Hardware Architecture 
• CH#1 I/O Interface

Vid I t C it RCA HD SDI HDMIVideo Input Composite RCA, HD-SDI, HDMI
Video Output Composite RCA, Component , HDMI
Audio Input Stereo RCA Type Audio InputAudio Input Stereo RCA Type Audio Input
Audio Output RCA Type Audio Output (Left, Right)
PTZ Control RS-232C Pan/Tilt/Zoom Control Interface

• CH#2  I/O Interface

Video Input Composite RCA, HD-SDI, RGB, HDMI
Video Output Composite RCA, Component , HDMI
Audio Input Stereo RCA Type Audio Input
Audio Output RCA Type Audio Output (Left Right)
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Audio Output RCA Type Audio Output (Left, Right)
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Hardware Specificationp

N t k I t f

AP-HCC2000 Two(2)-Channel Full HD Video Conference Codec

• Network Interface
– One(1) 10/100/1000Mbps Gigabit Ethernet(RJ45)
– One(1) RS-232C Interface (RJ45) for ConsoleOne(1) RS 232C Interface (RJ45) for Console 

• USB Interface 
– USB 2.0 Interface for Mouse, etc

• Voice Interface 
– FXS Interface for Analog Phone, Analog Conference Phone, etc

E t l P I t C t• External Power Input Connector 
• External IrDA Connector 
• Power On/Off Switch• Power On/Off Switch
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