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VoIP Gateway H/W Spec.

• RISC Microprocessor Computing Power
• 2-Port Analog VoIP Gateway

– AP250B : Two(2) FXS Port
AP250D T (2) FXO P t– AP250D : Two(2) FXO Port

• Network Interface
T (2) 10/100Mb F t Eth t (RJ45)-Two(2) 10/100Mbps Fast Ethernet (RJ45)

• One(1) RS232C Console Interface for CLI (RJ45)
R LED LAN LED P t LED• Run LED, LAN LED, Port LEDs

• External Power Supply
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Routing FeaturesRouting Features

• Static routing (Floating Static)
• Default routing
• Policy based routingy g
• Transparent routing (IP Stealth)
• Load sharing g

– Per packet
– Per destination

• Routing Cache 
– IP Flow–Cache

• IP Connect (formerly ip-share)
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Policy Based RoutingPolicy Based Routing

• Set IP Header Parameters• Set IP Header Parameters
– IP DSCP (DiffServ CodePoints)
– IP ToS
– IP Precedence

• Determine NextHop
– Source based routing
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Policy Based Routingy g

Data Packet

Voice Packet

Match-rule Match Set IP DSCP Voice packet set DSCP 63
D t k t t DSCP 0

Route-map
(Policy-Map)

Match-rule Match Set IP ToS

Match-rule Match Set IP Priority

Match rule Match Set IP NextHop

Voice packet set High Priority
Data packet set Low Priority

Data packet set DSCP 0

V i k t d Q S E bl d N t k

IP Network
(WAN)

Match-rule Set IP NextHop

Output Processing

Voice packet send QoS Enabled Network

(WAN)
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Load SharingLoad Sharing

!!
interface Loopback0
ip address 127.0.0.1 255.0.0.0
!
interface FastEthernet0/0
i dd 172 16 39 22 255 255 0 0

WAN WAN

ip address 172.16.39.22 255.255.0.0
speed auto
!
interface FastEthernet0/1
no ip addressRoutingRouting p
speed auto
!
interface FastEthernet0/0:1
ip address dhcp
ip dhcp router distance 1

Routing 
Path # 2

Routing 
Path # 1

ip dhcp router distance 1
!
ip route 0.0.0.0 0.0.0.0 172.16.1.1
!
!
i l d h i k t

LAN

ip load-sharing per-packet
ftp server
!
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IP Flow CacheIP Flow Cache

Routing
Table

WAN
LAN

Check 
Flow Cache

Check 
Routing Table

No Match

Match

Flow
Cache Update Flow Cache
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IP ConnectIP Connect

!!
interface Loopback0
ip address 127.0.0.1 255.0.0.0
!
interface FastEthernet0/0
ip address dhcp

d t
WAN WAN

speed auto
!
interface FastEthernet0/1
no ip address
speed auto
!ip Connect

WAN1
ip Connect

WAN2 interface FastEthernet0/0:1
ip address dhcp
!
interface FastEthernet0/1:1
no ip address
!

WAN1 WAN2

Relay Address 

FastEthernet0/0
DHCP client FastEthernet0/0:1

PPPoE client

!
!
!
ip dhcp pool wan1
network FastEthernet0/1
range FastEthernet0/0

y
via DHCP or PPPoE

FastEthernet1/0
DHCP Server

FastEthernet1/0:1
DHCP Server

ip dhcp pool wan2
network FastEthernet0/1:1
range FastEthernet0/0:1

!
ip connect wan1 inside FastEthernet0/1 outside FastEthernet0/0
ip connect wan2 inside FastEthernet0/1:1 outside FastEthernet0/0:1
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ip connect wan2 inside FastEthernet0/1:1 outside FastEthernet0/0:1
!



VoIP Gateway Seriesy

Thank you!
AddPac Technology Co., Ltd.

Sales and MarketingSales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)

E-mail sales@addpac.com

www.addpac.com 10


