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Network Service Diagram 
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H/W Block Diagramg
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Signal Flow 
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Network Service Diagram 
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H/W Block Diagramg
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Signaling Flow
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Command Line InterfaceCommand Line Interface

FXS to FXO Fax Relay Configuration Command (Default : Disable)

1. fxs-fxo-pstn-relay 

Fax Relay Function Enable/Disable

2 f t d f f l2. feature-code non-fxs-fxo-relay 

Access Code for Voice Path Service 

[<0-9><#><*>+] (single digit)
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Command Line Interface
(configuration example)

Welcome to AP2610 !

login: root       Login
Password:

AP2610  - Login  : root at tty/1 on Tue Jan 10 10:33:06 2012
AP2610#AP2610#
AP2610# configure terminal        Global Configuration 
Enter configuration commands, one per line. End with CNTL/Z

AP2610 (config)# voice service voip
AP2610 ( fi i i )# f t d f f l N R l d dAP2610 (config-vservice-voip)# feature-code non-fxs-fxo-relay     Non-Relay mode access code

[<0-9><#><*>+]  (single digit)
AP2610 (config-vservice-voip)# exit
AP2610 (config)# voice-port <slot>/<port> Voice-Port  Interface Configuration
AP2610(config-voice-port-0/0)# fxs-fxo-pstn-relay        Enable PSTN Relay Command
AP2610(config-voice-port-0/0)# end
AP2610#
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