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Hardware Specification RISC

CPUp CPU
High-End

VP
AV6000NA D1 Video Codec Module

Hardware Module Specification
AV6000NA D1 Video Encoder/Decoder Module(H.264)

Hardware Module Specification 

Gigabit 
Ethernet

Alarm & Relay
C C t l I t fEthernet Camera Control Interface

RS232C

Audio In/Output
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RS232C 
Console Port

CVBS Video In/Output



Hardware Specificationp
AV6000NA  D1 Video Codec Module

Hardware Specification 

AV6000NA  D1 Video Codec Module
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Analog Video Input Path g p
AV6000NA  D1 Video Codec Module
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Brightness, Contrast, 
Saturation, Hue, 

Sharpness Control
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Brightness ControlBrightness Control

brightness=60

brightness=128
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brightness=200



Contrast ControlContrast Control

contrast=60

contrast=128

contrast=200
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contrast=200



Saturation ControlSaturation Control

saturation=60

saturation=128
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saturation=200



Hue ControlHue Control

hue=60

hue=128

hue=200
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hue=200



Sharpness ControlSharpness Control

sharpness=1

sharpness=10
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sharpness=15



Command Line Interface for Analog 
Vid E h

( fi )# id i b i h 0 255 d f l 128

Video Enhancement

(config)# video-in-brightness <0 ~ 255> ; default=128

(config)# video-in-contrast <0 ~ 255> ; default=128

(config)# video-in-saturation <0 ~ 255> ; default=128

(config)# video-in-hue <0 ~ 255>                 ; default=128

(config)# video-in-d1-sharpness <1 ~ 15> ; default=10(config)# video in d1 sharpness <1  15>   ; default 10
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