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Product Overview
AP-PSB4000 IP Remote Po

* |P based Remote Power ON/OFF Controller
« LED Light On/Off Control for CCTV Camera at Night Time

 Remote System Power On/Off Control Solution for Unmanned Security
Zone

« AddPac Integrated Security Management System Solution
* Power Control Port
— One(1) AC Power Input
— Four(4) AC Power Output (Manual Power On/Off Switch)
* Network Interface
— Two(2) 10/100Mbps Fast Ethernet Interface
— One(1) RS232C Interface
Firmware Upgradeable Architecture(FTP, TFTP)
Smart Web Manager Support
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Hardware Specificatio
AP-PSB4000 IP Remote Power Sw

Hardware Block Diagram
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Hardware Specificati

AP-PSB4000 IP Remote Power S

Front Side
Fuse
Connector
AC Input & Power Output LAN1 Interface
Power Switch Status LED (RJ45)
LANO Interface
(RJ45)
AddPac www.addpac.com

DC Power & Power Switch

RS232 Interface
(RJ45)



Hardware Specificati
AP-PSB4000 IP Power Switching

Rear Side

Power Output Power Output
Manual Power ON/OFF
Switch
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Smart Web Manager Overview
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¢ System

« Basic

« Advanced
 Miscellaneous
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Main : System Inform

Smart Web Manager

EZZ3) | system Information

* Language

* Network Setup
- System Time
* NTP

Basi

*PSB

* Schedule

= Schedule Template
* Day Template

Advanced °

= Service

* Filtering

Miscellaneous e
* Ping

HIW Version

SIW Version

MAC Address.
Network Information
WAN LINK Status
Current Time
System Startup Time

System Running Time.

AddPac Tehonology

Mode! : AP-PSB4000_G2
HAW Version: 1.0

SIVV Version : 8.50.031

Smart Web Version : 8.41.0.3
Smart Web Build - Feb 7 2020
Network - Static 172.17.207.40
Mac Address: 0002.a4f1feb4

REV1.0

8.50.031

0002.34fifebd

Static 172.17.207 40

100Mbps FULL Duplex Link UP
Wed Jan 100:04:13 2020

Wed Jan 100:00:00 2020

0 days 00:04:13

(©AddPac Tehonology . all rights reserved.

AddPac
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System : Language

Smart Web Manager

| Configure Language

* Language

* Network Setup Ogt=0f
+ System Time © Englch
« NTP

- PSB

+ Schedule

* Schedule Template
* Day Template

Advanced °

« Service
« Fitering
Miscellaneous. )
« Ping

‘@AddPac Tehonalogy , all rights reserved.

AddPac Tehonology

Model : AP-PSB4000_G2

HW Version: 1.0

SIW Version © 8.50.031

Smart Web Version : .41.0.3
Smart Web Build - Feb 7 2020
Netwiork  Static 172.17.207.40
Mac Address: 0002.a4ff feb4

Choose the basic language to
be applied. English is set at
default

AddPac

www.addpac.com
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System : Network Se

Smart Web Manager

[ Network Setup

* Language
* Network Setup
* System Time

* NTF

Ba:

ic

* PSB

= Schedule

* Schedule Template
* Day Template

Advanced )

* Service

* Filtering

Miscellaneous )
« Ping

 static IP

WAN Link Control &

MAC(Hardware)
Address

« Appl

IPAddress  [172.17.207.40 ABCD
Network Mask 255.255.0.0 ABCD
Default Router|172.17.1.1 ABCD
DNS Server
[ secondaryDNS Server

Speed © 100
- manual

Duplex O tull

@AddPac Tehonology , all rights reserved.

half

AddPac Tehonology

Model : AP-PSB4000_G2

HIW Version - 1.0

S/W Version - 8.50.031

Smart Web Version - 8.41.0.3
Smart Web Build - Feb 7 2020
Network - Static 172.17.207 40
Mac Address: 0002.adff.febd

This command sets up WAN
port. The static IP address is to
be assigned from the service
provider and you can enter the
assinged IP address. For DHCP
and PPPOE, the IP address of
the device can be changed
MAC Address change can be
used only vihen necessary . ftis
recommended to use the
address created by the user not
the address of the device

AddPac

www.addpac.com
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System : System Tim

Smart Web Manager

1 System Time

- Language

* Network Setup System Time
« System Time

- NTR Time Zone
Basic

= Schedule

* Schedule Template
* Day Tempiate

Advanced )

= Service

* Fitering

Miscellaneous )

« Fing

[ 1 Jmontn

Neme[  JHour[+ v[0 v|Min[0 v](Time zone name and offset from GMT)

(©AddPac Tenonology , all rights reserved.

AddPac Tehonology

Model : AP-PSB4000_G2
HAW Version : 1.0

SIW Veersion - 8.50.031

Smart Web Version - 8.41.0.3
Smart Web Build : Feb 7 2020
Network - Static 172.17.207 40
Mac Address: 0002.a4ff.feb4

AddPac

www.addpac.com
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System : NTP

Smart Web Manager

EZZNE) | NTP [ nomaon ]

- Language

AddPac Tehonology
- Network Seiup Model : AP-PSBA000_G2
! HW Version : 1.0
System Time S Version - 8.50.031
* NTP Primary Server [ | (Domain Name or IP Address) Smart Web Version - 8.41.0.3
Smart Web Build - Feb 7 2020
Basic NTP Secondary Server [ |(DomainName or IP Address) Network - Static 172.17.207.40
Mac Address: 0002 adf febd
- FsB Interval [ |~z hours)
* Schedule
* Schedule Template Hours Offset [ - 1-23~23 hours) : (0~60 minute)
+ Day Template Set up Time Saver of Gateway
Advanced (-}
D
« Service
* Filtering
Miscellaneous )
« Fing

Addh‘ www.addpac.com



Basic : PSB Setup

Smart Web Manager

ETTEEY | PSB Setup T
- Language

AddPac Tenonology
* Network Sefup Fort Description Operation Current State New State Schedule m“:e"l AP—Psfaﬂunn,ez
ersion - 1.
« System Time
. 7 [ ] off off v [— ] S Version - £.50.031
- NTP .
Smart Web Version - 8.41.0.3
2 [ ] off [—] Smart Web Build - Feb 7 2020
3 o o = Network - Static 172.17.207.40
l l = Mac Address: 0002 a4fffsbd
T 4+ [ | of v =
* Schedule
« Schedule Template

* Day Template « Appl
Advanced e

* Service

* Filtering

Miscellaneous o
* Fing

Addh‘ www.addpac.com
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Basic : Schedule

Smart Web Manager @ .

AddPac

www.addpac.com

| Schedule :

* Langusge

et [ 7] Seeet

+ system Tme

<P Name ——

Default State. =2l

Basic [-}

reaon Ererre -

+ Schedule Tampiate 1 v v

+ Day Tampiste 2 ==
: = =l

Advanced (-} a

e ; = =

: e = ==l

=D ’ =

- B =4 =1
° = =l
o =] =1
" = ==l
2 = =7
e =l ==
" = (=4l
s = =3
@ =] ==
” = =3
® = =3
o =] ==
2 = =3
2 = =3
2 =™ =7
2 = =7
i =71 [=—xa]
2 =™ =7
Ed = =7
= =l ==
2 = =3
» = =3
o =] ==
3 = =3
= = =3

sPe Tehensingy
Modsl - AP-PSE4000_G2
HW Version - 1.0

W Varsion : £.50.031
Smart Wab Version: 8.41.0.3
Smart Wab Buld - Feb 72020
Nefwork - Static 172.17.207.40
Mao Aderess: 0002 2afifasd

15



Basic : Schedule Te

Smart Web Manager
| Schedule Template :
« Language AddPac Tehonology
= Network Setup [ 7] select m\je\‘/ AP—PS?ZDOUJ}z
- e — S 2500
° TP Smart Web Version - £.41.0.3
Smart Web Build - Feb 7 2020
Day Template
Basic v Teme = Network - Static 172.17.207.40
Mac Address: 0002 347 febd
- psB ‘Week Sun | Mon' | Tue | wed | Thul | Fri| sat |
* Schedule

SIS

- Day Template

Advanced o L

- Senice
* Fitering
Miscellaneous o
- Ping

‘®AddPac Tehonology , all rights reserved.
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Basic : Day Template

Smart Web Manager

| Day Template :

* Language
* Network Setup

+ System Time

AddPac Tehonology
Model : AP-PSB4000_G2

HAW Version : 1.0

S/W Version - £50.031

Smart Web Version : 8.41.0.3
Smart Web Build - Feb 7 2020
Network : Static 172.17.207.40
MMac Address: 0002241 febd

[—— 7] select

Week Sun' ) Mon ! Tue | Wed | Thu | Fri Satl |
Basic
= PSB
- Schedule Month 1 2 3 4 5 6 7
= Schedule Template 1 o o o (=] (=] [m] [m}
* Day Template 2 =] o o (=] =] (=] (=]
3 @ (=] (=] (=] (=] (=] (=]
Advanced °
4 E B @B B B B8 @
* Service
5 (5] (m] (m] (m] 2 (=] (=]
* Filtering
6 o o o o o (3] O
Miscellaneous ) 7 @ [m] [m] 2 (=] @ @
« Ping 8 @ [m] [m] 2 (=] @ @
9 O o o o [m] (=] (=]
10 O o o o [m] (=] (=]
1 @ (=] (=] (=] (=] (=] (=]
12 o o o o o o o

(©AddPac Tenonology , all nights reserved.

AddPac
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17



Advanced : Service

mart Web Manager

| service

* Language
* Network Sefup
* System Time

* NTP

Ba:

ic

- FSB
* Schedule

* Schedule Template
* Day Template

Applicaton Services @

Ad d

= Service

= Filtering

Miscellaneous e
* Ping

¢l Enable Telnet

¥ Enable SSH

I Enable HTTP

¥ Enable FTP

Server Port

Server Port

Server Port

Control Port
Data Port

default 23, 1-66535)

default 22, 1-65535)

(default 80, 1-65535)

default 21, 1-65535)
default 20, 1-65535)

(©AddPac Tehonology , all rights reserved.

AddPac Tehonology

Model : AP-PSB4000_G2
HAW Version : 1.0

SIW Version - 8.50.031

Smart Web Version : 8.41.0.3
Smart Web Build - Feb 7 2020
Network - Static 172.17.207 40
Mac Address: 0002.34f.febd

Enable or disable Telnet, HTTP,
FTP and specify the acess port
and Call Hold/ Transfer and
Timer

AddPac

www.addpac.com




Advanced : Filtering

Smart Web Manager

I Filtero

* Language AddFac Tehonology
Wodel : AP-PSB4000_G2

- etnork Sefup FTP Filter HW Version : 1.0

- System Time S Version : 850.031

« NTP Netuork Addr Network Mask Control Smart Web Version - 8.41.0.3
Smart e Build : Feb 7 2020

Basi | | ) Network  Static 172.17.207.40

Mac Address: 0002.a4ff febd

- PsB

HTTP Filter
B
scription
* Senedule Template Network Addr Network Mask Control

* Day Template For FTP, HTTF: Telnet, set up

s
Advanced o)
Telnet/SSH Filter
* Service
* Filtering
Network Addr Network Mask Control
Micolmaovs @ [ [—
* Ping

Addh‘ www.addpac.com



Miscellaneous : Ping

Smart Web Manager

[EZZ3) | Ping:

+ Language
* Network Setup
* System Time

* NTP

Ba:

ic

* PSB

* Schedule

* Schedule Template
* Day Template

Advanced e

* Service

* Filtering

Miscellaneous °
« Ping

Host address.

Start

@AddPac Tenonology , all rights reserved.

AddPac Tehonology
WModel - AP-PSB4000_G2

HAW Version : 1.0

SN Version - 8.50.031

Smart Web Version : 8.41.0.3
Smart Web Build - Feb 7 2020
Network : Static 172.17.207.40
Mac Address: 0002.a4fi.febd

Verify the outgoing Ping to the
outside from the device by
entering IP address and URL
Verify network status of the
Tocation in where the ferminal is
Iocated

AddPac

www.addpac.com
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AddPac

Thank you!

AddPac Technology Co., Ltd.

Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com

www.addpac.com
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