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SIP Register

AP-VACS50 Register to 3CX IP-PBX
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SIP Message Flow (Videc
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SIP Message Flow (Videc
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SIP Message Flow (\Voice

Door Open by Terminal — SNOM IP Phone

— -

Door Open
\ By Push Numeric Key

Asterisk Free-PBX

1
1. Visitor Call to Attendant
Invite
Invite
100 Trying
100 Trying
180 Ringing
180 Ringi
nong 200 OK
200 OK —
2. Talk to Visitor and Push
Door Open Key (Numeric Key,
Pre Assignment)
INFO(Door Open)
- INFO(Door Open)
200 OK
200 OK
3. Save the Event to Local Database

AddPac www.addpac.com



Smart Door Phone
(Android App.)
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AP-SAD100 Overview

* It supports receiving a video call from door side video
door phone by visitor.

* It supports opening the door optionally with password.

It supports making a video call to door side video door
phone to see door side.

It supports unidirectional video stream from door phone
or bidirectional video stream to door phone optionally.

It supports standard based SIP signaling protocol.

* It supports below voice and video codecs
- Voice Codec : G.711ulaw/alaw, G.726
- Video Codec : H.264, H.263. MPEG4
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AP-SAD100 Network Ser
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SIP Register

Smart Door Phone Application Register to AP

-
/7

— - —

AddPac

10/100M

—— - ——

[ ———

Application \\ N AP-VAC200 [Ethernet]/ P DACS \\

| ‘ |

I : I

| | |

[} BBt ! -

‘ | ! |

Smart Door Phone | ! AP-ACS1000 I

For android I ! (Door Access Control Server) |

/ ! /

—————————— / \ S o e - - o o o o - /
REGISTER
B OPTIONS
Allow : INVITE, ACK, OPTIONS, BYE, REFER, SUBSCRIBE, NOTIFY, INFO, PUBLISH

200 OK

200 OK

www.addpac.com

11



SIP Video Call Flow

Door Open Flow
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Smart Door Phone App.

Main screen (portrait)
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Smart Door Phone App.

Main screen (landscape)

Visitor
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Smart Door Phone App.

Main screen (open the door)

Door Open Message

@ F al1ens 281116

Password

Password is incorrect

[ Optionally Press Password

_/

www.addpac.com 15




Smart Door Phone App.
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AddPac

Thank you!

AddPac Technology Co., Ltd.

Tech. Solution

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-malil ts@addpac.com
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