
AP-LMS1001TM

1-Port Analog/VoIP Land to Mobile 
Station Gatewayy
High Performance LMS(Land to Mobile Station) Gateway Solution

LMS Gateway Function OverviewLMS Gateway Function Overview

AddPac Technology

2012 Sales and Marketing

www.addpac.com

2012, Sales and Marketing



Contents

• FXS to Mobile Outbound Call• FXS to Mobile Outbound Call
• Mobile to FXS Inbound Call
• VoIP to Mobile Outbound CallVoIP to Mobile Outbound Call
• Mobile to VoIP Inbound Call
• Bluetooth InformationBluetooth Information
• Radius Server Interoperability

www.addpac.com 2



FXS to Mobile Outbound Call 
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Outbound Call (1 Stage) 
: Making call to mobile phone from analog phone connected to FXS directly.

Outbound Call (2 Stage)
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: Making call to mobile phone from analog phone connected to FXS after hearing of 2nd dial tone from LMS Gateway



Mobile to FXS Inbound Call
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Inbound Call (1 Stage) 
: Making call to analog phone connected to FXS directly

Inbound Call (2 Stage)
: Making call to analog phone connected to FXS after hearing of 2nd dial tone from LMS Gateway
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: Making call to analog phone connected to FXS after hearing of 2nd dial tone from LMS Gateway



VoIP to Mobile Outbound CallVoIP to Mobile Outbound Call
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Outbound Call (1 Stage) 
: Making call to mobile phone from analog phone connected to VoIP gateway  or IP Phone directly

Outbound Call (2 Stage)
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Outbound Call (2 Stage)
: Making call to mobile phone from IP phone in VoIP network after hearing of 2nd dial tone from LMS Gateway



Mobile to VoIP Inbound Call
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Inbound Call (1 Stage)
: Making call to IP phone in VoIP network  directly

Inbound Call (2 Stage)
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Inbound Call (2 Stage)
: Making call to IP phone in VoIP network after hearing of 2nd dial tone from LMS Gateway



Bluetooth InformationBluetooth Information

Bluetooth InformationBluetooth Information
Bluetooth Pairing And Connection

* Scan for devices 
Bluetooth Status And Control

* Paired Device Name
* Device Status 
* Connect Control
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Radius Server Interoperabilityp y
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Radius Server Interoperability
: When billing system is required, Mobile gateway supports radius server interoperability
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LMS Gateway SeriesLMS Gateway Series
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