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Smart VTO OverviewSmart VTO Overview

What`s VTO Manger (Web based VoIP Traffic Optimizer Manager)

•Simple Menu and Easy Configuration
•Server and Client Service Architecture for VTO Managing
•Provides VTO Server and VTO Client Management Service 
•Provides Supervisor Mode for Administration
•Provides User Mode for Each Customer•Provides User Mode for Each Customer
•Diagnostic tool to analyze SIP Call flow, current status and problems 
for VTO Server and Client 
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System Requirement
VTO Manager Server

System Requirement

• OS : CentOs 6.5

• CPU :  Quad-Core 2.0 GHz / 1333MHz FSB 2x4 MB cache

Ph i l M 4 GB• Physical Memory : 4 GB

• HDD : 300 G

PHP 5 5 7• PHP 5.5.7

• Apache 2.2.15

• Database : PostgreSQL 9 2 3• Database : PostgreSQL 9.2.3

VTO Manager Client
• Internet Explorer 9.0 or higher

• Google Chrome 5.0 or higher
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• Firefox 2.0 or higher



Network Diagram
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M t f Ad i i t tManagement for Administrator 
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Login Page for AdministratorLogin Page for Administrator
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System Status Viewy

show the  system  events to 
acknolwege.

show call summary in 24 
hours & active calls

show overall VTO server status such asshow overall VTO server status such as 
service status, call summary, active call 
and  network bandwidth  usage  per VTO 
server
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Customer Managementg

search customer with various 
filter  condition

show cutomer's current service status, expiration 
date and call capacitydate and call capacity

Administrator  can adjust customer's expiration 
date or  service package and temporarily hold  or 
resume the service
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Customer Management ( cont'd )g ( )

specify the VTO server  & port to service 
which is related to a Origination ( softswitch )

set the customer service limit  for call  and 
VTO client 

If no access list is specifed,  customer can 
access VTO manager  from anywhere.

If you specify access list, access  can be 
allowed  from the specified IP and 
elsewhere are denied
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elsewhere are denied.



VTO Server Managementg

show VTO server information  and service status
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VTO Server Managementg

specif the VTO ser er's model hich has aspecify the VTO server's model which has a 
max call capacity

choose the IP type for this VTO server tochoose the IP type for this VTO server  to 
service. 

If static IP type selected, then you can specify 
two  public IP address and one  managing IP 
address.

If Dynamic IP type selected, then you can 
specify the Proxy server.

set the limit of network bandwidth for call.
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VTO maximum call  is automatically set to 
minimum value between the maximum 
bandwidth and the model's maximum call 
capacity.



Proxy Server Managementy g

show VTO proxy servers which are used for the VTO 
server configuration with IP type "dynamic IP"g yp y
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CDR View

call history through search filter condition  which includes  a 
calling number, called number and duration information.
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CDR Statistics

show CDR statistics such as ASR ACD total calls andshow CDR statistics such as ASR, ACD, total calls and 
success calls between start datetime and  end datetime in 
hourly basis.
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Active Calls Monitoringg

monitor current active calls in progress with calling and p g g
called party information and can drop the call if 
necessary.
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VTO Client Status Monitoringg

show VTO client and VTO server current status 
with network bandwidth information
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Event Historyy

show  the system event with level and category 
and also acknowledge each event.
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M t f C tManagement for Customer
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Customer Loging
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Main View ( for customer )Main View ( for customer )

show call summary in 24 
hours & active calls

show overall VTO client status such asshow overall VTO client status such as 
service status, call summary, active call 
and  network bandwidth  usage  per VTO 
client

display active calls of each VTO client in 
bar chart for this logged in customer
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bar chart for this logged in customer.



My ProfileMy Profile

show  the customer general 
information and caninformation and  can 
change some fields. If no access list is specifed,  customer can 

access VTO manager  from anywhere.

If you specify access list, access  can be 
allowed  from the specified IP and 
elsewhere are denied

show  current service value 

elsewhere are denied.
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for this customer .



Origination ManagementOrigination Management

show  the origination  list to use for this customer and 
origination means softswitch  which connects calls from
one phone line to another .
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Termination ManagementTermination Management

show  the terminations  such  as VOIP gateway  and  can configure each 
termination  as ip address, signaling port  field and limit the  maximum 
call capacity.
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VTO Client ManagementVTO Client Management

show the VTO clients which binds to one or more "Terminations"show  the VTO clients which binds to one or more Terminations . 
In  other  words  each "Termination"  have a VTO client.
Each VTO client should have a unique MAC address.
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DialPlan ManagementDialPlan Management

show  the one or more dialplan with  dial pattern,  digits to delete and  prefix 
to add and also each dialplan have a priority and  routes to the specified 
terminationtermination.

each dialplan can be  temporarily suspended or reactivated 
if necessary . 
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CDR View ( for Customer )CDR View ( for Customer )

call history through search filter condition  which includes  a 
calling number, called number and duration information.
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CDR Statistics ( for Customer )CDR Statistics ( for Customer )
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Active Calls Monitoring ( for Customer )Active Calls Monitoring ( for Customer )

monitor current active calls in progress with calling and 
called party information and can drop the call if 
necessary.
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VTO Client Status Monitoring ( for Customer )VTO Client Status Monitoring ( for Customer )

show VTO client and VTO server current statusshow VTO client and VTO server current status 
with network bandwidth information for this 
customer.
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