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Product Overview
AP-VP280G Gigabit Ethernet IP Video Phone

IP b d Vid Ph S l ti• IP based Video Phone Solution
• High-Quality Video, Audio, and Voice Service
• High Performance Programmable Video DSP g g
• Video Telephony and Videoconferencing Service Features
• H.323 and SIP Dual VoIP Signaling Protocols
• H 264/H 263/MPEG4 Video Codec Support• H.264/H.263/MPEG4 Video Codec Support 
• Two(2) 10/100/1000Mbps Gigabit Ethernet 
• HDMI Output Interface for External HDTV Display 
• Various Call Scenario Support 
• Call Status Monitoring Support 
• XML Browser Support• XML Browser Support 
• Firmware Upgradeable Architecture
• Video Solution with Outstanding Network Service Capability

www.addpac.com 6

• Audio/Video Privacy Protection



Hardware Specificationp

• High-end Programmable DSP Hardware Architecture

AP-VP280G Gigabit Ethernet  IP Video Phone
High-end

DSP
High end Programmable DSP Hardware Architecture 

• Video Input Interface
– RCA Video Input

• Video Output Interface• Video Output Interface
– RCA Video Output, HDMI Video Output

• High quality Audio and Voice Interface
Stereo Audio Input & Output Connector– Stereo Audio Input & Output Connector

• Network Interface
– Two(2) 10/100/1000Mbps Gigabit Ethernet 
– One(1) RS-232C Console Touch Screen– One(1) RS-232C Console
– One(1) USB Interface 

• PSTN Interface
– One(1) FXO(RJ11) interface (Option)

Touch Screen

– One(1) FXO(RJ11) interface (Option)
• Power Supply 

– External Power Adaptor 
PoE (Power over Ethernet) : Option

www.addpac.com 7

– PoE (Power over Ethernet) : Option



Hardware Specificationp
AP-VP280G Gigabit Ethernet IP Video Phone

High-end

DSP

Video Camera 

Call Indication LAMP

7inch LCD with Touch Screen

Dial  & Function & Menu Keys
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Hardware Specificationp
AP-VP280G Gigabit Ethernet IP Video Phone

High-end

DSP

USB Interface

Power Switch Power Input RJ45 
RS232C Port

HDMI Video Out(Option)
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Two(2) 10/100/1000Mbps 
Gigabit LAN Port 3.5mm Audio In/Out Port

Composite RCA Video In/out



Hardware Specificationp
AP-VP280G Gigabit Ethernet  IP Video Phone

High-end

DSP

HDMI Video Out

Full HD Monitor
(Option)
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Application Diagrampp g
AP-VP280G Gigabit Ethernet  IP Video Phone
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AP-ACS1000
Access Control Server (Call Manager + Door Access Control)
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