B AP100™
. 1-Port VolP Gateway

High Performance VolP Gateway Solution

Smart Web based Easy Setup

AddPac

AddPac Technology

2006, Sales and Marketing

www.addpac.com



Content

* Intro.

* Network Setup

* VoIP Parameter Configuration

« SIP Parameter Configuration

« H.323 Parameter Configuration

« MGCP Parameter Configuration

« System Information

« Application Service Configuration (NTP, STUN, etc)
* Auto Upgrade

AddPac www.addpac.com



AddPac

A AP100_G2 Smart Management System - Microsoft Internet Explorer
orip) BEE) 2210V SHFEAA D =sEH

@ - © ¥ A& Pzu Jeerz @uin @ - & - )8

2200 @] http://172,16,8.100 v Bos == >

AddPac < ' B B | <z & VoiceFinder AP100

{;l System
Q'._ Metwork
” Speed Dial
B vop

B sp

‘B Macp

B Hoa

& Service

n: Auto Upgrade

“’ Status

AP100 VoIP Gateway

© ADDPAC TECHNOLOGY 2006, ALL RISHT IS RESERVED.

& 28 © 2E

www.addpac.com



Network Setup

2} AP100_G2 Smart Management System - Microsoft Internet Explorer |Z||E||Z|
m(Fy WEE) 2N EAFAA BRI ESEH) o~
Q-0 REAG P frow @un @ 3-% @13
= £(0) | @] htt://172.16{F) v Buos @z >
AddPac ¢ | . £ ® | <x & VoiceFinder AP100
'{;l System 2
!'l_ Network WAN Setup
" Speed Dial -
B varr P dcress ABCD
® s Network Mask AB.CD
‘& mace ® (Static > |Defautt Router [172161.1  |AB.CD
f _.33.151-2 Primary DNS Server
& H.323 OMNS Server mary =
% Service [ |secondaryDNS Server
™ auto Upgrade [ Usemame | |
% status Password | |
PPPOE O none (Mo Authentication)
@) A
(ADSL) Authentication © PAP (PPP Autherttication Protocol
CHAPIChallenge Handshake
Authentication Protocol) J
Service Narme | |
; DHCP O Enable Auto Renew
Maximum renew time | | (in seconds)
MACIHardware) Address (00 Hoa Hi1 i1 |-23 Haz |
LAN Setup
[® Mone
|~ [Rridne o]
& ® IS

Addec www.addpac.com



VolP Parameter Confic

AddPac

AP1D0_G2 Smart Management Sysiem -
or(E) BEE) 2V SHFRDNA E4HI) ZSE(H)

crosoft Internet Explorer

Q- © ¥ [@ @ Pzu Jrer @uun @ - L) &S

=400 & ritpi//172.16.3,100

v|Bos ==

'{;l System
4& Network VolP
* Speed Dial

@

® SIP(Session Initiation Protocol

B sip

O MGCP{Media Gateway Caontrol Protocol)

O H.3230TU H.323 Protocol)

B mece
& Hax

& Service

n;' Auto Upgrade

0 Status

Phone number

Preferred voice codec

Enable Call waiting

DThF Relay mode

Fax Mode

Fax Rate(bps)

) | (E. 164 number)

[ 27231183 G723.1 Codec TypelB 3 kops) |
| 9729 G729 Codec Type(B kbps) v|
| g7l lulaw: G711 u-law Codec Type(6d khps) v|
[9711alaw: G711 a-law Codec Type(6d khps) +|
O No @ Yes

O Default(inband)

O via RTP(RFC2833)

O via Signal{out-of-band)

O wia H.245 alphnumeric(H. 323 only)

@ Duallboth RTP & Signal)

O T.38 O inband T.38 & bypass

© 9800 © 2400 O 4800 (O 7200
© 12000 © 14400 @& disable

DDFAC TECHNOLOGY 2006, ALL RIGHT IS RESERVED.

@ hitp /172, 16,8, 100/exec/configure/voip/cormmon

® 2IE

www.addpac.com




SIP Protocol Configur

) AP100_G2 Smart Management System - Microsoft Internet Explorer
SHEIA)

DRl MEE

E2IIV

=320

SEE(H)

(=13

[

Q- © ¥ A Pza Jezrzy @uin & - 2 -] 3%

7200 [ htp://172,16,8,100

v Bos 2>

AddPac

rél System
i.'i_ Network
. Speed Dial
B volp

& sp

‘& Mecp

& .33

& Service

nf Auto Upgrade

0 Status

L

SIP

Primary SIP Server

Secondary SIP Server sip.addpac. com

SIP Lsername
SIP Password

Registration

Local Domain name |

Set Username

Set Local Hostname

Use DNS SRV
Register Expiration
Local SIP port
Min-SE

Session Expiration

W VoiceFinder AP100

17216240 | (P address or domain name)

|(\P address or domain name)

sip. addpac, com | (SIP userpart of authentication)

O Yes ® Mo

‘ (SIP password string)

| (SIP userpart of authentication)
® No O Yes (Use username as Phone number)

® Mo O Yez (Usze Local hostname as Domain name)
® No O Yes

(in seconds, default 60, between 10 to 86400}
(default 5060, between 1 1o B5535)

(in seconds, default 1800, between 10 to §6400)
(in seconds, default 1800, between 10 to §6400)

© ADDFAC TECHNOLOGY 2006, ALL RIGHT 1S RESERVED.

o 2ED

www.addpac.com




H.323 Protocol Confic

23 AP100_G2 Smart Management System - Microsoft Internet Explorer

OHHE) ME(E

Rl

SAFRNA D ST

Q7= - © ¥ [ & Lzu Jrexey @uoin € - NE

B

i

400 (] htpi//172,16.65,100

M= LR

AddPac ¢ | 2 E B | < & VoiceFinder AP100
'{‘é! System
!‘Q Network H.323
~ Speed Dial
:a VoIP Primary Gatekeeper ‘gkl.addpac‘com |(|p address or domain name)
B sip 22?;”;;;& \gk2.addpac.com | (P address or domain name)
"8 MGCP H.3231D \voip‘l?Z.lE.B.lDD |(H.323 |dentifier string)
"8 H.323 H.323 Password ‘n-un-ununnn | (H.323 pasaword string)
% Service H.323 Technical \ | ([0-9#+] gatekeeper registered
H;_ Auto Upgrade Prefix prefix)
& Status Registration O Yes ® No
Local H.323 port (defaLlt 1720, between 1 to 65535)
H.323 RAS port (fixed the RAS source port, between 1 to 65535)
Register Expiration (in seconds, default 80, between 10 to 86400)
H.323 Call start mode ® Fast O Slow O Prefered slow
H.323 Tunnel mode @ Enable © Disable
Keep Registration @ Mo O Yez [(Keep Regiztration on rejected gakekeeper)
&z © DIEL

www.addpac.com




MGCP Protocol Confic

APIDOD_G2 Smart Management System - Microsoft Internet Explorer

MhiFy HEE

HI(W

Q- O HEG P

EAFNA) 2D

SeErsn @uon @ (3 - L) B

SEEH

Z-H0) (@] hito /172,168,100

{;‘ System
48 Network

133

Speed Dial

‘B vop
‘B sip

‘& Mecp
‘B n.33
h Service

l'l: Auto Upgrade

&7/ Status

MGCP

CICI
(defautt 070, set local name of endpoint)
Endpoint Domain narme AP 100

Endpoint Local name

|(IP address or domain name)

Primary Call agent [mgcp.addpac.com

|(IP address or domain name)

Secondary Call agent
MGCP Enable
Restart Delay

|mcgp2.addpac.com\
O ez @ Mo

[0 ] tdefautt 0, between 0o 20)

(if "“ves", it forced toplay local ringback tone
toner)

® Default(inband)

O via RTRP(RFC2833)

O via Signallout-of-band)
O Duallboth RTP & Signal)

|(IP addrass or domain name:)

Local Lingback tone

ollew ® No O Yes

DTrF Relay mode

(@ ADDPAC TECHHOLOGY 2006, ALL RIGHT IS RESERVED.

& 2

& 2IED

AddPac

www.addpac.com



System Information

AddPac

} AP1DD_G2 Smart Management System - Microsoft Internet Explorer :HEHZ\
M BEE 22108 SAEIA EHD SE(H) a
Q- O KEG P o @ @ 3% m-)3
= (00 [&] htipy//172,16.6,100 v Bous =z
AddPac ¢ ' B B | < & VoiceFinder AP100
= -~
€0 sysiem =
“& Network System Information
** Speed Dial )
) APOS(tn) Kernel version B.28p1
8 VolP Copyright {c) 1999-2006 AddPac Technology Co., Ltd.
B sip AP100 upt ime is O days 02:24:34
. AP100 current time is Fri Jan 27 14:14:07 2006
g MGCP Systen image file s "flash:/ap100_92.bin"
g H.323 AP100_G2 System software Revision 8.28p1
& Servi Released at Mon Now 28 14:10:00 2005
ervice Pragram is 1847104 bytes. checksun |5 Oxecfedds
(2P
G el 32BIT RISC Processor With 125MHz Clock
|6 Mbytes System Memory.
Y satus 512 Kbytes Svstem Boot Flash Memory
4 Mbytes System Flash Memory
Real-Time Clock Device with EEPROM
I R5232 Serial Console Interface
2 Ethernet/IEEE B02.3 Interface (100BaseTi)
Board Rev 1, Hardware Type 0O
Maximum number of mbufs is 384, 318 mbuf is free.
Swystem CPU utilize is 11 percent.
Heap Memory is 16354 kbytes. 14869 kbves is used, free is 1815 kbvtes.
Configure Username
|Username Password | Access Level |Control
|root eraasan ‘ administrator | delete 1
|guest ‘none ‘ user | delete
|yslee eraasan ‘ operatar | delete
| Arin A [P | mrerAthr | elate | ™
) ADDPAC TECHNOLOGY 2006, ALL RIGHT IS RESERVED.
£ze ® SIE

www.addpac.com




Application Service C

3 AP100_GZ Smart Management System - Microsoft Internet Explorer
OHE(R) MEE) 22 SHENA XD CZSH

Q5= - © [¥ Bl @ Lzu desxzn @uon & 2 2 - L) B

=400 @] http://172.16,8,100 v Bos @z >
AddPac ¢ | 2 E ® | ic & VoiceFinder AP100
@! System
& Network Application Service
" Speed Dial
& v Enable Telnet Server Port [23 | (default 23, 1-65535)
B sp Enable HTTP  Server Port[80 | (defautt 80, 1-65535)
A mecp Enable FTP  Server Port[21 | (defautt 21, 1-65535)
& 323 Enable SNMP Server Port[181 | (defautt 161, 1-65535)
© service Enable Syslog
(253
7 Auto Upgrade Log [logger.addpac.com | 514 | Primary Log Server address and Port
&/ Status Server  (default 514
Log | Il | Secondary Log Server address and Port

Server (default 514)

Log Level

Enable NTP

NTP Server ntpl.addpac.com| Il | Primary NTP Server address and Port
NTP Server | i | secondary NTP Server address and Port
TIME Zone | i | Primary NTP Server address and Port

Interval [ | NTP time resynchronize interval, in hour, default 24 hours

[ Enable STUN

STUN Server | |[3478 | STUN Server address and Port (default
3478)
&2z ® oIEY

Addec www.addpac.com



Auto Upgrade Configu

<} AP100_G2Z Smart Management System - Microsoft Internet Explorer

CEX
MYE BE 2 SHRNE EUD EE2TH) &
Q- © ¥ A Pzu ez @uon @ - o - L) 38
= (00 [&] httoi//172.16,8,100 v|Bos 2>

AddPac ¢

{;l System

48 Network

* Speed Dial

Auto Upgrade

VoiceFinder AP100

:8 VoIP URL |httpiffdownlaad.apos.addpac.cum |(aut0 Upgrade server URL)
W sip Login [root | toptional)
‘S MacP Password  |sssessssess | toptional)
B Hoazs Server Port (HTTP server port, default 30)
. Success |1 Days |0 Minutes
& Service Interval - | |M- " | |
Bs Auto Upgrade £l D INLTES
" AUto Reboo reboot systemn when upgrade is finished)
' Status
& s @ 2E

www.addpac.com

11




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


