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OverviewOverview

• Motion Sensor Interworking Service for VideoMotion Sensor Interworking Service for Video 
Monitoring Service 

• Video Door Phone Side : External Motion Sensor
• PC Side : Smart Video Controller Software and MS-

window based Video Decoder Program such as VLC, 
etcetc

• RTSP(Real Time Streaming Protocol) Protocol 
Supportpp

• Multiple Video Decoder  & Displayer Controlling
• Application Aware Motion Detection Algorithm 
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Smart Video Controller OverviewSmart Video Controller Overview

• Smart Video Controller FeaturesSmart Video Controller Features
– MS Window based Program : XP, Vista, Window7 support
– Video: MS Window Program, PC based Video Decoder & 

Displa erDisplayer 
– RTSP(Real Time Streaming Protocol) Protocol Support
– Multiple Video Displayer Controllingy g
– Video Monitoring Service using external motion sensor  

I. VAC50 Video Monitoring with VLC Player
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Video Monitoring Service Diagram
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Video Monitoring Service Scenariog
: AP-VAC50 Video Monitoring with VLC
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Video Monitoring Service RTSP Call Flowg
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Smart Video Controller Configurationg
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[Fig re 1][Figure 1]
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Smart Video Controller Configurationg
(Cont.)
Smart Video Controller Program Setupg p

VLC Media Player Program must be pre-installed before Smart Video Controller program setup procedure.

(VLC Player is MS window software that support RTSP based Video Decoder & Display service

URL for 
download(VLC 
Media Player)

VLC Media 
Player Path

[Figure 2]
[Figure 1]

VLC Media Player Install Shield

VLC Program Download URL

[Figure 2]
Smart Video Controller Install Progress
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[Figure 3]
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