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Product Overview
AP-SAV100 Analog Voice Intercom IP C

* Analog-to- IP Video Gateway Solution for Analog Door Phone
o 1-Port FXS VolP Gateway Interface Support

« SIP/H.323 Dual Stack VolP Signaling Protocol

« DTMF Tone Relay to FXS Port (SIP/Network Cause Value)

» High-performance Voice Codec Support
— G.723.1, G.729.A, G.726, G.711, etc

» High Performance RISC Programmable Architecture

 Two(2) 10/100Mbps Fast Ethernet

» High Performance LAN-to-iP Routing Capabiiity

» Powerful Network Protocols (PPPoE, DHCP, Static Routing, etc)
* Firmware Upgradeable Architecture

 Smart Web based Management

» Light and Compact Design with External Power Supply
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Hardware Specification
AP-SAV100 Analog Voice Intercom IP Gate

 RISC Microprocessor Computing Power
e 1-Port FXS Analog VolP Interface

* Network Interface
- Two(2) 10/100Mbps Fast Ethernet (RJ45)

 Run LED, LAN LED, Port LEDs
« External Power Supply
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Hardware Specification
AP-SAV100 Analog Voice Intercom IP Gate

Analog Voice Intercom IP Gateway Service Diagram
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Standard Application
AP-SAV100 Analog Voice Intercom IP Gate

o e o o o

————— --—- -—-- Attendant - -
’d ~ 7 ~
/ \ & / \
I i FXS Port 1 LAN. WAN | |
1 s e |
I l 10/100M .
I — (= \ I
| [Ethernet] | @
1 [ I Smart Door Phone
Legacy 1 For android
I . |
Analog Door Phone Analog Voice Gateway Call Manager |
AP-SAV100 J \ (N0.2000)
M . e e e e e e e e L _7 N e L _____ _7
ISP
i AP-SAV10 Call Application
FXS interface Database
1. Visitdqr : Call to User Invite >
invite
P 100 Trying
P 100 Trying <
- P 180 Ringing
P 180 Ringing <
< . 200 OK
DTMF Cause P 200 OK - —
_ Value Relay D 2. Talk to Visitor
A , RTP|Session
E INFO 2000@addpac.com < INFO 2000@addpac.com
i ‘ (Request Door Open) (Request Door Open)
; 200 OK .
g 200 OK R

AddPac www.addpac.com 6



DTMF(s) Play Signaling F
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WEB — DTMF Code Cx

AP-SAV100 Analog Voice Intercom IP Ga
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Thank you!

AddPac Technology Co., Ltd.
Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com
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