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Network Diagram
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Smart Web Manager

System Information (Main Screen)

SR NN NN NN NN NN AN NN NN NN NI AN AN NN NN NN NI N ANE NN NN NN NN NN NEN A NN NN NN NN EEEEEEEEEEEEEEy

: ey : . |

;| [EEEE): | System Information Y i ||
: : . 5 AddPac Technology
| Call & Media o HH : : "
. - . = Type: Server-Client

: tH . : 2 DACS: 172.17.208.160(4080)

: Door Access Control :E S ersin Banuer H = DACS Regisiration : Fail

. E g E 5 SIP:172.17.250.251(5060)

HIl Miscellaneous [+] E_

Model : TAS150_G2

HIW Version 10

Service Type Server-Client

- DACS 172.17.208.160 (4080) _,:.....-.-
é' DACS Registration Fail .
g_ SIP 172.17.250.251 (5060) .:
E "’SLP.Eegistration Success = &
Lt e
: ©AddPac Techolagy alightsreserved Provide frequently used tool like
&y K ac System Update, Configuration
o ] Work Space backup, Initialization, Restart,
Main Menu Display the AP-TAS150 system Telnet
For easy system setup, information like as H/W, S/W Version, ;
Provide the various SIP Registration Status, etc Information
Display the Current system
menu and category :
version and status summary

Description
Addh Display the help message if you
c www.addpac.com move mouse over main menu




Smart Web Manager

System - Language

Smart Web Manager
I Configure Language
* Language
« LAN Setup ' Korean
'®) English
* NTPHTP

* System Time

* Display Manager

* Function Key & Apply

* File Browser

Call & Media (+]
Door Access Control @
Miscellaneous (+)

(©AddPac Techology. all rights reserved.

AddPac Technology

Model : TAS150_G2

Type : Server-Client

DACS : 172.17.208.180(4080)
DACS Registration : Fail

SIP - 172.17.250.251(5060)
SIP Registration : Success

Choose the basic language to
be applied. English is set at
default

Configuration Language
Korean, English

Currently we just support two
language only, but we can
Implement some specific
language according to customer
requirement

AddPac

www.addpac.com




Smart Web Manager

System — LAN Setup

Smart Web Manager
I LAN Setup [ wtormation |
* Language et i e - AddPac Technology
« LAN Setup B LAN Setup . Model - TAS150_G2
I e n Type : Server-Client
NIRMIP v:?ﬁr:a_m_e_l’:_._._._._._._li[_%?_._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._._-_-_-_-:' DACS . 172.17.208.180(4080)
* System Time H ~ % DACS Registration - Fail
« Display Manager o IP Address 17217 206.92 |aBCD H SIP: 172 17.250 251(5060)
« Function Key H Network Mask 256526500  |ABCD . SIP Registration - Success
5 @ static P& Default Router 172.17.1.1 ABCD

* File Browser

L Irmayonssensr
: S N .
Call & Media [+] SN NN NN NN NN NN NN NN NN NN NN NN NN NN NN NS NN NN NN NS NN NN NSNS E NN NN NN NSNS ENEEENEEEEEEEEEEEEEEEW < This command sets up LAN

-
- DHCP & : Eon The st::c P e;ddress is to
Door Access Control @ P u e assigned from the service
» 4 provider and you can enter the
1 Dvan oo ] :

- assinged IP address. For
S i mmEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEESEEEEEESEEEEESESEEEEESSSSEEEEESSESEEEESSEEEEEEEEEEEEEEEEEEES v DHCP, the IP address of the
device can be changed. MAC
Address change can be used
only when necessary . It is
recommended to use the
HOSt Nam e address created by the user not

the address of the device

Create a representative name for the site to be installed

Static IP
This is Static IP Mode. Specify the addressed IP from the
service provider

DHCP
This is Dynamic IP mode which is set at default.
The IP can addressed from the external DHCP server.

VLAN
Configure VLAN mode and ID.

Addec www.addpac.com



Smart Web Manager

System — System time

Smart Web Manager

gV EEEEEEE NI NN NN NN EEE NS EEEEE SN EEEE SN EEE NN EEEEE NN EEEE SN EEE NS NEEE NN EEEES NN EEEEE NN EEEEEEEEEEEEEEER

A" System Time

.
.
« Language . = AddPac Technology
. .
. - . - - . - Model : TAS150_G2
+ LAN Set | T . . . . _
: emp »  System Time® | 10 Month| 3 |pay| 2018 |vear| 13 Hour| 56 |Minute| 45 |Second . Type = SererChsnt
NTRAHP O : . N . DACS : 172.17.208.160{4080)
* System Time : Time Zone & Name | |Hour [+ |0 ¥ Min 0 ¥ |(Time zone name and offset from GMT) : DACS Registration : Fail
« Display Manager . = SIP - 172.17.250.251(5080)
. = -
« Function Key g . SIP Registration : Success
. .
* File Browser . Time Format ® 1214 (0 24H .
: : [ Desoription |
. v

" +_ Date Format ) yy.mm.dd “ dd.mm.yy ‘® mm.dd.yy *
Call & Media o e EEE NN NN NN NN NN NN NN NN NN NN NN EEEEEENEEEEEEEEEEEEEEEEENEEEEEESEEEEEEEEEEEEEEEsEsssssssssssmmmmes® Setting the device time
Door Access Control & « Apply
Miscellaneous (+)

System Tlme
.| Current time setting L
semT—” Support DACS(Door Access
Controi Server) Server and
Synchronize

Addec www.addpac.com



Smart Web Manager

System — Display Manager(1)

Smart Web Manager

L
°
e ! T
8y: < Display Manager .
* Language 5 2 AddPac Technology
« LAN Setup = s Model : TAS150_G2
NTPHTP §| “kanauage W English’S arean §9 i imskan W Elc & Apply . Type . Server-Chent
. L]
. . DACS : 172.17.208.160(4080)
* System Time 2 . DACS Registration * Fail
= Display Manager : Menu Entrance Password : SIP - 172 17 260 251(5060)
* Funclion Key % Password H SIP Hegistrabon . Success
N M .
= File Browser . =
", rim s :

*
Call 3 Media [+] .'}'Aﬁ;ﬂf"'"'"'"'"'"'"'"'""""'"'"'"'""""'"'"'"'"'""""'"'"""""""""'""" Setup device Invitation

Message, Fonl, Menu Entrance

Door Access Control & Password
Miscellaneous (4]

Wall Paper
Display Image on Idle Screen , Images are able to set |

Addec www.addpac.com



Smart Web Manager

System — Display Manager(2)

* Simultaneous Call

Door Access Control @

* Service Control

* Indoor Open Control

* User List

* Card List

* Card Registration

* Fingerprint List

* Fingerprint Registration
* Log

Miscellaneous (-]

* Ping
* Device Control
* Service

AddPac

Font & Output Message &
Qe BTN NN NN RN EEEE AR EEEEEAEEEEEEEEEEEEEEEEEEREEEEEEEEREEEEEEEER,,
Fontfile *e,
Re Font File Directory : /home2/fonig/
Rd .
J Name Size Last Modified A
Ll -
. Fl
. ® ManumPen itf 3.3M 2013-Apr-17 14:13:08 1
. .
I
E ® ManumMyeongjoExtraBold ttf 4.5M 2013-Apr-17 14:13:06 I
= I
= .
. (@] ManumMyeongjoBold Hf 4.4M 2013-Apr-17 14:13:03 H
= .
. .
. & ManumMyeongjo it 3.6M 2013-Apr-17 14:13:00 1
. .
= I
. & ManumGothicExtraBold.tif 3.9M 2013-Apr-17 141257 I
= I
= .
. ® ManumGothicBold i 4.0M 2013-Apr-17 14:12:55 o
= .
. .
3 (@] NanumGaothic.tf 410 2013-Apr-17 14:12:52 !
. .
= I
. & ManumBrush.tf 3.5M 2013-Apr-17 14:12:49 I
. '
. .
= I
= | Output Message File E
2 Message File Directory : '/home2ifonts/ »
. .
. Name Size Last Modified s
. .
: ® korean bt 12K 2013-Apr-17 14:12:47 ;
- L
"_ ® english.tet 1.0K 2013-Apr-17 14:12:46 :.
* R4

3
*
‘e

>
*

@ System(English) 0 =

g
g

N e A R A R R R R R R R R R R EE R R R E A EEEEEEEEEEEEEEssEEEEsEsssEssssssEness®s
« Apply

DU N N RN RN T IN

Menu Entrance Password &

Password ®eee Confirm Password « Apply

NN NN NN NN NN NN N NN N NN NN N N N NN NN NN N NN N NN N NN NN NN NN NN NN NN NN NN NN NN NN NN NN NS

omEEEEEE,
®assmamns

www.addpac.com

Font & Output Message
Display Setup for Font /
Massage

Menu Entrance
password

Support Menu Lock
function with Password

@AddPac Techology. all rights reserved. |




Smart Web Manager

Function Key Setting

Smart Web M

| Function Key Setting [ information |

S U NN NN NSNS NN NN NSNS NN NSNS NS NN NSNS NN SN NN NSNS N SN NN NSNS E NN NN SN EEE NN NS EEEEEEEEEEy
* Language +* *, | AddPac
* LAN Setup Function Key *.  Model : TAS150_G2
. i = Type  Server-Client
NTP/HTP . Directory : /home2/funckey/ : DACS : 172 17.208 160(4080)
* System Time o ID Name Select Image Non-select Image Duration(sec.) Order = DACS Registration : Fail
X I b .
Dy Mg P Come o e (o N o B PN
+ Function Key . . SIP Registration - Success
- v -
o ie Leave th ofce o saome v C— :
CRCI Going out induty_selbmp v induty_notbmp v 4
" " .
Call & Media (+] L 4 Back to the office outduty_selbmp v outduty_norbmp ¥ [0 ] % Setting of function key in TAS
. u  device.
g
Door Access Control @ o
A NSNS NN EEE NS E NS SN EEEEEEEEEE SN EEE NS S NSNS NSNS EEEE NSNS N EEE NSNS EEEEEEEEEEEEEEEEEEEEEE

Function Key Setting
Function Key Setting for Time
Attendance Touch Key

Addh‘ www.addpac.com



Smart Web Manager

System — File Browser

Smart Web Manager
L = ==
* Language .“‘ .'.. AddPac Technology
> ® Model : TAS150_G2
* LAN Setup L= =
Index of Root/home2/ o ||| Type  Server cient
NTPHTP > Name Size Type Last Modified R DACS : 172.17.208.160(4080)
* System Time N ~ e DACS Registration : Fail
« Display Manager H __J Parent Directory/ Directory o SIP - 172.17.250.251(5060)
» Function Key : ~ : SIP Registration : Success
+ File Browser = :J backup/ Directory 2015-Jul-23 06:47:35 3
- :
= L _J cfg/ Directory 2018-0Oct-03 13:47:40 =
Call & Media (+] H o Back up / Restore the setting of
= > .
- (] databasel Directory ~ 2015-Jul-23 06:47:35 ' the system software and device
Door Access Control @ "
™ -
—J fonts/ Directory 2015-Aug-27 00:45:43 :
Miscellaneous o . o
/’ funckey/ Directory 2015-Aug-13 01:31:51 :
5 .
__J icon/ Directory 2015-Jun-09 03:30:05 o
~ .
J image/ Directory 2015-Sep-08 10:56:28 :
> .
5 _J libs/ Directory 2015-Jul-23 06:47:35 .
. R :
H __J lost+found/ Directary 2015-Jul-23 06:47:35 o
= :
/ Direct 2018-Oct-03 12:57:15 -
: [ J run irectory :
- ~ .
[ i oy .
. :‘J upload/ Directory 2018-Oct-03 12:57:15 :
K . .
. s ” » o
“ ’J webapps/ Directory 2015-Sep-11 07:21:45 :
* o= O
L | webapps.old/ Directory 2015-Aug-12 08:44:08 ‘.’ =
- .
Ctaa smnnm CELEL T CR ER KR ER R TR L smmnm smnnm annnnt®
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Smart Web Manager

Call & Media — Protocol

Smart Web Manager

I Protocol
® SIP(Session Initiation Protocal)

* Protocel

+ Server SIF o Apply
* SIP Users

* DTMFIGodec

+ Speed Dl

= Group Dial

* VLC Cenfiguration

= Media

* Simultanecus Call

Door Access Control @3

AddFac Technology

Model : TAS150_G2

Type . Server-Chent

DACS : 172.17.208.160(4080)
DACS Registrabion . Fail

SIP 17217250 251(5060)

BIP Heaistration | Success

Configure the settings of the
protocol to be used for Vol
communication

AddPac

www.addpac.com



Smart Web Manager

Call & Med

Smart Web=Mana

Call & Media (-

* Protocol

= Server SIP

* SIP Users

* DTMF/Codec

* Speed Dial

= Group Dial

= VLC Configuration
* Media

* Simultaneous Call

Door Access Control @

AN NN NN NN NN NN NN NN NN NN NN NN NN NN NN NN NN NN NN NEEEEEEEEy,
o

)

la — Server SIP

I,‘SiP (Session Initiation Protocol)

g
&
o*

AddPac Technology

Use SIP Server ™ ®Yes /No

Primary SIP Server®  |172.17.250.251 ||5080

Secondary SIP ‘

Server & [lsos0

Local Domain ‘
Name &

5060 (default 5060, between 1 to 65535)

Register Expiration @ (60

p

SIP Signaling Port &

| (in seconds, default 80, between 10 to 86400)

L]
O N NN NN RN NN NN NN NN NE NN N AN ENENENENENEEEEEEER

| Server address and Port (default 5060)

| Server address and Port (default 5060)

‘ (SIP userpart of authentication)

Model - TAS150_G2

Type : Server-Client

DACS : 172.17.208.160(4080)
DACS Registration : Fail

SIP - 172.17.250.251(5060)
SIP Registration : Success

Configure the settings for SIP.
Contact your service provider
for the settings

ay .“‘
SN NN N NN NN EEEE NN AN NN NN NN EEEEEEEEEEEEEEEEEEEEEEEERES

AddPac

SIP Server

Session Re-Fresh #INVITE " /UPDATE
Session Expire !
P |1800 | {(in seconds, default 1800, between 30 to 86400, 0 = disable)
Time &
Min-SE |1800 | (in seconds, default 1800, between 30 to 86400)
\User Name
Extension |Extension Number
|Password
| Apply
===
.
\J
.
-
., -
Mw:Answer |0 ¥ |(inseconds, default 0, between 1-30, 0 = disable)

Primary & Secondary Server, Local Domain Name,

SIP Signaling Port (reboot necessary)

Timer - Register Expire, Session Refresh, Session Expire
Extension - User Name, Extension Number, Password

www.addpac.com




Smart Web Manager

Call & Media — SIP User Registration

Smart Web Manager

System 8 [ SIP Users for Registeration
Call & Madia (-} “UsaerList
= Frolocol (|8} E.184 Password Phone Type
* Server SIP
* 5P Users
* DTMFICodec 0 v IP-Phane »
= Speed Dial
* Group Dial * Default tag number(voip peer identifier) is 80000,
= VLG Configurabon
* Media * Options for NAT Traversal
* Simultaneocus Call MNumber for Hunting *
RTF Source IF/Port Auto Change | Disable v
Use Non Standard RTP : Disable *

Door Access Control @
Miscellaneous (+]

Samultaneous Hunt

 Update

Slatus

Expire Time

1P Adde Control
«" Delete

" Add

AddPac Technalogy

Muodel | TAS150_(52

Type - Server.Client

DACS 172,17 208.180(4080)
DACS Reqistration * Fail

BIP . 17217 250.251(5080)
SIP Registration * Succecs

SIP Users (Mini SIP Server)

AddPac

www.addpac.com



Smart Web Manager

Call & Media — DTMF & Codec

Smart Web Manager

I Voice Codec
AddPac Technolegy
Preferance 1 g7 11ulaw - G711 w-law Codec Type(Gd khps) v

Type : Server-Client

* Protocol Preference 2| g711alaw ; G711 arlaw Codec Type(64 kbps) v DAGS . 172.17.208 160(4080)
= Server SIP @ Preference 3 | None A DACS Registration - Fail

v SIP Users Preference Freference 4 | None v SIP . 172.17.250.251(5060)

» DTMF/Cadec Preference 5| None L SIP Registration | Success

+ Speed Dial Preference & | None v

* Group Dial Description

* VLC Confiquration Conhigure the sethngs for DTME
¥ Aoy : S

- Media type and vaice CODEC
= Simullaneeus Call

I Video Codec

FPreterence Video Codec Picture Size & Target Rate & Frame Rate &
1 HuBs v High = 1024 kbps a0 s
2 Mone  * Mone v 0 kbps ] fps
3 MNene v Mone v ] kbps 0 fps
" Ppply

DTMF relay by In-hand voice
DTMF relay by RTP payload defined by RFC 2033

Addec www.addpac.com



Smart Web Manager

System — Speed Dial

rt Web Manager

System 2l | Speed Dial [ informaton |
AddPac Technalogy
Call 8 Media (-] Model | TAS180_G2
Direct Call Text Dial Type - Server Client
* Frotocol DACS . 172.17.208. 180(4080)
= Server SIP DACS Registration : Fail
* SIP Users Directory : lhome2icon/ SIP . 172.17.250.251(5080)
* DTMF/Codec No. Text ¥ Dial & image & SIP Registration : Success
* Speed Dial
0 P80 4000 call png v
* Grotp O
= VLC Configuration 1 SME00 2000 call.png M Setup speed dial image, user,
* Media 2 Default Image r dial
* Simultanecus Call
3 Default Image v
Door Access Control ¢ 4 Default Image r
5 Default Image v
Miscellaneous [+]
(] Detaull Image B
T Default Image v
8 Detaull Image B
9 Default Image v
10 Diefaull Image T
n Defaull Image v
12 Default Image v
12 Defaull Image: r
14 Default Image v
1% Defaull Image r
16 Default Image B

Speed Dial

Able to use Speed Dial on Menu Screen
Text, Dial, Image Type

Speed Button Type — List, Table(Button Map)

Addec www.addpac.com




Smart Web Manager

Call & Media — Group Dial

Smart Web Manager

. D
o CS
-1 -
system { Group Dial il oformation |
.
- : AddPac Technology
Call & Media ) " ) - % Model : TAS150_G2
No. Group Number &' Primary Number &' Add/Delete 1 Type : Server-Client
* Protocol — S — — . DACS: 172.17.208 160(4080)
* Server SIP £ I— « Add : DACS Registration : Fail
« SIP Users 5| SIP:17217.250251(5060)
« DTME/Codec s ol SIP Registration : Success
NN EEEEEE NN NN NN EEEEEEEEE NN NN NN EEEEEEEEEENE NN NN NN EEENEEEENNENNEEEEEEEEEEEEEEEEEEEEEEEEEEeeeemnmmmmmans®
* Speed Dial

* VLC Configuration
* Media

* Simultaneous Call

Door Access Control &
Miscellaneous '+)

Primary Dial configuration

GrOUp D|a| according to Group Dial.
Primary Dial configuration according to Group Dial.

Addh‘ www.addpac.com



Smart Web Manager

Call & Media — VLC Configuration

Smart Web Manager

I VLC Configuration

AddPac Technology
Call & Media ) Model : TAS150_G2
No. Called-Number &' IP Address &' Port & Type : Server-Client
* Prtocol 1 r T i 7 DACS : 172.17.208.160(4080)
* Server SIP - - - - DACS Registration : Fail

" P Users 2 I R I SIP- 17217 250 251(5060)
* DTWF/Cadec 3 ] ] I I Resstion Suscess
* Speed Dial

* Simultaneous Call

Door Access Control @ 8 [ ] [
Miscellaneous (+] — .
10 L | | |

|
|

=

12 [ ] [ | | |
1 I I L1
14 I I L1
18 L 1] L 1] L 1
16 L 1] L 1] L 1
7 I I L1
18 1 1 1
19 I I L1
2 ] ] 1

VLC Configuration
Setup VLC IP Address and Port.

Addec www.addpac.com



Smart Web Manager

Call & Media — Media(1)

Smart Web Manager

AddPac

www.addpac.com

ey e
*
- *
<1 Media ?
. .
. "
Call & Media =N & | camera® .
. - .
* Protocol o | Brightness |75, F 0 (0-127) H
. .
Server SIP Contrast + (0-127) :
* SIP Users a
+ DTMF/Godec Exposure © ) + 08 .
. .
+ Spesd Dial | Ficker O 50Hz @ 60 Hz(dsfault) :
* Group Dial l‘ :
* VLC Configuration ta Y Aeely o
................................................................................................. as
* Media S U NN NN NN NN SN NSNS NN NN SN NSNS NSNS NN SN NSNS NN SN SN ENNENNSNNENNEENEENENNEENEENEEEEEEEEEEEEER w,
> >
- Si » *
Simultaneous Call : Audio Gain @ ‘-
= nput: I + (default 3, between 0-31) =
Door Access Control & B
. H
= | Output + (default 45, between 0-63) =
. H
Miscellaneous © IHE™ + (default 38, between 0-63) =
. H
. H
= | DTWF digit =) + - (default 5 between 0-63)  ®
. H
o Tone: 2 ) + (default 10, between 0-63) &
. .
% |« Apply .'.
e a R R RS RS EE RS RS RN AN RN SRS AN AR RS AN AN RSN AR SN SN AR RE SN ESESN SRS ESEEESESESEEESESEEEEEEEE s
TN E e A AR A A AR A A AR AN ASEEAEEEASEEAeREAREEEASEESEEEESEEESEEEEEEEEEEE .
=~ Audio 0% M
Input @ Mic © Line :
H
Output @® Both '  Speaker Line H
£ .
. H
n| |« Apply .
\J LA
N NS NN NN NS E NS NN NSNS SN NS NN NN NN NN NS NN NSNS SN NN NN NS EN SN NN NN NSNS EES NN EENSEEEEEEEREEEEEEE i

Camera
Adjust camera brightness,
Contrast and exposure

Change media device setup
information.

Audio Gain

Adjust Gain.

Audio Input, Output, Ring,
DTMP digit and tone
output

Audio I/O
Audio I/O configuration.
Audio Input / Output Port




Smart Web Manager

Call & Media — Media(2)

= Group Dial & Apply
= VLC Configuration
* Media
= Simultaneous Call >

Audio Gain'®

Input : - e + 20 (default 20, between 0-31)

Door Access Control @ e
= Service Control Output : - { = + 58 (default 58, between 0-63)
= Indoor Open Control
= User List Ring: - o } + 38 (default 38, between 0-63)
= Card List o 3
= Card Registration DTMF digit: - G + (default 3, between 0-63)
* Fingerprint List
: - i 10 -
= Fingerprint Registration Tone: Ea * (default 10, between 0-63)
" Leg « Apply
Miscellaneous [—]

- Ping Audio 110'€
= Device Control Input ® Mic © Line
= Semice .

Output @ Both ) Speaker () Line

Video Display

Setup video mute when

£ video Dispiay & :| talking with inside video

E Mute ) Enable @ Disable E phone

; :| If enable, peer party is not
:-, | displayed

E.Auto Answer' & ‘: I

E Time 0~ [inseconds, default 0, between 1-30, 0 = disable) E Auto Answer

; :| Setup and answer
:‘. ;| Setup from 1 to 30.

Setup as 0 then auto
answer will be remove

@AddPac Techology. all rights reserved.
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Smart Web Manager

Call & Media — Simultaneous Call

Smart Web Manager

223 | simultaneous Call

AddPac Technology

Call & Medi. Model | TAS150_(32
Set Remote Site Call{S-digit number is set to begin "2->"2...) £ =

Type : Server-Clhent

* Pratocol DAGS - 172 17 208 160(4080)
* Server SIP Pots Num  Remote Site IP8 Signating Port™®  Prefic®  Digts to nsen™®  Digis o Delete ™ Name of Remole Site®  Answer Addr Simultaneous Gall ID Contral DACS Regrstration | Fail
« SIP Users SIP: 172.17.250.251(5060)
* istration -
« DTME/Cadec WA Apply SIF Registration © Success
* Speed Dial
* Group Dis [ Dssoription |
- ® Stabc Route Assign Viosp Tag Num . 10100 - 10199
* VLE Conhguraton * Static Route Assign Translation-rule Num - 10100 - 10189 Simultanecus Call
= Media

* Simultaneous Call

Door Access Control @
Miscellansous (4]

Addh‘ www.addpac.com



Door Access Control
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Smart Web Manager

Door Access Control — Service Control

Smart Web Manager

! Service Control

.0' 0‘ _ AddPac Technology
Call & Media (+] 1 Server H Model : TAS150_G2

[ " Type : Server-Client

L7 172.17.208.160 AB.CD

| I Adress { ) H DACS - 172.17.208 160(4080)

Door Access Control © ] = . DACS Registration - Fail
L2 4080 default: 4080, 1~65535] .

e ¢ Port ( ) . SIP - 172.17.250.251(5060)

4 = SIP Registration : Success
* Indoor Open Control [} . . " . "

r, Initialization account Initialize the DACS administrator account| & Initialization N

.

NN NI N NN NN NN NN NN NN NN NN NN NN NN NN NSNS NSNS NN NN NN NN NN NN NN NN NN EEEEEEEEEEN (34
= Description
P | DD,

0
r ‘- Setup access control server.
¥ EventLog =
[ [ ]
.
: Log L% ® Server+Local -’ Server'’ Local ' Disable :
' .
: Storage Period & Period day(default 30, 3~80) :
.
¢ E— .
§  Max Size Gonfiguration @ Max Size| 10000 | {default 10000, 1000~30000) :
]
: .
(g —_—
[ ] Current Size | 14 ‘ « Clear ‘ :
I‘. B ’..
Y RN NN NN NN NN ENN NN NN NENNNNNNNNNNNN NSNS NNNNNNNNNNNNNNENNNNNNNNNNNNNNNNNNNNENNNNNENNNNNEEEEEEEEEEESE *
|« Apply |

Security Service

Door Access Control Service
Setup the DACS service type : Standalone mode without
DACS System(AP-ACS1000) or not

ARM Mode Password

Enable Security Service

Alarm Exit Delay

Event Log

Log — Setup access control server event log.

Storage Period — Setup access control server event log
storage period

Max Size Configuration - Setup access control server event
log max Size.

Addpa‘ www.addpac.com




Smart Web Manager

Door Access Control — Indoor Open Cont

Smart Web Manager

[ Indoor Open Control [ imomaton |

----------------------------------------------------------------------------------------------------------- ., AddPac Technology

£
~
Call & Media (+] I = Model : TAS150_G2
: Feature Code 1 \using 0~-9.# ™ :

Type : Server-Client

o H DAGS : 172.17.208.160(4080)
Door Access Control @ . & Apply . DACS Registration : Fail
* Service Control AN NN NI NN E NN NN SN NN NN NN NN NN NN N NN NS EEEEE NN NS EEEEE NN NS EEEEE NN NN NNEEEEENEEEEEEEEEEEEEEEEEEEEER - o SIP - 172.17.250.251(5060)
SIP Registration : Success

RF-Card
Fingerprint Open/Close the door remotely.
User-Call

* Indoor Open Control

Miscellaneous (+)
Authentication

RF-Card + Password

Fingerprint + Password
Fingerprint + RF-Card

Fingerprint + RF-Card + Password

Dual-Authentication

O E

« Apply

Incoming Call Door Open - Enable '®' Disable ‘ « Apply
Direct Door Open ‘ « Execute |
Direct Door Close ‘ " Execute

Feature Code

Open the door remotely by Feature Code, for example “0”
numeric key

Door Close Time

Close Door remotely

Door Open
Able to open Door using Execute button

Addec www.addpac.com




Miscellaneous
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Smart Web Manager

Miscellaneous — Ping

Smart Web Manager oM ON N

| Pings
AddFac Technology
e

Host address Start Type - Server-Chent
DACS 172 17 208 160(4080)
DACS Repstaton. os
SIP 17217 250 251(5060)

Mizcallaneous [-] S|P Registration . Success

« Bing

« Alarm Setting Werify the oulgeing Ping to the
» Sapdce outside from the device by

entering IP address and LIRL
* Language Tabde

Werify network status of the
location in where the terminal i
located

* Fingerprint Module Upgrade

Ping

Verify the outgoing ping to the outside from the device by
entering IP address and URL

Verify network status of the location in where the terminal
is located
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Smart Web Manager

Miscellaneous — Device Control

Smart Web Manager CMON N

I Device Control f—

AddPac Technalogy

Call & Media o Output (Door Open) Model | TAS150_G2
Port Actvation Signal Release Time(Sec) Type : Server-Client
DACS - 17217 208.160[4080)

Door Access Control & o Fort 0 ® Up O Down 3 DACS Registration - Fail

SIP 17217 250.251(5060)

" - E
* Ping
« Device Contral Otipiat thaley Conriacd Deseription
+ Alarm Setting Port Activation Signal Deactivation Delay(Sec, 0:No Delay) Canirol the devica.
* Sprace Port 0 Up "~ Down o
* Language Table Port 1 Up © Down 0

* Fingerpant Module Upgrade

Input | Sensor Input)

Port Activation Signal Activation Delay(Sec, 0N Delay) Use ARM Wode Use Entry Delay
C Port & & yp ) Down o
o Faort 1 = Up '~ Down o

Device Control
Check the device.
Sensor Input Port O
Sensor Input Port 1
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Smart Web Manager

Miscellaneous — Alarm Setting

Smart Web Manager

| Alarm Settings

Call & Media {+]
Door Access Control &

Miscellanecus (-}

* Fing

= Device Control

* Alarm Setting

= Service

* Language Table

* Fingerpant Madule Upgrada

AddPac

Port | Description

Forl 0 Up

Port 0 Down

Send Email

Dialing

Stant VLG

Door Open ' /Close

Beep Sound on Dow

LED Backlight On LOf

Relay 1 Connect ' DisConnect
Relay 2 Connect ' DhsConnect
Send Email

Dialing

Start VLC

Doar Open | /Close

Becp Sound On O

LED Backiight Cn ON

Relay 1 Connect . 'DisConnect
Relay 2 Connect '~ DisConnect
Send Email

Diahng

Start VLG

Action
(Email Address)
{Phane Number)

(Address ! Port)

{Email Address)
{Phane Mumber)

{Address | Port)

(Email Address)
{Phone Number)

{(Address [ Port)

www.addpac.com

AddPac Technalogy

Model - TAS150_0G2

Type : Server-Client

DACS © 172 17 208 160(4080)
DACS Registration : Fail

SIP - 172 17 250 251(5060)
SIF Registration - Sucoess

Selting the alarm sensor




Smart Web Manager

Miscellaneous — Service

Smart Web Manager

| Service
SMTP Configuration

Sender Email Address

FTP Server

= Fing

* Device Control SMTP Server Host
= Alarm Setting

» Sarvice Authentication

* Language Table

User Hame
= Fingerprint Module Upgrade

Passward

uPnP Configuration
uPnP Client

GO Address.
10 Interface

uPnP External Port
HTTP Port

Telnet Part

FTP Controf Port

RTSP Port

AddPac

* Enable’ Disable v Apply

(ex examplefladdpac. com)
(ABCD)

Enable ® Disable

Enable’® Disable
(ABCD)

FasiEthemelg «

<1.85535>
<1-65635>
<1.655635>

<1.85535>

AddPac Technology

Model | TAS150_G2

Type - Server-Client

DACS : 172 17 208 160(4080)
DACS Registrabon | Fad

SIP - 172.17 250.251(5060)
SIP Registration | Success

Description

Configure Service.

" Apply

Service Control

Configure Service.

FTP Server(Default Port 21) On/Off
SMTP Configuration

uPnP Configuration

WWW.auupdCl.CUITI




Smart Web Manager

Miscellaneous — Language Table

Smart Web M
I Language Table [ womaton ]
AddPac Technology
Call & Media [+] Edit User Language Model : TAS150_G2
Type | Server.Chent
Language | Etc ¥ | " Read o Wit DACS : 172.17.208 160{4080)
pocqcenes L oot DACS Registration  Fai
Humber English Table User Table SIP - 17217 250 251(5060)
P Regatn Sucese
1 Yes comoa
* Ping 2 No
« Device Contl
= Alarm Setting a3 OK Language setting in OS50
* Senvice 4 Cancel
* Languags Table
+ Fingerpeint Module Upgrade S Contiwe
& Ignare
7 Right Now
8 Clear
g AM
10 PM
n Timeout
12 Imvaig Key
13 Message
14 Information
15 Fill the eniry
16 The enitry is duplicated
7 Today
18 Start
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Smart Web Manager

Miscellaneous — Fingerprint Module Upgracde

Smart Web Manager

| Fingerprint Module Upgrade
N

Upgrade File Can't apen thome2finger_madule/
o

* Ping

* Device Control

= Alarm Setting

* Service

* Language Table

= Fingerprint Module
Upgrade

AddPac Technology
Model - TAS150_G2
Last Status. Success Type : Server-Chent
DACS ; 172.17.208 160{4080)
4 madule!
Divectaty: Morefinger. & DACS Registration . Fail
SIP - 172 17 250 251(5060)
SIF Registration © Success

Fingerprint module upgrade

AddPac
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Thank you!

AddPac Technology Co., Ltd.
Sales and Marketing

Phone +82.2.568.3848 (KOREA)
FAX +82.2.568.3847 (KOREA)
E-mail sales@addpac.com
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